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. CONFID Budget Bureau No. 42-R358.4.

Form 9-8818
Form Approved.

(Feb. 1951)
Land OfBee(SUBMIT IN TRIPLICATE)

-- UNITED STATES
- -

- DEPARTMENT OF THE INTERIOR
.... ....

GEOLOGICAL SURVEY
o

SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTIONTO DRILL.-----......------ -------------.--. - SUBSEQUENTREPORT OF WATERSHUT-OFF......

NOTICE OF INTENTION TO CHANGE PLANS----------------------------- SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING

NOTICE OF INTENTION TO TEST WATER SHUT-OFF--------............ SUBSEQUENT REPORT OF ALTERINGCASING . ..

NOTICE OF INTgTION TO RE-DRILL OR REPAlR WELL....----....... SUBSEQUENTREPORT OF RE-DRILLINGOR REPAIR ..

NOTICE OF INTENTION TO SHOOT OR ACIDIZE....------------......-- SUBSEQUENT REPORT OF ABANDONMENT ...

NOTICE OF INTENTIONTO PULL OR ALTER CASING................... SUPPLEMENTARYWELL HISTORY.. ......

NOTICE OF INTENTIONTO ABANDON WELL..........

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

Walton Federal
WellNo. ..1 ... .... is located . 20 _ ft. from.. lineand .20k ft. from line of sec. 11

(¼ See. and Bec. No.) (Typ.) (Range) (Meridian)

unnamed
_

Dush•ana.....
......._ ... ..

Uh&
(Field) (County or Subdivision) (State or Territory)

The elevation of the derrick floorabove sea level is ft. Not available

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights,and lengths of proposed casings; indicate mudding jobs, cements

ing points, and all other important proposed work)

Estimated Formation Topes Casing Progreate
vinta sartaea 9-5/8" 32# easing set e 200•.
Green River 212l Genent to oiraulabe.
Estimated t. D. 6300 $¼• 14••1§.5# osaing set through

all potential producing sones.

To test potenbial producing senes in the Green River formation.

Oral approval obtained from Paul W. Burchell, 3-24-64.

I understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

Company _¶ha
Shamrook.Oil-And. Gaa-Garpotakien-----------..------------------------------- -------------

Address 870 Fing geourity WAMing

Title _Rahriek Gealogist .....

GPO



' conicam:t
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S 89 56 W

526 .80

I

526 .48

S 89 59' W

X = Corners Locoted (Brass Cops) Scale OOO

By: ROSS CONSTRUCTION CO.

Vernol Utoh

Bon Marsholi SURVEY DATE II Feþ. 19
Taylor SHAMROCK OIL 8 GAS CORP. WELL LOCATION, REFERENCES ÛÊ..Û
Cooper LOCATED AS SHOWN IN THE SE1/4 SE t/4 OF Approved Sept.23 11

SECTION II, T9 S, R 16 E, S 8 & M, DUCHESNE
EntooL- Ciaar CÒUNTY, UTAN FN-s



NFIDENTIAL No. 42-R358.4.

Form e-asia
(Feb. 1951)

(SUBMIT IN TRIPLICATE)
Land Omee

.. No.
UNITED STATES

- --- DEPARTMENT OF THE INTERIOR

.....

GEOLOGICAL SURVEY
o

SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTIONTO DRILL.....-.........................-...__ SUBSEQUENTREPORT OF WATERSHUT-OFF..

NOTICE OF INTENTlON TO CHANGE PLANS---------.....----.........__ SUBSEQUENT REPORT OF SHOOTINGOR ACIDIZING.

NOTICE OF INTENTION TO TEST WATER SHUT-OFF............._
...... SUBSEQUENT REPORT OF ALTERINGCASING_....

NOTICE OF INTgTION TO RE-DRILL OR REPAlR WELL ..___.....___. SUBSEQUENT REPORT OF RE-DRILLINGOR REPAIR.

NOTICE OF INTENTION TO SHOOT OR ACIDIZE......... ..-__......_.. SUBSEQUENTREPORT OF ABANDONMENT

NOTICE OF INTENTION TO PULL OR ALTER CASING.. ___....___.. SUPPLEMENTARY WELL HISTORY.

NOTICE OF INTENTION TO ABANDON WELL.......... ...... ___... .. $¾.

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

wataa resoral
WellNo. .1 .. is located 706

_ _ ft. from_ lineand _20Aft. from line of sec. 11

SE SS 11 9 a 16 a salt Lake

(Field) (County or Subdivision) (State or Territory)

The elevation of the derrick floorabove sea level is ..... ft.

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weightsgand lengths of proposed casings; indicate mudding jobs, cement-

ing points, and all other important proposed work)

Ran 213.22 feek of 9-5/8* 32.30# Grade B easing. Sob omaing at 225 feek.
Comented with 200 eaoka regular oement with 2|$ HA-5 added.

Spudded 4-1-64.

I understand that this plan of work must receive approval in writing by the Coological Survey before operations may be commenced.

Company .__Î¾¾.M..OLA..At¥A Û¾ .9.9tPORhit ...

Address _ _

_820 Ara _Seemrà¾XSMLMin6

_ _.........

_lalt Lak 91M 11, ah, _84111 By

.............

...
Title Districo Geologget

GPO



TIIE SilAMROCKOIL ANDGAS CORPORATION
FIRST NATIONAL BANK BUILDING

BOX 631 - AMARILLO, TEXAS

Salt Lake City, Utah, 84111
April 3, 1964 "•=lv *•·

Intermountain Exploration District
First Security Bldg. Room 870
Salt Loke City 11, Utah

Utah Oil and Gas Conservation Commission
310 Newhouse Building
Salt Lake City, Utah

Gentlemen:

Will you please hold confidential the information sent
you on our Walton Federal No. l well located in Section ll,
Township 9 South, Range 16 East, Duchesne County, Utah.

Very truly yours,

Ralph Thomas
District Geologi.st



April 6, 1964

Shamrock 011 6 Gas Corporation
870 First Security Building
Salt Lake City, Utah

Re: Notice of Intention to Drill Well
No. WALTONFEDERAL #1, 706' FSL &
704' FKL, NW SE 3E of Section 11,
T. 9 8., R. 16 E., Duchesne County,Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above well
is hereby granted.

As soon as you have determined that it will be necessary to plug and
abandon this well, you are requested to immediately notify the following:

PAUL W. BURentr-L, Chief Petroleum Engineer
Office: DA 8•5771 or DA 8-5772
Home: CR 7•2890 - Salt Lake City, Utah

This approval terminates within 90 days if said well has not been
spudded within said period.

Enclosed please find Form OGCC-8-X, which is to be completed if water
sands (aquifere) are encountered while drilling, particularly assessable
near surface water sands. Your cooperation with respect to congleting this
form will be greatly appreciated.

Very truly yours,

OIL & GAS CONSERVATICE00mISSION

CI.80N B. FEIGHT
BEECUERVEDIRECEOR

CBF:cap
cc: Don Russell, District Engineer

U. 8. Geological Survey - Balt Lake City, Utah

H. L. Coonta, Petroleum ED8taaer
011 & Gas Conservation Camaission - Moab,



Budget Bureau No. 42-R358.4.

FDrm 9-881& Form Approved.

(Feb. 1951)
Land OfBee

(SUBMIT IN TRIPLICATE)
..No.

UNITED STATES
--- DEPARTMENT OF THE INTERIOR

GEOLOGICAL SURVEY
0

SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTIONTO DRILL....................-----......_ ... SUBSEQUENTREPORT OF WATERSHUT-OFF........

NOTICE OF INTENTIONTO CHANGEPLANS --.................. SUBSEQUENTREPORT OF SHOOTINGOR ACIDIZING

NOTICE OF INTENTIONTO TEST WATER SHUT-OFF.___...--...._
...... SUBSEQUENT REPORT OF ALTERINGCASING ...

NOTICE OF INTyTION TO RE-DRILL OR REPAIR WELL.------........ SUBSEOUENT REPORT OF RE-DRILLING OR REPAIR

NOTICE OF INTENTIONTO SHOOT OR ACIDIZE....___............... _ SUBSEQUENTREPORT OF ABANDONMENT

NOTICE OF INTENTIONTO PULL OR ALTER CASING................... SUPPLEMENTARY WELL HISTORY.........

NOTICE OF INTENTIONTO ABANDON WELL..................

Notges et intenaton to rm gaatna.
(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

WellNo. s located M.ft. from lineand _ WA ft. fro line of see. 11

(¼ Bec. and Bec. No.) (Twp.) (Range) (Meridian)

. . Aldeak ....... ...... .. ... .... 3mohaana............. ... ..... ... ....... U¾ah ........

(Field) (County or Subdivision) (State or Territory)

The elevation of the derrick floorabove sea level is ½11ft.K•Be

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weightsgand lengths of proposed casings; indicate mudding jobs, cement

ing points, and all other important proposed work)

Request pomission to sea 5¼• oasing to approximakely $200* to test pokertial
oil senes in the Green River femation. To eenenb omaing with ADOsacks
of regatar eenent.

Rotary total depth 6300*.

Oral approval was obtained fra Mr. George Brown, April 24, 196te.

I understand that this plan of work must receive approval in writing by the Coological Survey before operations may be commenced.

Company_The _Shaggk gik.and 8.& 09ggtat19R. ... ...

Address _870 First esta lby Ba(14 as
salt Lake city 11, utah, 84111 By ...........

... .
Title .......... .

GPO



- Budget Bureau No. 42-R358.4.

Form 9-8818 Form Approved.

(Feb. 1951)
Land Omee

(SUBMIT IN TRIPLICATE)
Lease No.

UNITED STATES
DEPARTMENT OF THE INTERIOR "

-- .

GEOLOGICAL SURVEY
o

SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTIONTO DRILL.------.....------ ---------...-....... SUBSEQUENTREPORT OF WATERSHUT-OFF.......

NOTICE OF INTENTlON TO CHANGEPLANS---------------------..._-- SUBSEQUENT REPORT OF SHOOTINGOR ACIDIZING
NOTICE OF INTENTION TO TEST WATER SHUT-OFF.................... SUBSEQUENT REPORT OF ALTERINGCASING .

NOTICE OF INTgTION TO RE-DRILL OR REPAIR WELL............... SUBSEQUENTREPORT OF RE-DRILLINGOR REPAIR

NOTICE OF INTENTION TO SHOOT OR ACIDIZE.----- -- ........ SUBSEQUENTREPORT OF ABANDONMENT.

NOTICE OF INTENTION TO PULL OR ALTER CASING _ _...... SUPPLEMENTARYWELL HISTORY .

NOTICE OF INTENTION TO ABANDON WELL. .. .. ..

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT NOTICE, OR OTHER DATA)

9
weten resera

WellNo. 1 . is located ft. from . lineand .. ft. from line of sec. 11

m 11 i .

16 L... sal Lake
(¼ Sec. and Sec. No.) (Twp.) (Range) (Meridian)

wndse omheme utah
(Field) (County or Subdivision) (State or Territory)

The elevation of the derrick floorabove sea level is $13ft. O

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights,and lengths of proposed casings; indicate mudding jobs, coment-

ing points, and aÎl other important proposed work)

aan 5,207.27• sã•1sWa..ss ...ing, se eastaa at saos•. o...n.«
bør Halliburton WL4h400 sacks of 50-50 PommixML4h10# gilannite per
saak, 108 ea14, 1# CFR-2.

I understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

Co The Shaareek 011 and Gas Oor rationmpany .. ......... ............................P ........... ....... -----

Address ??

By .......

GPO



Form approved.
Budget Bureau No. 42-R356.5.

CONFIDENTIA UNITEDSTATES LAND OFFICE

DEPARTMENT OF THE INTERIOR LEASE NUMBER

GEOLOGICALSURVEY UNIT .......

LESSEE'S MONTHLY REPORT OF OPERATIONS

State .
Rah

.. County -DMehesse Field Jildeat
The following is a correct report of operations ared production (irecluding drilling and producing

wells) for the rrtonth of April , 19

Agent's address _AÎOAll 00971 .Y ß¾ilÀiß Correpany The Rhamrock011 and GatCorg,
§§1¾ ity, Utah þA11 Siirted

Phone ....

_Â28-Û16 ____ Agent's title _Di ric 901 gigt
GALLONS OF BARRELS OF REMARKS

D ÎWP. RANGE ½ ELL
Pa ma BARRELS OF OIL ÛRAVITY RNEED

no e tate)

Soc. 11 98 16E 1 Spud Drilled 12(n to 300
.

SE SE set 9 * aasing at :25* with 200 ex.
UsT : 3677-3705. Op 5 min. SI 30 xan., OP 60 min.,
SI 60 gn. Had very >k blo t uout, roc 45 very sli
00M. FP 56 -75, SIP € 2-827, 1836-1836.
DST # : 4119-28. Op 30 min., SI 30 m 1., op 90 min.,
SI 60 n. Had wk ble which iber to ftd.r blo and
held t ruou; test. Rec 309 mgdy wtr, 9138 HGCwtr.
FP 263W507, SIP 1500-1500, HH 2060-2060.
DST #): 4536-4596. < p 30 mini, SI 30 min., op 90 min.,
SI 60 . Had very »k blo on| pre-flor, had fair blo
on re and held thrt out finag flotr period. No gas
to e. Reo 40* fluid beipg 20! H(CMand 20* 00M.
FP , S (P 208-292, HH 2286 2286.
DST #4: 47.3-25. Op 30 min., SI 30 min., op 45 min.,
SI 30 . Had very ik blo on initial op, had very
wk bl on re-op and d3ed in 27min. R4e 155 very sli
00M. 20 -20, SIP M -42, HH 2328-2320.
DST # s 47¾-49. op 30 min., SI 30 min., op 90 min.,
SI 60 . Had strg Ilo thruolt test. GTS 70 min.,
TSTM. Reo ¾0' fluid being 193* GCO atd 909 HO&GCM.
FP 63 5, 3IP 1561-1161, HH 2 ¼94-2494.
DST # s 5033-29. op 30 min., SI 30 min., op 90 min.,
SI 60 . Had very sk blo wh Leh incr to ¿ood blo at
end o init:.al op. Had good bto on re-op. OTS 42rain.,
TSTM. I Rec 385' 000, 30* OCM. FP 72-lî 2, SIP 1724-
1910, 2508-2508.
DST # s ¶O>4-§100gg erun, pb failed.
DST # t 546-5100. Op 30 mi a., SI 30 min., op 90 min.,
SI 60 . Had sli pkr leak thruout tost. Rec 3708
so&GC . FP 125-209, SIP 2369-0996, HH 2494-2494.
¢ to 6 oot. Ran logs.
Set 5 cas:.ng 0 5205* w/400 a c.

NOTE.--There were ...........DO...... .... ...... runs or sales of oil; ------------DO.. ...... ...... . . M cu. ft. of gas sold;

.... . runs or sales of gasoline during the month. (Write "no" where applicable.)
NOTE.-Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in

duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.
Form 9-829 16-25766-9 U. S. GOVERNMENT PRINTING OFFICE(January



FORMOGCC•8•X

CONFIDENTIAL

STATE OF UTAH
OIL & GAS C0NSERVATION COMMISSION

310 NEWHOUSEBUILDING
SALT LAKE CITY 11, UTAH

REPORTOF WATERENCOUNTEREDDURINGDRILLING

Well Name & Number: Walton Federal No. 1

OperatorThe Shamrock Oil and Gas Corp. Address870 First Sec. BldBhone 328-0165
sait take 0ity, Utah

Contractor Exeter Drilling Company Address Denver, Colorado Phone CHA-8651

Location:SE g SE 4 Sec.JT. R.liE Duchesne County, UM.
s x

Water Sands:

Voltme

Fyom L Flow Rate or Head Fresh or Salty

1. 4120 4130 940' in 1¼ hours on DST Fresh

2.

3.

5.
(Continued on reverse side if necessary)

Formation Tops: G en River 1380
. Wasatch 6066

: No water flows.

Apa2 9 19tA

NOTE: (a) Upon diminishing supply of forms, please inform the Commission

(b) Report on this form as provided for in Rule C-20, General Rules

and Regulations and Rules of Practice and Procedure.



Drillers Log: (Continued)

It shall be the duty of any pe n, operator or contractor
drilling an oil or gas well or drilling a seismic, core
or other exploratory hole to report to the Conmissionläli.

fresh water sands encountered; such report shall be in

writing and give the location of the well or hole, the
depth at which the sands were encountered, and the thick-

ness of such sands, and the rate of flow of water if



37. SUMMARYOF POROUS ZONES: (CONTINUED)

DST #1: 3677-3705. Open 5 min., shut in 30 min., open 60 min., shut in 60 min.

Had very weak blo thruout test. Recovered 455 very slight oil cut mud, oil

was blk HPP. FP 56-75, SIP 432-827, HH 1836-1836.

DST #2: 4119-28. Op 30 min., shut in 30 min., open 90 min., shut in 60 min.

Had weak blo which increased to fair blo and held thruout test. Recovered

30' muddy wtr, 913* HGCwater. FP 263-507, SIP 1500-1500, HH 2060-2060.

DST #3: 4586-4596. Open 30 min., shut in 30 min,, open 90 min., shut in 60 min.

Had very weak blow on pre-flow. Had fair blo on re-opening and held thruout

final flow period, No gas to surface. Recovered 40* fluid being 20' HOCM

and 20! OCM. FP 20-41, SIP 208-292, HH 2286-2286.

DST #4: 4713-25. opsa 30 min., shut in 30 min., open 45 min., shut in

30 min. Had very weak blow on initial opening, had very weak blow on

re-opening and died in 27 min. Rec 15* very sli ocM. FP 20-20, SIP

42-42, RH 2328-2328.
DST #5: 4728-49. open 30 min., shut in 30 min., open 90 min., shut in 60 min.

Had strong blow thruout test, Gas to surface 70 min., too small to measure.

Recovered 280* fluid being 190! GCOand 90* HO&GOM. FP 63-125, SIP 1561-1561,

HH 2494-2494.
DST #6: 5003-29, open 30 min., shut in 30 min., open 90 min., shut in 60

min. Had very weak blow which increased to good at end of initial opening.

Had good blo on re-opening. Gas to surface 42 min., too small to measure.

Recovered 285' GCO, 30' OCM. FP 72-132, SIP 1724-1910, HH 2508-2508.

DST #7: 50A4-5100, misrun, pkr f ailed.
DST #7At 5046-5100. open 30 min., shut in 30 min., open 90 min., shut in

60 min. Had sli pkr leak thruout test. Recovered 370* SO&GCM, FP 125-209,

SIP 2369-1996, HH



Form 9-330
NF L

(Rev. 6--63) UNI O STATES SUBMIT IN DUPLIC1. Form approved.

(See of ' in-
Budget Bureau No. 42-R355.5.

DEPARTMENT OF THE INTERTOR 7t.rygd 5. LEARÉDESIGNATIOff ND ÀlERÅL NO.

GEOLOGICAL SURVEY gg

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG *
6. IF INDIAN, ALLOTTRE OR 'A'RIBB NAME

la. NPE OF WELL: o
LL

ESLL
DRY Other

7. UNIT AGR$EMENT NAME

b. TYPE OF COMPLETION:
\NEE

L
OWORRK DEEP- FSFÀ. Other

8. PARM Og LEASE NAMA

2. NAME OF OPERATOR

Wakn T¾eg

The Shamrock Oil and Gas Corporation
9, WELL NO.

3. AúDRESS OF OPERATOR

870 First Security Building, Salt Lake City, Utah, 84U1 io. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (Report IOCGÉionClearly and in GCC0Tdsnce toith GNg/ ß‡a‡Ð requiremen‡8)*

At SUrface
7069 fr SL, 704• tr EL (SE SE) of section 11 11. SEC., T., R., M., OR BLOCK AND SURVEY

At top prod. interval reported below
Se , T 9 8, R 16 E

(S.L.M.)

At total depth
14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

.

PARISH

| Ducheane Utah

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (ROGdy $0 pfOd.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.) * 19. ELEV, CASINGREAD

1-64 4-24.-64 5-11-64 5513 (KB) 5503

20, T&TAL DEPTH, MD & TVD 21. PLUG, BACK T,D., MD & TVD 22. IF AfULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

6300 5108 SËÌe ! Surt- T.D. I
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)*

26. WAS DIRECTIONAL

473 -46 Basal Green River
SURVEY MADE

-20 Basal Green River

26. TIPE ELECTRIC AND OTHER LOGS RUN

27. WAS WELL COBED

IES, GR-Sonic-Cal, MLL
No

28.
CASING RECORD (Report all atringe set in well)

CASING SIZE WEIGHT, IB.ÌFT. DEPTH SET (iD) HOLE SIEE
CEMENTING RECORD AMOUNT PULLED

9-5/8" 32.30# 225 12À" 200 9x Reg w/2%HA-5 -

ß" 15. 50¥ 5205 8-3A" 400 ax 50-50 Powdx

29.
LINER RECORD

30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT SCREEN (MD) SIEE DEPTH SET (MD) PACKER SIDT (M

2-7/8" 5076

31. PERFORATION RECORD (Interval, aire and number) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USBD

5007, 5013, and5020 w/radial tri-jet s 4735-46 17,850 gal oil, 19,950# ad,

(9 - g" holes)
2000# glass beadp

5007-20 21,000 asi oil, 21,000# ad.
2009# gase bee4e

33.*
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl010ing, gGB lifÉ, PNmping-8426 GNd fgþ6 Of pHFRp) WELL STATUS (ËTOd¾Cing Of

5-11-64 IPumping and flowing 10x64" SPM li" bore ing

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIMBBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO

s-u-64 24 1"
""' 1W3 lo o

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIIr---BBL. GAS-MCF. WATER-BBL. OIL GRAVITY-API (CORR.)

24-HOUR RATE 1073 100 0
31.6* © 60

34. DISPOSITION OF GAS (Sold, used for f¾el, vented, etc.)
TEST WITNESSED BY

Fuel and vented
oe Rowell & Ben Bechtol

35. LIST OF ATTACHMENTS

no attachments
36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records

SIGNED
TITLE

DATE

*(See Instructionsand Spaces forAdditionalData on ReverseSide)



INSTRUCTIONS

General: This form is designed for submitting a complete and correct well completion report and log on all types of lands and leases to either a Federal agency or a State agency,
or both, pursuant to applicable Federal and/or State laws and regulations. Any necessary special instructions concerning the use of this form and the number of copies to be
submitted, particularly with regard to local, area, or regional procedures and practices, either are shown below or will be issued by, or may be obtained from, the local Federal
and/or State office. See instructions on items 22 and 24, and 33, below regarding separate reports for separate completions.
If not filed prior to the time this summary record is submitted, copies of all currently àvailable logs (drillers, geologists, sample and core analysis, all types electric, etc.), forma-
tion and pressure tests, and directional surveys, should be attached hereto, to the extent required by applicable Federal and/or State laws and regulations. All attachments
should be listed on this form, see item 35.
Item 4: If there are no applicable State requirements, locations on Federal or Indian land should be described in accordance with Federal requirements. Consult local State
or Federal office for specific instructions.
Item 18: Indicate which elevation is used as reference (where not otherwise shown) for depth measurements given in other spaces on this form and in any attachments.
Items 22 and 24: If this well is completed for separate production from more than one interval zone (multiple completion), so state in item 22, and in item 24 show the producing
interval, or intervals, top(s), bottom(s) and name(s) (if any) for only the interval reported in item 83. Submit a separate report (page) on this form, adequately identified,
for each additional interval to be separately produced, showing the additional data pertinent to such interval.
Item 29: "Sac1cs Cement": Attached supplemental records for this well should show the details of any multiple stage cementing and the location of the cementing tool.
Item 33: Submit a separate completion report on this form for each interval to be separately produced. (See instruction for items 22 and 24 above.)

37. SUMMARY OF POROUS ZONES:
SHOW ALL IMPORTANT ZONES OF POROSITY AND CONTENTS THEREOF; CORED INTERVALS; AND ALL DRILL-STEM TESTs, INCLUDING 38. GEOLOGIC MARKERS
DEPTH INTERVAL TESTED, CUSHION USED, TIME TOOL OPEN, FLOWING AND SHUT-IN PRESSURES, AND RECOVERIES

TORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TOP
NAME

MEAS. DEPTH TRUSTERT.DEPTJI

Garden Gulch 3680 3705 Sand - F.G. (OCM)
Basal Green River 4120 4130 Sand - F.G. (W) Uinta surface
Basal Green River 4588 4595 Sand - F.G. (00M) Green River 1380
Basal Green River 4714 4748 Sand - F.G. (0) lasal Green River 3757
Basal Green River 5000 5030 sand -F.G. (0) JJ" & 45A6
Basal Green River 5070 5090 Sand - F.G. (OCM) 1pper Black Sh 5233

. mer Black sh 5836
Wasat.ch 6066

oo

U.S. GOVERNMENTPitlNTING



Nay 28, 1964

The Shamrock Oil & Gas Corporation
870 First Security Building
Salt I.ake City, Utah 84111

Attentions Mr. Edvin B. Ishe11, Geologist

Re: Well No. Walton Federal #1
Sec. 11, T. 9 8. R. 16 E.,
Duchesne County, Utah

Gentlemen:

Would you please forward to this office copies of the Induction
Electrie, Gamma•Ray Sonic-Calipher and Microlateral Logs run on the
above mentioned well.

In accordance with Rule C•19, General Rules and Regulations
and Rules of Practice and Procedure, Utah State Oil and Gas Conser-
vation Commission, please complete and return the enclosed Forms
OGCCNo. P•9, "Well status Report and Gas-Oil Ratio Testa".

Thank you for your cooperation in these requesta.

Very truly yours,

OIL & GAS CONSkitVATIM00teil881W

EATHEG. HANNER
RECORDS Cf.ERK

ksw

Enclosure •



Form approved.
Budget Bureau No. 42-R356.5.

CONFIDENTIA
UNITED STATES L.AND OFFICE .

DEPARTMENTOF THE INTERIOR LEASE NUMBER

GEOLOGICALSURVEY
"""-

LESSEE'S MONTHLY REPORT OF OPERATIONS

ßtate ......W.È-----___........-.
Courety .......J.WNN 4 --.__.....

Field ___.

Vapamed

The followiregis a correct report of operatiores and productiO7 $760INding Šr To G76 PTONRC$Tag

wells) for the Treoreth of ..
..

.... . -
_..

... -,

19_.6A,

Ageret's address ...82Olir.A 40Mrity_Axilding..-..... Correparty ThWlha '94k an _Gas opp,

gcõri TWP. ßANGE
WNELL

Pa ao
BABazLs or On. GRAvtrY n R

L
RNE

B 6 8 tate)
(ILdremd hu down use:

Sec. l'. 98 .16E 1 Port w/3 way super trig et at 5037, 5013, 50209 .

SE SE Treat ed w/17 bble pre- flush, 2 L,000# 2040

mesh ad, 21, 00 gal oi3, 2,000# 8-12 meth beads,

2,100 gal oi .
Flushec w/130 b als. TP 3750#,

BDP /4500#, i tj rate 37 BPM.
Set bridge p ug @ 4800*. Perf 'r/radial trijets at

4735 and 1471 .
Treated w/130 b31s pre-flush,

17,850 gal o:,l, 19,950s 20-40 mach sd, 1,000#

8-12 mesh bands 2,100 gal oil, Flushed w/119

bble oil. TP 37¾#, BLP MOO#, inj rate 32 BPM.

Flowed and snabbed. Installed pump.

Comp Report: On 24 hr flow teso, well flowed 1073

oble of oil un 1" ek w/FTP SO#, FCP 900i. Gas

est at LOOMtFPD. Comp 5-11-64 .

20 5745.44

Nors.-There were _1

.(A999.31..haggsig)uns or sales of oil;
.................no................_..._.... M cu. ft. of gas sold;

..

.RO................. runs or sales of gasoline during the month. (Write "no" where applicable.)

NOTE.-Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in

duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.
16--2f,7604 U. S. GOVERNMENT PRINTING OFFICE

Imrm 9-899
(January



UM1tD STAlts useomo
DEPARTMENTOF THE INTERIOR

aans nestas SURVEY - ---- ----- ---- -- --- --- --- ••

LESSEE'S MONTHLY REPORT OF OPERATIONS

State --------Okalt County M.. .. . Field MIIIMIBMiliÊ$ÈŸr#
The following is a correct report of operati<>ns ared production (includireg drillireg ared producing

wells) for the Treonth of , 19 ,

.f geret's address $¾1 FM Ran _Rul lM nu Company Îlta .U.ABliâta l'Ps

Salt Laka City, Utah, 4111 s¡gneri
Phone Agent's title strin 901041%

TWP RANGE lhaltEl ob tultAvilY A Ll ATKR If lyh hw camme

ruel

Sec 11 96 16E 31 4,M7.27
SE SE

Sec. 16 98 16E < Completiog repart: Well produce 0.00 b r

NW NE durinä 24 hr period . CP 75#, gr atit 33. , S .01.

Comolet ad 7-?&

28 <,064.12

See, 11 9 16F 3 1 ril: (23(429). Op 30 min., 31 min., Op oC min.,
Ni SE 93 60 nin, Had wk olo to end of test . Ret 59 SMCO,

ver high PP, esphaltic, FP 23-21, SIF 270-270,

HH 1931-1#31.
UST 02: 4877-4900. Op 30 min., 53 30 mia., op 60 min.,
SI óC min, Had wk b lo thk uout t at , had l epk in drill
pipe, ikrleakin,, rec 909' drillir mud, very aliOC.
No pressuyas.
DST Ñ3• &971-4 0 3f mia, . tr-ta.. op 60 min.,
El C min, ,iod tsi SPF oil,



Form 9--331 Form Approved.
Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARfMENT OF THE INTERIOR U-996¾Q

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS .

7. UNIT AGREEMENT NAME

(Do not use this form for procosals to drift or to deepen or plug back to_a different
reservoir. Use Form s-aalo for such proposals) 8. FARM OR LEASE NAME

1. oil gas Walton Federal i .

well 6 well other 9. WELL NO.
2. NAME OF OPERATOR 1

* Diamond Shamrock CorporatiOn 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Monument Butte
Drawer "E", Vernal, Utah 84078 11. SEC., T., R., M., OR BLK. AND SURVEYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec. 11, T9S, R16E
AT SURFACE: 706' FSL' & 704' FEL SE/SE 12. COUNTYOR PARIS 13. STATE
AT TOP PROD. INTERVAL: Duchesne UtahAT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE• b-OUR ¶W
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON• O O
(other

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Perforate zone 4589' to 4597' with 4 spf. Isolate zone with a bridge plug
and packer. Fracture treat down 2 7/8" tubing w/1000 gal 7 1/2§ HCL, 16,000
gal cross-linked gel, 20,000# 20/40 sand, and 8,000# 10/20 sand, F2ow and
swab test well. Put back on pumping operations.

APPROVED BYTHE STATE
OF UTAH DIVISIONOF
OIL, GAS, A D i 1NG JUL28 1982

DATE:
gy: DIVISIONOFOILGAS&MINING

ubsurface Safety Valve: Manu. and Type Set @ Ft

18. I her e that the foregoing is true and correct

SIGNED TITLE DiStriot Superinteggt 7/27

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse Side



Form 9-331 Form Approved.
Dec. f:173 Budget Bureau No. 42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-096550

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-c for such proposals) 8. FARM OR LEASE NAME

WALTONFEDEPAL1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATOR DINOND as attached
DIROND MCAL MANY (formerly SHAMROCK) 10. FIELDOR WILDCATNAME
3. ADDRESS OF OPERATOR MONUMENTBUlTE FTFID
P.O. Drawer "E", Vernal, Utah 8/+078 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) as attached
AT SURFACE: as attached 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: DUMNE R
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, as attached
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

as at
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL E: r su s ultip o etion or zone
PULL OR ALTER CASING cnange on Form 9-330.) L.
MULTIPLE COMPLETE
CHAANN NZONES

(other) lay surface gas lines

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

DIAM3NDCHEMICALCOMPANYrespectfully requests permission to lay a surface gas
gathering system and a dry gas fuel distribution system on federal lease#
U-096550. The gas gathering system will be 2" durable plastic pipe and the
dry gas distribution system will be 1" durable plastic pipe. These lines will
be laid together as on the attached topo map and will follow existing lease
and access roads wherever practical. Road crossings will be cased in steel
pipe and buried.
The laying of the gas gathering system will allow DIAMDNDCHEMICALto sell
approximately 50 MCF/day. The laying of the dry gas systen will allow
DIAlOND CHEMICALto sharply reduce the amount of downtime caused by the
condensation of liquids in the fuel gas lines on individual locations .

The laying of these gas lines will not create a surface disturbance.
Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby c i yh egoig' tr and correct

SIGNED ITLEPTOduction EgbeeTDATE
9-12-83

(This space for Federal or St BYTHE STATE
APPROVED BY TITLE
CONDITIONS OF APPROVAL, IF ANY:

OIL, GAS, ND
DATE:

•See Instructions on R se
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FEDEPALLEASE #0-096550

Well Name Location API Number Elevation

Walton Federal #1 706' FSL, 704' FEL, Sec 11, 39S, R16E 43-013-15792 5501' GL

Walton Federal #2 542' FNL, 1869'FEL, Sec 14, T9S, R16E 43-013-15793 5546' GL

Walton Federal #4 1980' FNL, 1975'FWL, Sec 11, T9S, R16E 43-013-15795 5605' GL

Walton Federal #5 2021' FNL, 2092'FWL, Sec 12, T9S, Rl6E 43-013-15796 5503'



u Energy Corporat

2 I4 979-2800

DividiuN OF
OIL,GAS&MINING

June 2, 1987

Utah Division of Oil, Gas & Mining
Attn: Norm Stout
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

Dear Mr. Stout,

Regarding your request for information concerning the change
of name of our company from Diamond Shamrock Exploration, to Maxus
Exploration Company:

1. New replacement bond is being taken care of by Sherry Neally
(214) 953-2858, and will be mailed to you shortly by Judy Tate (806)
378-3876.

2. Contact names will remain the same - Kaleb Leake (307) 266-1882,
Maxus Exploration Company, P.O. Box 2530, Mills, WY 82644, for drilling
and permitting; Pat Cote (214) 979-2822, at the letterhead address, for
production and disposition reporting.

3. I am enclosing a copy of our most recent production report.
This is a complete list of all wells to be affected by the name change.

4. The name change is effective 4-28-87. All name change notices
are being handled by Dick Smith in our Legal Department (214) 953-2979.
He assures us that the notices will be sent out in a few days.

5. There are no changes in the division of interest on any of the
attached wells, therefore all entity numbers will remain the same.

Thank you for your patience in this matter, and please contact me
if there is any other information needed.

Sincerely,

Pat Cote
Production Clerk, Oil Revenue
Maxus Exploration
(214)



DOGM 56-64-21
an equal opportunity employer

AAHURAL
RESOURCE

on.amaMag

355 West North Temple, 3 Triad Center, Suite 350, Salt Lake City, ut84180-1203.O(801-538-5340) Page - of

MONTHLY OIL AND GAS PRODUCTION REPORT

Operator name and address:

*01AMOND SHAMROCKEXPL. Utah Account No. NO340
2001 ROSS AVE #1500 JUN 0 5 1987 L=-
DALLAS Tx 75201 Report Period (Month/Year) / ÛÎ
ATTN: PAT COTE DIVISl0NOF Amended ReportOILGASA MINING

Well Name Producing Days Production Volume
API Number Entity Location Zone Oper Oil (BBL) Gas (MSCF) Water (BBL)

PAluTE FED lA-4
4301330671 01215 095 17E A GRRV 30 357 889 5
PAlfTE E£D 24-8
4301330675 01220 095 17E GRRV 30 531 2083 -0-

TE 1-3386
4301330441 01230 025 06W 33 WSTC 26 1304 1177 2264
UTE 1-806
4301330387 012Š5 03š 06W 8 wsTC -0- -0- -0- -0-

ALTON FED #3
301315Ì9261240OSS 16E 11 GRRV 26 130 1038 -0-

ALTON FED #2
4301315793 01240 095 lGE 14 GRRV -0- -0- -0- -0-

WALTONFED #4
4301315795 01240 095 16E 11 . GRRV 30 68 • 203 -0-

WALTONF£D #5
4301315796 01240 095 16E 12 GRRV -0- -0- -0- -0-

WALTONFED. #34-11
4301331003 01240 095 16E 11 GRRV 30 282 764 -0-

OATES F£D. #1
4301315789 01245 095 16E 11 GRRV 30 115 60 -0-

GOAT£S FED #3
4301315791 01245 095 16E 14 GRRV 30 114 60 -0-

GULF UTE I 1782
4301330440 01250 02S 02W 17 WSTC 30 1263 2245 1873

ULF-UTE 1-16
301330061 01255 02S 02W 16 GRRV -0- -0- -0- -0-

TOTAL
4164 8519 4142

Comments (attach separate sheet if necessary)

I have reviewed this report and certify the information to be accurate and complete. Date
6-2-87

Authorized signature Telephone (214) 979-2822

PLEASE COMPLETE FORMS IN BLACK



COMPANY:g1Ag5 g//pfgf7pþ 60 UT ACCOUNTll SPENSE DATE: C -/Ð-37

TELEPHONE CONTACT DOCUMENTATION

CONTACT NAME: CÇ¶Œ /47 / pgou/(/GCS //eg Á¾/ME C.0/ýTC6

CONTACT TELEPHONE NO.: (*21']177 --2522

SUB3 ECT : ()/od22&,774C//gg 6 - g//pyM2d WArHgpcf &gsp>†477pg ; Go 27 14/MS C .

(Use attachments if necessary)

RESULTS : F >//p J//d' (4‡2pl/2 dypg//C , ¿- T //J/(Ff T/'pg) /2:VP / ) EFFEC27//E

lANC
, , //(/ cJ J4d//U ,rZ‡/AC//UJ ->JA/¿7 /R C77447

(Use attachments if necessary)

CONTACTED BY:

DATE:
G--44



Form approved.Ir°o""eib6e0-59,2, UNL...D STATES e a ro r r ra• E
rees Atw N3 11095-0135

(Formetly 9-331) DEPARTMENT OF THE INTERIOR rersesidt) 5. LEASE DERIGNATION AND 88BIAL NO.

BUREAU OF LAND MANAGEMENT U-096550 90
. IF INDIAN, ALLOTTRE 08 TRISE NAMESUNDRYNOTICESAND REPORTSON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a diferent reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals.)

1. 7. UNIT AGREEMENT NAME

ELLS ,"LL O .....

2. NAME OF OPERATOR 8. FARM OB LBASE NAME

MAXUSEXPIDRATIONCOMPANY(FDRMERLYDIA ND SHAMROCKEKPIDRATIOR)WAL2ONFEDERAL
3. ADDRESS OF OPERATOR 9. LL NO.

P. O. BOX 1669, VERNAL,UTAH 84078 1 #2, #4, #5, #34-11
4. LOCATION Or «ELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOr,, OR WILDCATSee also space 17 below.)

At surface gg gg gg
Sections 11, 12 and 14, 39S, R16E 11. ..e. . . , OR LE. AND

SEC. 12& 14, 19S, R16E
14. PERhtlT N(. 15. EtÆVATIONs (Show whether or, RT, aa, etc.) 12. CouxTT on ramlen 18. sTATE

N/* L 3 01.3 , N/A DUCHESNE UTAH
CheckAppropriate BoxTo indicate Nature of Notice,Report, or OtherData

NOTICE OF INTENTION TO: 80BSEQURNT EMPORT 07:

TEST WATER BBUT-Orr PCLL OR ALTER CASING WATER SBUT-Orr REPAIRING WELL
FRACTURE TREAT 3IULTIPLE COMPI.ETE FRACTURE TREATMENT ALTERINO CAalNO
SHOOT OR ACIDIZE ABANDON* SHOOTINO OR ACIDIBING ABANDONNENT*

REPAIR WELL CHANGE PLANE (Other)
(Other) REQUESTFOR OFF-LEASE METERIN(LX 2°.'pti r

Rreeceul anu i I mp on o Wel
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting anproposed work. If well is directionally drilled, give subsurface locations and measured and true vertteal depths for all markers and sones pert -nent to this work.) *

HAXUSEXPLDPATIONCOMPANYrespectfully requests approval from the BIN to install off-
lease orifice metering readings for the subject wells in the sections 11, 12 and 14,
lease #U-096550

. The orifice noter would be installed on the Castle Peak Federal#22-15 wellsite location in lease #0-017985,which is the compressor site. After the
testing of lease ML 16532 and U-017985 Castle Peak Participating Area "C" in their
initial three nonth calibration test, the orifice noter will be used to calibrate the
wells in lease U-096550 for a three nonth period. 'lhey will be calibrated on a quarter
year basis thereafter.

18. I herebi ct

TITLE ÛiStrict Superintendent ,,,,
7-15-87

(This space for Federal or State omce use)

APPROVED BT TITLE DATE
CONDITIONS OF APPROVAL, 17 ANY :

*SeeInstructionson Reverse



d a BALCRONOlL
,$'°."n°e'sources

Energy Cornpany

P.O. Box 21017
1601 Lewis Avenue Building
Billings, Montana 59104 0CT0 9 1991
(406) 259-7860

DIVISIONOF
OILGAS&MINING

October 8, 1991

-- VIA FEDERAL EXPRESS --

Lisha Romero
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Lisha:

Enclosed are sundry notices for Change of Operator for
the wells on the enclosed list. These wells are
currently operated by Maxus Exploration Company and
are being transferred to:

Balcron Oil
P.O. Box 21017
Billings, MT 59104

The transfer is effective November 1, 1991.

If there is any other information you need or if you
have any questions, please give me a call.

Bobbie Schuman
Coordinator of Operations,

Environmental, and Regulatory Affairs

/rs

Enclosures

cc: James M. Pachulski, Maxus Exploration



FORM9
STATEOF UTAH

DIVISION OF OIL, GAS ANDMINING
5. LEASE DESIGNATION & SERI.AL NO.

SEE ATTACHED LIST

SUNDRY NOTKES AND REPORTSON WELLS ' "'" '^^^"°""°

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use••APPLICATION FOR PER.ilIT-" for such proposals.)

1-
7. UNIT AGK£E.ilENT NA.itEOIL GAS

WELL WELL OTHER

2. NAktE OF OPERATOR
8. FAR.it OR LEASE NA.itE

EQUITABLE RESOURCES ENERGY COMPANY
3. ADDRESS OF OPERATOR

- 9. WELL.NO.

P.O. Box 21017; Billings, MT 59104 (406)259-7860
4. LOCATION OF WELL (Asport iocanon cisarly and in accordance wnh any State requumments. 10. TIELD AND POOL.OR WILOCATSee also space 17 below.)

AL surface

Atproposedprod.zon, SEE ATTACHED LIST 11. ste..x.a..st..oa sex.xxo
SURVEY OR AREA

14. API NO. 15. ELEVATIONS (Show whether DF, RT. GR, ete-) 12. COUNTY 13. ST.4TE

is· CheckAppropriate Box To indicate Nature of Notice, Report or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPOAT OF:

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT•OFF REPAIR1NG WELL
FRACTURE TREAT h!ULTIFLE CO.%tFLETE FRACTURE TREATitENT AI.TERING C.4SING
51100T OR ACIDIZE ABANDON SHOOTING OR ACIDr11.NG ABANDONMENT
REPAIR WELL CitANGE PLANs (Other)

tother: Chan e of 0 erator X ("°te: Report:esuits or moitipi, compieuen on wen ---

...... Completion or Recompletion Report and Los form.)

APPROX. DATE WORK WILL START DATE OF COMPLETION

l i. DESCRIBE PROPOSËD OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of
starting any proposed work. If well it directionally driUed. give subsurface locations and measured and true vertic21 deµthz for all markers and zones
pertinent to this work.)

* Must be:iccompanied by a cement verification report.

Effective November 1, 1991, the operator of this well will change from Maxus
Exploration Company

TO: EQUITABLE RESOURCES ENERGY COMPANY
P.O. Box 21017
Billings, MT 59104

Effective November 1, 1991, Equitable Resources Energy Company is responsible under
the terms and conditions of the lease for operations conducted on the leased lands
or a portion thereof under Bureau of Land Management Bond #5547188 ,Safgep
Insurance Co.

OCT0 9 1991
DIVISIONOF

OILGAS&M!N!NG
18. hcereby car

AttOrney-in-Fact
egy, October 8, 1991

(This ce for deral or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

See Instructions On Reverse Side



Maxus Exploration Com
,

.. YP.O. Box 2530
Mills, Wyoming 82644
3072¾-1882

DCI10 1991
DIVISIONOF

OILGAS&MINING

October 7, 1991

State of Utah
Division of Oil & Gas
3 Triad Center, Ste. 350
Salt Lake City, Utah 84180

Re: Operator Transfer of Maxus
Exploration Company Wells

Dear Sir:

Attached is a list of wells within the State of Utah
currently operated by Maxus Exploration Company. These
wells are in the process of being transferred to a new
operator:

Balcron Oil
P.O. Box 21017
Billings, Montana 59104
Attn: Bobbie Schuman
Coordinator of Environmental and Regulatory
Affairs (406) 259-7860

The transfer will become effective on November 1, 1991.
Individual Sundry notices for each well will be forwarded to
the BLM with a copy to the State of Utah by Balcron Oil in
the near future. These Sundry Notices will include the bond
number, effective date and a statement agreeing to be
responsible under the terms and conditions of the lease.

Please contact the undersigned if there are any
questions. Thank you.

Sincere

James M. Pachulski
Staff Regulatory Specialist

JMP:ka

cc: Balcron



Maxus Energy Corporation
717 North Harwood Street
Dallas, Texas 75201
214 953-2000

11/1/91

Itil
TO: INTEREST OWNERS SALES OF WELLS

MAXUSHAS SOLD ALL THEIR NORTH DAKOTA, 3f0NTANA, UTAH, AND
WYOMING (EXCEPT ALPRA FIELD in WYOMING) EFFECTIVE 11/1/91.

TO: BALCON OIL & GAS CO
P. O. BOX 21017
BILLINGS, MT 59104 PRODUCTION DEPT / JENICE FUGERE

PH: 406/259-7860

IT IS MY UNDERSTANDING THAT MAXUS WILL OPERATE THESE WELLS UNTIL
NOVEMBER1, 1991, I JUST WANTED TO
GIVE YOU THEIR NAME AND ADDRESS.

Nancyliawrence / 214/953-2177
Oil Accounting

NOV2 9 i il

DMSON O
OILGAS&



AL
n

URCE:

an equal Oppor un t e

355 West North Temple, 3 Triad Center, Suite 350, Salt Lake City, Ut 3 584180-1203.O(801-538-5340) Page of

MONTHLY OIL AND GAS PRODUCTION REPORT

Operator name and address:

*ATTN NANCY LAWRENCE Utah Account No.
MAXUS EXPLORATION COMPANY No865
717 N. HARWOOD, STE 2900 Report Period (Month/Year)
DALLAS Tx 75201¯

Amended Report

Well Name Producing Days Production Volume
API Number Entity Location Zone Oper Oil (BBL) Gas (MSCF) Water (BBL)

PAlUTE FED 24-8

01330675 01220 095 17E 8 GRRV
ALTON FED. #1

W3iß†$2 01 0 095 16E 11 - GRRV
ALTON FED. #2
301315793 01240 09S 16E 14 GRRV
ALTON FED #4
301315795 01140 095 lŠE 11 GRRV
ALTON FED. #34-11
301331003 01240 OSS 16E 11 GRRV
OATES FED. #1

1315789 01245 095 16E 11 GRRV
ATES FED #3

301315791 01245 OSS 16E 14 GRRV
CHORNEYFED l-9

047300j0 01260 095 19E 9 GRRV
COYOTE BSN FED 12-13
¾304731266 01265 085 24E 13 GRRV
COYOTE BSN FED 43-12
304730943 01270 085 24E 12 WSTC

E. RED WASHFED 1-12
430472 207 01275 085 24E 1 GRRV p
E. RED WASH FED 1-13
30Ñ7 22 01280 OSS 24E 13 GRRV

CASTLE PK FED 24-10A
01330555 oi281 OSS 16E 10 GRRVé9

TOTAL

Comments (attach separate sheet if necessary)

I have reviewed this report and certify the information to be accurate and complete. Date

Authorized signature
Telephone

PLEASE COMPLETE FORMS IN,BLACK



United States Department of the Interior
BUREAU OF LAND N1ANAGE\IENT

VERNAL DISTRICT OFFICE
170 SOUTH 500 EAST IN REPLY REFER TO:
VERNAL.UTAHS4078

3162.3
JAN 02 1992 UT08438

Equitable Resources Energy Company
Attn: Bobbie Schuman
P.0. Box 21017
Billings, Montana 59104

Re: Well No. Walton Federal 1
SESE, Sec. 11, T9S, R16E
Uintah County, Utah
Lease U-096550

Dear Ms. Schuman:

This correspondence is in regard to the self-certification statement submitted
requesting a change in operator for the referenced well. After a review by
this office, the change in operator request is approved. Effective
immediately, Equitable Resources Energy Company is responsible for all
operations performed on the referenced well. All liability will now fall
under your bond, BLMBond No. MTO576, for all operations conducted on the
referenced well on the leased land.

If you have any other questions concerning this matter, please contact Ed
Forsman of this office at (801) 789-1362.

Sincerely,

Howard B. Cleavinger I
Assistant District Manager for Minerals

cc: Maxus Exploration Company

JAN0 6 1992

DIVISIONOF
OIL,GAS&



ivision of Oil, Gas and Mining
PERATORdHANGEHORKSHEET "°"""Y

--
, 1-LCR

Ltach all documentation received by the division regarding this change. 2- DTS
litial each listed item when completed. Write N/A if item is not applicable. 3-VLC

4-RJF
ÐEhange of Operator (well sold) O Designation of Agent 5-RWM

IDesignation of Operator O Operator Name Change Only 6-ADA 7-LCR

he operator of the well(s) listed below has changed (EFFECTIVE DATE: 11-1-91 )

0 (new operator) BALCRON OIL FROM(former operator) MAXUSEXPLORATION COMPANY

(address) P. O. BOX 21017 (address) 717 N. HARNOOD, STE 2900
1601 LEWIS AVENUE BUILDING DALLAS, TX 75201·
BILLINGS, MT 59104 JAMES PACHULSKI (WYO)
phone (406 ) 259-7860 phone ( 307) 266-1882
account no. N9890 (12-5-91) account no. N 0865

ell(S) (attach additional page if needed):

Name:**SEE ATTACHKD** API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___Lease Type:
Name: API: Entity: Sec___Twp___Rng.___Lease Type:
Name: API: Entity: Sec___Twp__ Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng.___Lease Type:

PERATORCHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form)·(haÅ/>/c-fr)

L2. (Rule R615-8-10) Sundry or other lagal documentation has been rece ed from newoperator
(Attach to this form). the/A/d-M/)

3. The Department of Commerce has been contacted if the new operator above ° not currently
operating any wells in Utah. js company registered wi the state? (ye Ino) If
yes, show company fi le number:dM ÛŸŸŸÑ. (owuÁífg;/ Amas 'My enfoy h/30/o.)

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) for each well
listed above. (i-to-ÿÑ

6. Cardex file has been updated for each well listed above.Q-is//i)

7. Hell file labels have been updated for each well listed above.c¡-Pufi)

8. Changes have been included on the monthly "Operator, Address, and Account changes"memo
for distribution to State Lands and the Tax Commission. (i-lo-fil

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

I I I II I i

- OVER



HANGEWORKSHEET(CONTINUED) Initiareach item when completed. Write N/A ifitem is not applicable.

EVIEH

Rule R615-8-7) Entity ass° ments have been reviewed for all wells listed above. Here
atity changes made? (yes (If entity assignments were changed, attach cooies of

Form 6, Entity Action Form .

2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

] VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) .

] Today's date 19 . If yes, division response was made by letterfŒdated 19 .

SE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19____, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

atification has been requested.

2. Copies of documents have been sent to State Lands for changes involving State leases.

1ING

1. All attachments to this form have been microfilmed. Date: 19 .

'NG

1. Copies of all attachments to this form have been filed in each well file.

2. The .ociginal of this form and the original attachments have been filed in the Operato
Change file.



UIAH
NATURALRESOURCE:
Oll.Gos&Minng

355 West North Temple, 3 Triad Center, Suite 350, Salt Lake City, Ut 3 684180-1203.01801-538-5340) Pa fge----o

MONTHLY OlL AND GAS PRODUCTION REPORT

Operator name and address:

*DAWN SCHINDLER · Utah Account No. N9890
BALCRON OIL
PO BOX 21017 Report Period (Month/Year) l 93
BILLINGS MT 59104

Amended Report

Well Name Producing Days Production Volume
API Number EntitY Location Zone Oper Oil (BBL) Gas (MSCF) Water (BBL)

WALTON FED. #1
01240 095 16E ll a GRRV

WALTONFED. #2
L¼¶Øl31579301240 095 16E 14 GRRV
WALTON FEDERAL 4

043o13157951pl240 OSS 16E 11 GRRV
'

WALTONFED. #34-11
?¥301331001 01240 095 16E 11 GRRV
GO TES FED. #1

3013:15789701245 095 16E 11 GRRV
GOATES FED #

)l3:Ï$ 01 § 09 ÌÈE Î GRRV
CHORNEY FED 1-9

39¼7-3QO70401260 09S 19E 9 GRRV
C)0 OTE B5N FED 12-13

W30473f266701265 085 24E 13 GRRV
COYOTE BSN FED 43-12

LK'304730943g01270 OSS 24E 12 WSTC
E. RED WASH FED 1-12

(W304720207g01275 08S 24E 12 GRRV
. RED WASH FED 1-13

430472OZ22901280 OSS 24E 13 GRRV
CASTLE PK FED 24-10A

;AŠol330555g01281 OSS 16E 10 GRRV
E RED WASH 1-5
304720174101290 OSS 25E 5 GRRY

TOTAL

Comments (attach separate sheet if necessary)

I have reviewed this report and certify the information to be accurate and complete. Date

Authorized signature
Telephone

PLEASE COMPLETE FORMS IN BLACK



EQUITABLERESOURCESENERGYCOMPANY,
BALCRON OIL DIVISION
1601 Lewis Avenue
P.O. Box 21017
Billings, MT 59104
(406) 259-7860
FAX: (406) 245-136#

March 4 , 1993

State of Utah
Uintah County
152 East 100 North
Vernal, UT 84078

Gentlemen:

Effective March 1, 1993, the name of our company has
changed from Balcron Oil Company to Equitable Resources
Energy Company, Balcron Oil Division.

Please make the necessary changes in your records and let
me know if there is anything else we need to do in order
to effect the change for the 1993 Uintah County Business
License.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

MAR0 8 1993

DMSIONOF
OILGAS&Man



Divisiort of Oi.1, Gas and Mining
OPERATORCHANGEHORKSHEET "°"

1 7
Attach all documentation received by the division regarding this change. 2 -

Initial each listed item when completed. Write N/A if item is not applicable. 3-VL

O Change of Operator (well sold) O Designation of Agent -1825

O De gngtion of Opergtor
__

Operator Nam Chgn pn1 6

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 3-1-93 )

TO (new operator) EQUITABLE RESOURCES KNERGY CO FROM(former operator) BALCRON OIL
(address) BALCRON OIL DIVISION (address) Po Box 21017

PO BOX 21017 BILLINGS MT 59104
BILLINGS NT 59104
phone ( 406) 259-7860 phone (406 )259-7860
account no. N 9890 account no. N9890

He11(s) (attach additional page if needed):

Name:**ALL HELLS** API: Entity: Sec Twp___Rng Lease Type:
Name: API: Entity: Sec Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp_ Rng_ Lease Type:
Name: API: Entity: Sec Twp_ Rng_ Lease Type:
Name: API: Entity: Sec___Twp__ Rng_ Lease Type:
Name: API: Entity: Sec__Twp Rng Lease Type:
Name: API: Entity: Sec___Twp___Rng__ Lease Type:

OPERATORCHANGEDOCUMENTATION

PÁf_1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).

L 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form). (& Áf4á

Li 3. The Department of Commerce has been contacted if the new operator above not currently
operating any wells in Utah. Is coppany registered with the state? ( /no) If
yes, show company file nùmber: hi ¥Ð .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) for each well
listed above. (¿L/ÿ-fý)

6. Cardex file has been updated for each well listed above.73.htfú2

7. Well file labels have been updated for each well listed above./'3-/f-Ai/

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission.(pty-fá)

6 9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



TOR CHANGEWORKSHEET (CONTINUED) Iniel each item when completed. Write N/A- item is not applicable.

TY REVIEH

1. (Rule R615-8-7) Entity assignments have been reviewed for all wells listed above. Were
entity changes made? (yes/no) (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

ND VERIFICATION (Fee wells only) ,/ &#K

1. (Rule R615-3-1) The new operator of any fee lease wel listed above has furnished a

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19 . If yes, division response was made by letter
dated 19_ .

EASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/1essee of any fee lease well listed above has been
notified by letter dated 19__ , of their responsibility to notify any

44 person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Copies of,documents have been sent to State Lands for changes involving State leases.

ILMING

. All attachments to this form have been microfilmed. Date: ' Án 19 ŸB .

LING

1. Copies of all attachments to this form have been filed in each well file.

2. The origin of this form and the original attachments have been filed in the Operator
Change file.



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 Ï ]
Billings, MT 59104 FAX: (406) 245-1361

June 10, 1993

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Walton Federal #1
SE SE Section 11, T9S, R16E
Duchesne County, Utah

Enclosed is a sundry notice reporting cleanup of location on the
referenced well.

If you have any questions or need further information, please
let me know.

S ,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

irs UN1 993
Enclosure

DIVISIONOF
cc: Utah Division of Oil, Gas and Mining C" QAgg



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudExeptire

Ma c
31 03

BUREAU OF LAND MANAGEMENT 5. Lt.ase Designation and Serial No.
U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TE
7. ir unitor cA. Agreement Designation

I. Type of Well
Ofa

O °w'eli O °w','il O om.,
8. Well Name and No.

2. Name of Operator WaltOn Federal #1
Equitable Resources Energy Company, Balcron Oil Division 9. API Well No.

3. Address and Telephone No.
43-013-15792

P.O. Box 21017• Bil l ings, MT 59104 (406) 259-7800 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T.. R., M., or Survey Description) MODUment SUtt€/Green Ri Ver
i1. County or Parish, State

SE SE Section 11, T9S, R16E Duchesne County, UTAH
706' FSL, 704' FEL

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandoninent Change of Plans

O a.co....so. O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

O c.sio, ser.;, O Water Shut-Off

O Final Abandonmem Notice Altering Casing Convoion to injection

Ë O her Cleanup Of Î OCatiOn Dispose Water
(Note: Rcpurtrcsultsof multipiccompletionon Well

Completion ur Recompletion Report and Log form )
13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

In late May 1993, oil-soaked soil and rocks were discovered on this location. This oil

was coming up from an old spill which was covered over by a previous operator. Equitable
Resources Energy Company's Balcron Oil Division took over operations of this well from

Maxus Exploration November 1, 1991. The oil was obviously not from a new discharge.

Files from the previous operator are incomplete and no record of a spill being reported

can be located. Cleanup is complete. The majority of the cleanup was done by hand

with shovels and wheelbarrows in order to protect the environment as much as possible.

e d soil and rocks were removed to Annick Enterprise i a ,

DIVISONOF

14. I henr 80

Title

COOrddin of Envi nmental

(This space o eral r ta e ce use)

Approved by Tide .
Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



AV
(Of O'fL, GASANDMINING OPERATOR A Of O OP£AATOAACCf. WO.EKTITYACTION FORH- roRN 6 arss . SOK 7

3EP2 0 1993 3i¶ s gn sy og .

ACT10N CultaENI NEW API fanti UELLNANE EMI SPUD EFF€CTIV(coor eartry no. Entrvv no. OfL GSS MININg 40 SC 1P RG COUNTY DATE DATE

O O 045 MS 316" I o 4 6 E hohesrw 95WER I COMMENTS:30

O

LL 2 CONNENTS.

WELL3 COMMENTS

SiS / 5 TM
lLehes,WELL4 COMH€NTS:

MELL 5 CONNEWTS:

ACTION CODES (See instructions on back of form)
f~¯'y -A - Establish new entity for new well (single well only) i ,XSLLtii) ,[ftB - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entityD - Re-assign well from one existing entity to a new.entity f(L(i. (10 l'- E - Other (explain in comments section) Title

. Date •3
ANTE: Use COMMENTsection to explain why each Action Code was selected· Phene No. ( 0 P 1 o/S4 - 78(:(

e



Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR • BudEgeBureau No I

-03135

BUREAU OF LAND MANAGEMENT s. a... o.signa:¡...nuse,¡,lNo.
U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Anonec or Tribe NameDo not use this forrn for proposals to drill or todeepen or reentry to a different reservoir. n/aUse "APPLICATION FOR PERMIT-" for such proposals

7..if Unit or CA, Agreement DesignationSUBMITIN TRIPLICATE .Jonah Umt
1. Type of Well .

ell u O&cr 8. Wen Name and No.
2. Nameof Opemor Walton Federal # 1

Equitable Resources Energy Company, Balcron Oil Division 9.^rt we¤ No.
3. Address and TelephoneNo. .

43-013- 15792 ·

P.O. Box 21017; Bil l ings, MT 59104 (406) 259-7860 10. Ficid and Poot, or Exploratory Area
4. Location af Well (Footage. Sec., T.. R., M., or Survey Description) Monument Butte/Gran River

SE .SE Section. 11, T9S, R16E
.

it. countyor varisa,stat.

706' FSL, 704' FEL Duchesne County, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOT1CE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O s......s in.... O A andonant O ca.....<ri.
O a ...,i..¡.. O New Comtrucion

Subsequent Report O els,,s., a.ca O s...a..,s.. Fr.=,.,s.,
O Cning Repaar O w..., sa...o«

O Final Abandonment Notice Aheng Cuing Conversion m Injutton
Ë osser OrWhore Order #7 4 Q Dispose Water

(Note: Aeponresultsof multipiccompletionon Well
Completionor Recompiction Report and Lot form.)

13. Describe Proposed or Completed Operations (Clearty state a i pertinent details. and give pertinent dates, including estimated date of staning any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)•

Anyster produced by this well will be held in a produced mter tank and truckedto a comercial
disposal facility. The primry facility to be used is the R.N. Industries produced mter
disposal facility located in Section 9, T2S, R2Win DuchesneCounty, Utah. A copyof the
State-issued permit for that facility is on file at the Vernal Bureau of Land Managenent.
If for sane reason the operator is unable to use this primry disposal facility, the produced
mter will be trucked to another State-approved disposal facility. If applicable, Operator
has received approvedRight-of-Wayac¢ess to this well location from the Vernal Bureauof
land Managenent.

3 &
14. I hereby certi that the foregoing is e and corrtet Regul aÌOry and LÛÊ/77Ëi,Asignea QÁ,CUTLAIL r,i. Fnvironmental Specialist o

,
- /|- Ulllll]J(I1ais s ÑeraÏ tate ansee use)

Approved by Tide Date
Canditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the UnitedStates any falsc, fictitious or fraudulent statements
or representations as to any matter within its Jurisdiction.

'See Instruction on Reverse



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

September 23, 1994

Mr. Bill Owens
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Dear Mr. Owens:

As we discussed earlier this month, enclosed are revised site
security diagrams for the following wells:

Walton Federal #1
SE SE Section 11, T9S, R16E
Duchesne County, Utah

Walton Federal #4
SE NW Section 11, T9S, R16E
Duchesne County, Utah

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosures



Form 31806 UNITEDSTATES FORM APPROVED

(June1990) DEPARTMENTOF THE INTERIOR BudgetBureauNo.1004-0135

BUREAUOF LANDMANAGEMENT Eipires: March31, 1993
5. LedseDesignallonandSerial No.

SUNDRY NOTICESAND REPORIS ON WELLS 6. !!Indian, Allothe orTribe Name

Do not use this form for proposals to chii or to deepen or reentry to a .

Use "APPLICATIONFOR PERMIT-" for such proposals 09 n/a
• • 7. IfUnitor CA, Agreement Designallon

SUBMfTINTRIPLICATE
1. TypeofWell Jonah Unit

OII O ~. O
Well Well 01her 8. WelNameand No.

2. NameofOperabr
Walton Federal #1

EQUfTABLERESOURCESENERGYCOMPANY.BALCRONOILDIVISION 9. APIWellNo.
3. AddressandTelephoneNo. 43-013-1579P

P.O. Box 21017: Billings.MT 59104 (406) 259-7860 10. Fleid and Pool, or Exploratoly Area

4. LocallonofWell (Foolage,Sec.,T.,R.,M.,or SurveyDescrip11on)
Monument ButteK3reenRiver

SURFAŒ SE SE Section11, TSS, R16E 11. CountyorParish, State

706' FSL, 704' FEL
TD:

Duchesne Countv. Utah

12. CHECKAPPROPRIATE BOX(s)TO INDICATENATUREOF NOT1CE,REPORT,OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Noteonnant Ambnment O c===..m--

O Recomplellon O NewConstruc1ion

Subsequent Report O eso s.« O Nordouline Fracturing

O CasingRepair Water Shut-Off

O FinalAbandonmentNotice O --o..ië. O e--senein».=

01her O DisposeWater
(Noit Reperiresaci-M¢econ¢eianmWei

Congeloner Recon elon Aspot andLeg larm)

13. Descrbe AtoposedorbompletedOpera1\ons (Clearly state allperlinent ktalls,and give perthentdates, Inchdhgestimateddateofstariinganyproposed work Ifwellis
dimctionalydriled,givesubsurfacelocationsand measuredand 1tue verlicaldepthsbr allmarlœ¡sandzonesperlinentb thiswork.)*

Atlached is the revisedsite securitydiagramforthiswell.

14. Iherebyce ng is

TIIIe Reaulatorv and Envronmental Specialis! Dale Septentier 23. 1994

(Thisspace forFederalor Stateofliceuse)

Approvedby TIIIe Data
Condllions ofapproval,ifany

Title18 U.S.C.Secilon1001, makesIta crimebranypersonknowhglyand willfullytomakeb anydepartmentoragencyoftheUni1edStatesanyfalse,ficlillousorfraudulent
statementsor representationsas b any matterwithinits jurisdicilon.
*See Insiruction on Reverse



Equable Resources Ener y Cou.pany
½biton Federal 1

Produciion FacilliyDIagram
V\bltonFederal #1
SESE Sec. 11, T9S,R16E
Duchesne County, Utah
Federal Lease #U-096550

100 706' FSL704' FEL
Bbl

WATER
DMN UNE

X
#2

400
Bbl

TANK

- i i# 1

NORTH

VALVEDESCRIPflON
DURING DURING
PROD. SALES

VALVE#1 OPEN CLOSED
VALVE#2 CLOSED CLOSED
VALVE#3 CLOSED OPEN

DIAGRAMNOTTOSCE
PUMPINGUNIT

WELLHEAD
E NE

SCRUBBER

2" VENTGAS UNE (6

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDMSION
1601 LewisAenue
PO. Box21017
Bilings,Mi 59104-1017
(406)



FORM 1o STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 2 of ll

355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER· N9890

BALCRON OI L 0 1VIS ION REPORT PERIOD (MONTH/YEAR)
EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE
BI LLINGS MT 59102-4126

AMENDED REPORTO(Highlight Changes)

Well Namd Producing Well Days Production Volumes

, , , 14Min , Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

ARIETTE BENCH FED 43-6
430473161610280 095 19E 6 GRRV
STATE 16-6
430133114511195 095 17E 16

L FEDERAL 22-25
JA304732008' '11226 OSS 17E 25 GRRV
> ËEDERAL 1-26

4304131953-11227 085 17E 26 GR-WS
VC&O GOVT #l

¶30131511411492 095 16E 12 GRRv
C & O GOVT #2

,

013151'ta,,> 1492 095 -16E
,72 GRRV

/neLEN FEDERAL A-1
43013TSISOTP34492995 17E 5 GRRV

L/È0ATES,(Ep. #l,
Myol3TSYS9W¾sa, oss <r,16E 17 GRRV
> ŠALCRON MONUMENTFEDERAL 13-llJ
$^4)0873790 17492-"'09$ 16E ' 11 GRRV
y,40ATES FED #3' 4307315790 ''11492 495 16E 14 GRRV
> ÑÀLŸÒNffbakAL 1
UNJOl315292 )!,1492 495 e,166,, 1) GRRV
v ALTON160.3 #2

GT¾lŠÌ¶3Wl¾92 'Og$ '16E N GRRV
ALTON FEDERAL 4
301)(379§ ^21¾$2 99$ 16E Il GRRV

TOTALS

DMMENTS

hereby certify that this report is true and complete to the best of my knowledge. Date·

iarne and Signature· Telephone Number



EQUITABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

March 22, 1996

Utah Division of oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 p¡ OF OIL,GAC

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



, FORM e
.

S ' OF UTAH

DIVISION OF ÖlL, GAS AND MINING
5. Laase Designation and Sedal Number:

See attached listing
0. If Indian, Allottee of Trlbe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned well• See attached l i sti ngUse APPUCATION FOR PERMIT TO DRILLOR DEEPEN form for such proposals.

6. Well Name and Number.
1. Type af Well: OIL O GAs O OTHER: - .See attached listing See attached listing
2. Name of Operator: 9. API Well Number:

Equitable Resources Energv Comoanv. Balcron Oil Division See attached listing
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Locationof Well

Footages: See attached listing county: See attached list
QQ, Sec..T.,R.,M.: Stale: UTAH

"· CHECK APPROPRIATE BOXES TO INDICATEN4TURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Fonn Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Alter Casing O Repair Casing O Pull or Alter Casing

O Change of Plans O Recomplete O Change of Plan• O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-off
O MultipleCompletion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will start Report resuus of MuMpie Completione and Recompletions to different reservoirs on WELL
COMPLETlON OR RECOMPLETION REPORT ANDLOG form.

* Must be accompanled by a cement verificationreport.

12. DESCABEPADPOSEDOR COMPLETEDOPERATlONS(Clearlystate all pertinent details, and give pertinent dates. If well Is directionally ddlled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

* • Regulatory and
Name&Signatum: Hie: Environmental Specialist o.t.: March 27, 1996

Bobble Schuman
(This space for State use only)

(4\84) (See instructions on Aeverse



UTAH .

Monument Federal 833-22-8-17 Monument Butte NWSE 22 SS 17E Duchesne UT 'PND Green River U-67845 2295' FSL, 1950' FEL Vemal
Monument Federal $41-18-9-16Y MonumentButte NENE 18 9S 16E Duchesne UT PND Green River U-74390 Vemal
Monument Federal 841-35-9-18Y MonumentButte NENE 35 9S 18E Uintah UT PND Green River U-68618 500' FNL, 660' FEL Vemal
MonumentFederaf #42-6-9-16Y MonumentButte SE NE 6 SS 16E Duchesne UT PND Green River U-74390 Vemal
MonumentFederal 842-20-9-16 Monument Butte SE NE 20 9S 16E Duchesne UT PND Green River U-52108 Vemal
Monument Federal943-6-9-16Y Monument Butte NESE 6 9S 16E Duchesne UT PND Green River U-74390 Vemal
MonumentFederal #43-19-9-18Y 8 Mile Flat NESE 19 9S 18E Uintah UT PND Green River U-65635 2140' FSL, 500° FEL Vemal
MonumentFederal 844-17-9-16 MonumentButte SE SE 17 9S 16E Duchesne UT PND Green River U-52108 Vemal
Monument Federal 844-31-8-18Y MonumentButte SE SE 31 SS 18E Uintah UT PND Green River U-65969 915' FSL. 759' FEL Vemal
Monument State #13-16-9-178 Monument Butte NWSW 16 9S 17E Duchesne UT PND Green River State ML-3453-8 43-013-31580 1980' FSL, 660' FWL Beluga
MonumentState #22-16-9-178 MonumentButte SE NW 16 9S 17E Duchesne UT PND Green River State ML-3453-B 43-013-31579 1824' FNL, 1981' FWL Beluga
Monument State #23-16-9-178 Monumerit Butte NE SW 16 9S 17E Duchesne UT PND Green River State ML-3453-B 4M13-31578 1980' FSL, 1980° FWL Beluga
Monument State #31-2-9-17 Monument Butte NWNE 2 9S 17E Uintah UT PND Green River State ML-45555 4M13-31563 500' FNL, 1980' FEL
Paiute Federal #11-17 Monument Butte NWNW 17 9S 17E Duchesne UT Oil Green River U-3563-A 4M47-30516 661' FNL,664' FWL Vemal Beluga
Paiute Federal #24-8 Monument Butte SE SW 8 9S 17E Duchesne UT Oil Green River UTU-74108 43·013-30675 660' FSL, 1980' FWL Vemal Beluga
Paiute Federal #34-8 Monument Butte SW SE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-30778 660' FSL, 1980' FEL Vemal Beluga
Paiute Federal #43-8 Monument Butte NESE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-30777 1958' FSL, 711' FEL Vemal Beluga
Pariette Bench $4 SWD Pariette Bench SW SE 7 9S 19E Uintah UT SWD Green River U-017992 43-047-15681 660' FSL, 1980' FEL Vemal Pariette Bench
Pariette Bench Federal014-5 Patiette Bench SW SW 5 98 19E Uintah UT Oil Green River U-017992 43-047-31123 605' FSL, 479' FWL Vemal
Pariette Bench Federal $32-6 Pariette Bench SW NE 6 9S 19E Uintah UT OSI Green River U-50385 43·047-31554 211T FNL,2123' FEL Vemal
Patiette Bench Federal #41-7 Pariette Bench NENE 7 9S 19E Uintah UT Oil Green River U-017992 43447-31584 1008' FNL,1282' FEL Vemal Pariette Bench
Patiette Bench Federal #43-6 Patiette Bench NESE 6 9S 19E Uintah UT Oil Green River U-017992 43·047-31616 2044' FSL, 721' FEL Vemal
Pariette Bench Unit$2 Pariette Bench SW NE 7 9S 19E Uintah UT Oli Green River U-022684-A 43·047-15680 2030' FNL, 1830' FEL Vemal Pariette BenchPOMCO$2 Monument Butte NWSE 18 9S 17E Duchesne UT OTA Green River U-3563 43-013-30505 1980' FSL, 1980' FEL Vemal BelugaPOMCO#4 Monument Butte SW SW 17 9S 17E Duchesne UT Oil Green River UTU-74108 43-103-30506 660' FSL, 660' FWL Vemal Beluga
POMCO #5 Monument Butte NWSW 17 SS 17E Duchesne UT Oil Green River UTU-74108 43-013-30499 1980' FSL, 660' FWL Vemal BelugaState #16-2 Monument Butte NE NE 16 SS 17E Duchesne UT OSI Green River State ML-3453-8 43-013-30552 871' FNL, 748' FEL
Sue Morris #16-3 MonumentButte NENW 16 9S 17E Duchesne UT OSI Green River State ML-3453-B 43-01&40562 660' FNL, 1980' FWL BelugaTXOFederal #1 Coyote Basin SW NE 5 8S 25E Uintah UT Oil Green River 41376 43-047-31406 1918' FNL, 1976' FEL Vemal Coyote BasinTXOFederal #2 Coyote Basin SW SE 5 8S 25E Uintah UT OTA Green River U-41376 43447-31567 2085' FNL,819' FEL Vemal Coyote Basin
WillionFederal81 MonumentButte SE SE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-15792 706' FSL, 704' FEL Vemal Jonah
WaltonFederal #2-14 MonumentButte NW NE 14 98 16E Duchesne UT Oil Green River U-096550 43413-15793 542' FNL, 1869' FEL Vemal Jonah
WaltonFederal #34-11 MonumentButte SW SE 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31003 537' FSL, 2092' FEL Vemal Jonah
WaltonFederal #4-11 Monument Butte SE NW 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-15795 1980' FNL, 1975' FWL Vemal Jonah

Page



$

Division of Gil, Gas and Miñing
OPERAf0R CHANGEHORKSHEET

1 7-SJ /
Attach all documentation received by the division regarding this change. 2 58-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

4
O Change of Operator (well sold) O Designation of Agent 5

Designation of Operator REKephmatotSÆamerchangéWnly RE

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS NT 59102-4126

phone (406 >259-7860 phone (406 )259-7860
account no. N9890 account no. N9890

Hel1(s) (attach additional page if needed):

Name:**SEE ATTACHED** API:ÛÍ$~6%Ë- Enti ty: Sec Twp_Rng_ Lease Type:
Name: API: Entity: Sec _Twp__ Rng___ Lease Type:
Name: API: Entity: Sec

_
Twp __Rng___ Lease Type:

Name: API: Entity: Sec __Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp_ Rng___ Lease Type:
Name: API: Entity: Sec___Twp _Rng _

Lease Type:
Name: API: Entity: Sec___Twp _Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

Ll. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to thi s form) . yf y..//,ý¿y, Lggg

2. (Rule R615-8-10) Sundry or other legal documentation has been received from any operator
(Attach to this form).

3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentat1on Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the 011 and Gas Information System (Hang/IBM)44W-Reade*NNA

6. Cardex file has been updated for each well listed above.ff-//4

C7. Hell file labels have been updated for each well listed above. ( Ly-îá)

8. Changes have been included on the monthly "Operator, Address and Account Changes" memo
for distribution to State Lands and the Tax Commission. (g/p,f))

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



OPERATOR CHANGEMORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

R

eEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action Formr.

NA 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

80 D VERIFICATION (Fee wells only)
A65793/Ÿ Ñ97,000)9 e Dr.& (QÑÁ¾ Ê¤N

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

A L 3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19____. If yes, division response was made by letter
dated 19__ .

LEASEINTERESTOHNERNOTIFICATIONRESPONSIBILITY

¿ž 1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. C es o documents have been sent to State Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: 19 Ë.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the or1qinal attachments have been filed in the Operator
Change file.

COMMENTS



ENERGYCOMPANY Q -

WESTERNREGION MA Office: (406) 259-7860

May 27, 1997

Utah Board Of Oil, Gas, & Mining
1594 West North Temple
Suite-1220
Salt Lake City, Utah 84114

In accordance with your request please find enclosed the 1997 produced water analysis for the
Uinta Basin waterflood and water disposal operations which are operated by Equitable Resources
Energy Company. These water analysis are for wells that are re-injecting or disposing produced
water back into the Green River Formation via the following facilities:

Jonah Secondary Recovery Unit
Beluga Secondary Recovery Unit
Coyote Basin Secondary Recovery Unit
Castle Draw (State Section-2) Pilot Waterflood
Pariette Bench Water Disposal Well #4

Equitable Resources Energy Company inadvertently failed to submit a copy of these water
analysis when they were sent to the EPA and BLM. If there are any questions please contact me
at our Billings, Montana office at 406-259-7860.

Respectfully,

John Zellitti
District Production



Champion
A Technologies, Inc.

2060 SOUTH 1500 EAST
VERNAL,UTAH 84078 Telephone (801) 789-4327

Water Analysis Report

Customer : EREC - Western Oil Company Field : Monument Butte Field

Address : 1601 Lewis Avenue Lease : Walton Federal Lease

City : Billings Location : Well No. 01-11

State : MT Postal Code : 59104- Sample Point : wellhead

Attention : John Zellitti Date Sampled : 23-Jan-97

cci : Dan Farnsworth Date Received : 23-Jan-97

cc2 : Joe Ivey Date Reported: 08-Feb-97

cc3
Salesman : Lee Gardiner

Analyst : Karen Hawkins AIIen

QATIONS A‡lIÒN

Calcium : 160 mg/I Chloride: 12,400 mg/l
Magnesium : 49 mg/I Carbonate: 168 mg/l

Barium : 0 mg/I Bicarbonate: 708 mg/I

Strontium : 0 mg/I Sulfate: 155 mg/l

Iron : 1.0 mg/I

Sodium : 8106 mg/I

pH (field) : 8.67 Specific Gravity : 1.015 grams/ml

Temperature : 85 degrees F Total Dissolved Solids : 21,747 ppm

Ionic Strength : 0.36 CO2 in Water : 1 mg/I

CO2 in Gas : 0.03 mole %
Resistivity : ohm/meters H2S in Water : 0.0 mg/I

Ammonia : ppm O2 in Water : 0.000 ppm

Comments :

Si calculations based on Tomson-Oddo

Calcite (CaCO3) SI : 1.24 Calcite PTB : 123.2

Gypsum (CaSO4) SI : -2.23 Gypsum PTB : N/A

Barite (BaSO4) SI : N/A Barite PTB : N/A

Celestite (SrSO4) SI : N/A Celestite PTB :



FORM lo STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

Page 21594 West North Temple, Suite 1210, PO Box 145801. Salt Lake City, UT 84114-5801

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:

UTAH ACCX)UNT ¼9890

C/0 CRAZY MTN OGG SVS'S 9 / 97REPORT PERIOD {MONTH/YEAR):EQUITABLE RESOURCES ENERGY
PO Box 577
LAURELMT 59044

AMENDED REPORT (EgWgh Cimnges)

Well Name Producing Well Days Production VolumesAPI Number Entity Intion Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)\MONUMENTFED 32-6-9-16Y (RE-ENT (Y)
4301331300 11211 OSS 16E 6 GRRV 09ÎÍ

L FEDERAL 1-26
4304731953 11227 085 17E 26 GR-WS |#1<ACEO GOVT #l-

. (p y,4301315111 11492 095 16E 12 GRRV ÑÉ
\C 0-GOVT #2

4301315112 11492 095 16E 12 GRRV
ÅÂLLENrFEDERAL A-li

4301315780 11492 095 17E 5 GRRV ft ,20262

(GOATESafEO. #120131578911492 OSS 16E 11 GRRV NoÝá5 717 .CRON MONUMENTFEDERAL 13-llJ
4301315790 11492 OSS 16E 11 GRRV ÎÊ6 7o(50ATES EED #3
)301315791 11492 095 16E 14 GRRV

7tWAbf0NK £ÐERAL T
930131579211492 095 16E 11 GRRV b559
ALTON FED. #2

4301315793 11492 095 16E 14 GRRV'kALTON-FEDERAL 4
¶30131579511492 095 16E 11 GRRV

ANONUMENTFED 22-12J
4301315796 11492 095 16E 12 GRRV

/k0NUMENT FED 42-llJ
4301330066 11492 095 16E 11 GRRV

TOTALS

3MMENTS

hereoy certify that this report is true and complete to the best of my knowledge. Date:

une and Signature
Telephone Number



pgau a STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Laase Designauon and Serial Number:

See Attached
8. K indian. Allottoe or Tribo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATION FOR PERMiT TO DRill OR DEEPEN form for such proposals. See Attached
8. Well Name and Number1. Type of Wen: OIL@ GAS OTHER:

See Attached
2. Name of Operator

9. API Well Number:
Inland Production Company WT 1 2 1997 See Attached

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foot.o..: See Attached Exhibit county:
oo, sec..T..st.u.: stal.:

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Bubmit in Dupiscate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Atter casing O RePair Casing O Pult or After casing
O Change of Plana O Recompiet• O Change of Plans O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O Water Shut-Off Other Change of Operator
U other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start

Report results of Muldple Compietione and Recomplodone to different reservoirs on WELL
COMPLETlON OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verification report.

12. DESCAIBE PADPOSED OR COMPLETED OPERATlONS (Clearty state all pertinent details, and give pertinent dates. If well is direcuonally ditiled, give subsurface locations and measured and truevertical depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased láñtWFrTþóftiinthereof under State of Utah Statewide Bond No. 4471291.

OCT 1 ft 1997

a slanatur•: CHRISA.POT¶pt,ATTORNEY-IN-FACT o.t.. 3 7

(This spooe for State use only)

4\94) (See Instructions on Reverse



03/10/1997 05: 15 1-406-62¥4164 CRAZV MTN O&G PAGE 02

EQUlTABLERESOURCES
ENERGYCOMPANY
WESWRNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold aU of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional infornation.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



3/10/1997 05:15 1-406-628 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including Coversheet
.

NOTE



INLAND

inland Resources Change of Operator

WELL NAME LOCATION COUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT

L MÍALIONFEDERÃE#i SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086A
L WALTONFEDERAL #2

ÑŸÏNE¯14951Ë
DUCHESNE T MONUMENT BUTTE (J) 43-013-15793-00 UTUO96550 UTU72086A

WALTON FEDERAL #34-11 SWSE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 UTU72086A
L WALTON FEDERAL #4 SENW 119S 16E DUCHESNE ÜÌ M0NUMEÑT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086A

'ÁLLEN FEDERAL #31-6G NWNE 6 9S 17E DUCHESNE MONUMENT BUTTE (U) 43-013-31442-00 UTUO20252A
ÃLCRON FEDERAL #21-13Y NENW 139S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31400-00 UTU64805
ÂLCRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE_(U) 43-013-313¾-00 UTU64380
ALCRON FEDERAL #44-14Y SESE 149S 17E UINTAH UT MONUMENT BUTTE (U) 43-047-32438-00 UTU64806
ASliE5EÄk FEDERÀL Ñ24-10A SESW 169S 16E DUCÍTESÑE ÜT MÒÑUMEÑT BUÌÌE (U) 43-013-30555-00 ÙTÙ72ÍÕ7
ÄSTLE PEAK STATE #43-16 NESE 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30594-00 891008243C

WWJORGENSON STATE #16-4 NESE 169S 17E DUCHESÑÈ ÙT MONUMENT BÜTTE (Ù) 43-015 Š05Ì2-00 ML-3453-B
L ŠÍÃTE #16 ÑEÑE 169S ÜE DUCHESNE UT MONUMENT BUTTE (U) 43-013-30552-00 MT-3ÀŠ3B
'fALCRÖN FEDERAL #21-9Y NENW 9 9S 10E DÙCHÈSNE UT MONÙMEÑT BÙTTE (W) 43-013-31396-00 UTU65207
kŠÃLÒRÒN FËDERÀL #45-21Y ÑEÑË219S 16E DUCHESNE ÙT MONUMEÑÏŠÜÌTE (W 43-013-31392-00 UTU64379

UÑÓNÚMËÑÏTÈDERÄ#ŠÍ-6-9-16 ÑWÑE 6 9S 15E DÜbHESNE ÜT MÓÑÜMÈNT BUTTE (W) 43-013-31717-00 UTU74390
D MONUMENT FEDERAL #32-6-9-16Y SW NE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31300-00 UTU74390
LivEONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31645-00 UTU74390

ÕÑÜMEÑTTEbEÑÄ#41-6-9-16 ÑEÑË6 9S 1ŠE DÜÕÑEŠNE ÜT M0ÑÜMEÑÌBÙTTE (W) 4Š ÕiŠ31718-0ÒÚÌÙÌ4Š90O¯ÑÜMENT
FEDERAL #31-8-9-16 NW NE 8 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31721-00 UTUO20255

ÒÑÜMENT FEDERAL #41-8-9-16 NENE 8 9S 16E DÜÕÑESÑE ÜT MONUMEÑT BÙTTE (W) 43-013-31619-00 UTUO20255
ONUMENT FEDERAL #11-9-9-16 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31618-00 UTUO20254
ÒÑUÑ\ËNT FEÒERÀL #3Š-6-9-16Y ÑW SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31589-00 UTU74390

6MONUMENT FEDERAL #43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31644-00 UTU74390
MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31720-00 U_TU74390

L-510NUMENT FEDERAL #31-18-9-16 NW NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31725-00 UTU74390
LMONUMENT FEDERAL #41-18Y NE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31646-00 UTU74390

, M'ONÙMENT FEDERAL #42-18Y SE ÑE 189S 16E DUCHESÑE UT MONUMENT BÙTTE (W) 43-013 31Ì24-00 UÌÜ7459Õ
v MONUMENT FEDERAL #31-21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31726-00 UTU64379
L M'ONUMENT FEDERAL #11-22Y NW NW 229S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31647-00 UTU64379
»NÏONUMENT FEDERAL #13-4-9-16 NW SW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31716-00 UTU73086
UNÒÑÙMENT FEDERAL #14-4 SWSW 4 9S 16E DUCÑESNE UT MONUMENT BÙTTE (W) 43-013-31666-00 UTÙ73086
L MÓNUMENT FEDERAL #22-20-9-16 SE NW 209S 16E DÙCÑESNE UT MONUMENT BUTTE (W) 43-013-31681-00 UTU52018

MONÙMÈÑÏFEDERAL #23-7-9-16 ÑESW 7 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31694-00
ÙÏÜ7¯43¯ŠÒ

NUMENT FEDERAL #24-17-9-16 SESW 179S 16E DUCHESNE UT MONUMENT BUTTE (W) 450TŠ-ŠfŠŠfÕÕUTU52018
ÑUMENT BUTTE #34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389LÑÕÏÏÜMËÑÏÏ¯EDERÀL #3510-9-16 TÏVTŠE 109S iŠË iÜÕHEŠÑE ÜÌ MOÑÜMENÌBÙÏÌE (ŸV) 43-013-31722-00 UTU72107

ÓÑÜMENT BÚTTE #43-10-9-16 ÑE SE 109S 1ŠE DÚÕÑËSÑE ÜT MONUMENT BUTTE (W) 43-01Š-Š1n3-Õ0ÜÌÜÑ107
HORNEY FEDERAL #1-9 SWSE 9 9S 19E UINTA UT PARIETTE BEÑCH 43-047-30070-00 ÙTÙ5843

NDEL FEDERAL #1 SWSW 9 9S 19E UINTA UT PARIETTE BENCH 43-047-20011-00 UTUOS8149
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United States Department of the Interior
· BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
UT-931

January 13, 1998
Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202

Re: Jonah (Green River) Unit
Duchesne County, Utah

Gentlemen:

On January 13, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Jonah (Green River) Unit,
Duchesne County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
January 13, 1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Jonah (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Jonah (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,

Is/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure
bcc: District Manager - Vernal (wlenclosure)

Qivisientofo@g4asy&Mining i
Minerals Adjudication Group U-932
File - Jonah (Green River) Unit (wlenclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron



Page No. 1
01/13/98

WELLSTATUS REPORTS

UTAH STATE OFFICE

INSPECTION ITEM API NO. WELL OTOT SEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH(GR) SECONDARYRECOVERYUNIT
UTU72086A 43013151110081 1 NWSW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157800031 1 NWNW 5 9S 17E POW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013157790081 1 SESE 6 98 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013157890051 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920051 1 SESE 11 9S 16E POW UTUO96550 EQUITABLERESOURCESENERG
UTU72086A 43013307020081 1-13 NWSW 1 9S 16E WlW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030081 1-14 SWSW 1 9S 16E POW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460081 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE.RESOURCES ENERG
UTU72086A 43013307010081 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307350081 1-33 NWSE 1 9S 16E WIW UTUS2013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013313620081 11-6 LA 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNu 7 9S 17E WIW UTUA4426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890051 12-1 NWNE 12 9S 16E POW UTU44426 EOUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100051 12-12J SWNW 12 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW S 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820081 12-6 SWNW 6 95 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900081 13-11J NWSW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WIW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180081 13-6 NWSW 6 9S 17E WlW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013314110081 14-12J SWSW 12 9S 16E WIN UTUO35521A EQUITABLE RESDURCES ENERG
UTU72086A 43013313850081 14-5 SWSW S 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013157930051 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLE RESDURCES ENERG
UTU72086A 43013306030051 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESDURCES ENERG

UTU72086A 43013314210051 21-14J NEN 14 9S 16E VIW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313690081 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013313730051 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013306310051 24-15 SESW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313750051 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCESENERG
UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013157910081 3 NWNW 14 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUO17985 EQUITABLERESOURCES



Page No. 2
01/13/98

WELL STATUS REPORTS

UTAHSTATE OFFICE

INSPECTION ITEM API NO. WELL OTOT SEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

UTU72086A 43013314130081 31-1J L2 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG
UTU72086A 43013311950081 31-6 L2 6 9s 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314050081 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013313860081 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013313680051 32-15 SWNE 15 9s 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314140051 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG
UTU72086A 43013305590081 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314510081 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306320051 33-15 NWSE 15 9S 16E POW UTUO17985 EQUITABLERESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305860081 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013307420051 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314870081 41-12J NENE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314080081 41-14J NENE 14 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013313670081 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013305810081 41-6 NENE 6 98 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013300660081 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013314860081 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013306330081 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314040081 42-1J SENE 1 9S 16E WIW UTU40652 EQUITABLERESOURCES ENERG
UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013310020081 43-11J NESE 11 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305830081 43-6 NESE 6 9S 17E POW UTUO20252A EQUITABLERESOURCESENERG
UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314150081 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013309260081 7-A NENE 7 9S 17E POW UTU44426 EQUITABLERESOURCES ENERG
UTU72086A 43013309610051 7-C NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES



JONAH (GREEN RIVER) UNIT

DUCHESNE COUNTY, UTAH
EFFECTIVE: JULY 1, 1993
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Divisionof Oik Gas and Mining Routin

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change. 3-D R.sy
Initial each listed item when completed. Write N/A if item is not applicable. 4-VI.D 9.FIT F,

IRI Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Box 1446 (address) Po Box 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY HTN O&G SVS

Phone: (801)722-5103 Phone: (406)628-4164
Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*JONAR (GREEN RIVER) UNIT

Name: **SEE ATTACHED** API: SA O ' Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity:

_ _
S T R Lease:

E T(

9

SGunEd

o

oUthrElgalAdcOumNentation

has been received from the FORMER operator (attach to this
form)· ( Âr'c/ /2-lo47)

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

8 5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

C 7. Well file labels have been updated for each well listed above.

8. Changeshave beenincludedon the monthly "Operator,Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (/-/gg

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

ons\wpdocs\forms\operchng
- OVER



OPERATOR CHANGE WORKSHEET (conËued)- Initial each item when completed. Write N/A if item is not applicable.

ITY REVIE-

) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes )) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

Al

.VERIFICAT eNNEWEEp

a

oLrLSfaO

e lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

N l. Copies of documents have been sent on to at Trust Lands for changes
t.- involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

U_4 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: 2 1i

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FORM 3160-5 ITNITED STATES FORM APPROVED
(June 1290) DEPA ŒNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREXOOF LAND MANAGEMENT Expires: March31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-096550
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE JONAH
l. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other WALTON FEDERAL 1
9. API Well No.

2. Name of Operator 43-013-15792
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Incation of Well (Footage,Sec., T., R., m., or SurveyDescription)

0705 FSL 0704 FEL SE/SE Section 11, TO9S R16E DUCHESNE COUNTY, UTAH

12. . CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
SubsequentReport Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off
Final Abandonment Notice Altering Casing Conversion to Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

Dsc2WE \
NOY02 1998

DIV.0FOIL,GAS&MINING

14. I herebycertify that the f reg ing is true and co ct ,

Signed Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C.Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agencyof the UnitedStates any false, fictitious

or fradulent statements or representations as to any matter within its



Inland Production Company
Site Facility Diagram

Walton 1

SE/SE See. 11, T9S, 16E

Duchesne County

May 12, 1998

te Securitv Plan is held at the Roosevelt Office. Roosevelt Utah

Production Phase:

1) Valves l, and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed

2) Valves l open

Draining Phase:

1) Valve 3 open

Legend

Emulsion Line

Water Tank Load Lme

. Water Line ¯ ¯

Diked Secuon
Gas Sales -

Production Tank Production Tank
Pumping Unit

2 1 2 i

WeH Head i Gas Sales



FORM 316ti-5 IITED STATES FORM APPROVED
(June 1990) DEPARTÑIENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-o9655o
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE JONAH
l. Type of Well

X oli Gas 8. Well Name and No.

Well | Well Other WALTON FED 1
9. API Well No.

2. Name of Operator 43-013-15792
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 l l. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0705 FSL 0704 FEL SE/SE Section 11, T9S R16E DUCHESNE COUNTY, UTA

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, 0 1OTHER DATA
TYPE OF SUBMISSION TYPE OF AC' ION

X |Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to hijection

Other Run 4" liner, complete lower zones oisposewater
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated dateofstarting any proposed work If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Inland Production Company is requesting approval to complete zones in the lower portion of this well. Inland
will drill out the existing 5-1/2" shoe at 5200'. Then case the open hole with a 4", l 1.6# liner from 200' above
the shoe to the existing total depth of 6300'. The 4" liner will be cemented in place with Class "G" cement. A
Cement Bond Log and a Cased Hole Log will be run from TD to liner top. Logs will be evaluated to determine
depths of new completion.

Accepted by the
Utah Division of

Oil,Gas and Mining FederalApprovalOfThis
Date. 9 2 ActionisNecessary assiooPantm

14. I hereby certify that the foregoing is true and correct

Signed Title Operations Manager Date 4/7/2003
Brad Mecham

CC: UTAH DOGM

(This space for Federal or State office use) RECE IVED
Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C Section 1001, makes it a crime for any person knowinglyand willfully to make to any department or agency of the United States an$ IVe,96i& GAS&MIMNG
or fradulent statements or representations as to any matter within its



FORM 3160-5 UN D STATES FORM APPROVED
Qun ay DEPARTMËNT OF THE INTERIOR Budget BureauNo. 1004-0L35

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-096550
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMlT -" for such proposals NA

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE JONAH

l. Type of Well
Oil Gas 8. Well Name and No.X wen well Other WALTON FED I

9. API Well No.
2. Name of Operator 43-013-15792

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721
11. County or Parish, State

4. Location of Well (Footage, Sec.,T., R., m., or Survey Description)

705 FSL 704 FEL SE/SE Section 11, T9S R16E DUCHESNE COUNTY, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
X Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to 1njection

Dispose Water
(Note: Report restilts of multiple completion on Well

Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completeel Operations (Clearly state all perlinent details, and give pertinent dates, including estimated date ofstarting any proposed work. 1f well is direction-

ally drilled. give subsurface locations and meastired anti true vertical deptlis for all markers and zones pertinent to this work.)*

Subject well had recompletion procedures initiated in the Green River formation on 7/21/03. Existing production equipment
was pulled from well. Four squeeze holes were perfed at 4000'. A 4" liner was placed in hole with tubing with the liner top
located at 48 16'/KB. A bit and scraper were run in well. A CBL was run. Well was shut in for log evaluation on 8/2/03. On
8/9/03, work was resumed. Four new Green River intervals were perforated and hydraulically fracture treated as follows:
Stage #1: CP3 sands @ 5615-5618' and 5602-5611'; CP2 sands @ 5574-5578', 5556-5559', 5538-5540', 5531-5535', and
5525-5528'; and CP1 sands @ 5456-5472' (All 4 JSPF) fraced down 2 7/8" and 2 3/8" N-80 tbg w/120,283# 20/40 sand in
879 bbls Viking I-25 fluid. Stage #2: D1 sands (perfed previously) were also fraced down 5 ½" 15.5# casing w/20,026# 20/40
sand in 235 bbls Viking I-25 fluid. Stage #3: PBll sands @4353-4363', 4340-4349', 4331-4334'; PB10 sands @ 4292-
4295', 4283-4287'; and PB7 sands @4190-4196' (All 4 JSPF) fraced down 5 ½" 15.5# casing w/65,480# 20/40 sand in 485
bbis Viking I-25 fluid. Stage #4: GB6 sands @4120-4129'; GB4 sands @4097-4100', 4090-4094', 4071-4087'; GB2 sands
@4031-4035', 4021-4026', 4001-4016', and 3989-3993' (All 4 JSPF) fraced down 5 ½" 15.5# casing w/155,102# 20/40 sand
in 996 bb1s Viking I-25 fluid. Fracs were flowed back through chokes. Sand was cleaned from wellbore. An existing stage
was then reperfed: A3 sands @5080-5088', 5069-5077', 5058-5067', and 5044-5054'; Al sands @5001-5029' (All 2 JSPF).
New intervals were swab tested for sand cleanup. BHA & production tbg were run and anchored in well w/tubing anchor @
4696', pump seating nipple @4730', and end of tubing string @4795'. A repaired 1 ½" bore rod pump was run in well on
sucker rods. Well returned to production via rod pump on 8/19/03.

\4. 1hereby certify thatthe foipgoigg is trpe and correct

Signed Title Office Manager Date 8/26/2003
Mart al

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

RECE IVED
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any false, fictitious
or fradulent statements or representations as to any matter within its jurisdiction.

V OE OL GAS &



Walton Federal #1
Spud Date: 4/01/1964 16-11-9-16 Initial Production: 1073 BOPD,
GL:5501 KB:55¡y 100MCFG

Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SlZE: 0-5/8 5/07/64 5007'-5020' Frac zone as follows:

GRADE: J-55 21,000#20/40 sand + 2000# 8/12 beads
in 500 bbl crude oil. Treated @3750 psi

WE1GHT 32.2|| @37 BPM.

LENGTH: 7 jts. (212 ) 5/07/64 4735'-4746' Frac zone as follows:

DEPTH LAN DED: 225, 20,000# 20/40 sand + 2000# 8/12 beads
in 475 bbl crude oil. Treated@ 3700 psi

HOLE SlZE:12-l/4" @32 BPM.

CEMENT DATA: 225 sxs cemelit 10/05/66 4735'-5084' Frac zone as follows:
62,000# 20/40 sand + 2000# beads in
1750 bbl 1% acetic acid. Treated @2800
psi @ 54 BPM. Calc. flush: 5075 gaL
Actual flush: 6500 gaL

9/25/96 5007'-5084' Frac zone as follows:
29,760# 16/30 sand in 168 bbl KCI.
Treated @ 3450 psi @13 BPM, ISIPPRODUCTlON CASlNG
¡q9e ps

CSG SIZE: 5-l/2"
9/25/96 4589'-4746' Frac zone as follows:

GRADE: J-55 12,000# 16/30 sand in 212 bbl KCI.

WEIGHT: I5.5// Treated @ 2900 psi @ 22.5 BPM, ISIP
2520 psi.

LENGTH: 167 jis. (5192 )
DEPTH LANDED 5205

HOLE SlZE 7-7/8
Alicher 4544'

CEMENT DATA 400 sxs cement

CEMENTTOPAT 4056 perCBL 4580'-459T

47\5'-4710'

TUBING
4735

SIZE/GRADE/WT.. 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 144 jts (4529 80 ) 4746
TUBINGANCHOR:454404 Kl3

NO. OF JOINTS. 14 jts (440 I ) 5002

SEAT1NGNIPPLE:2-7/R"(I 10 ) 5013
SN LANDED AT: 4986.65 KB

NO. OF JOINTS I jts Perfsub. (3 )
NO. OF JOINTS I jts (3 l.79 )
TOTAL STRlNG LENGTH EOT 502L90' KB

5040 5054'

5072 5078'

SUCKER RODS
5084

POLlSHED ROD 1-l/4" x 22 SM

SUCKER RODS 30-3/4" scraper rods \07-3/4" slick rods, 2-0 x 3/4" pony
rods.

PERFORATION RECORD
PUMP SlZE: 2-l/2" x I-l/2" x In RHAC

5/06/64 5020' 3 SPF 03 holes
STROKE LENGTH

5/06/64 5013' 3 SPF 03 holes
PUMP SPEED SPM SN y 4986' 5/06/64 5007 3 SPF 03 holes
LOGS Sonic-GR. I-ES. Mll. CDM EOT y 5021' 5/06/64 4746 3 SPF 03 holes

.. ...... Top of fill y 508T 5/06/64 4735 3 SPF 03 holes
Csg Shoe 5205' 10/5/66 5075 1 SPF 01 hole

10/5/66 5084' l SPF 01 hole
08/1982 4589'-4597' ?? holes
9/24/96 5072'-5078' 2 SPF 12 holes
9/24/96 5046'-5054' 2 SPF 16 holes

9/24/96 4715'-4719' 4SPF 16holes

Inland Resources Inc.
9/24/96 4590'-4595' 4SPF 20holes

Walton Federal #1 16-11-9-16 I
706 FSL & 704 FEL

SESE Section I 1-TUS-R16E

Duchesne Co, Utah

API 443-013-15792: Lease #U-096550 TD 6300

BDH



United States Department of the Interior

BUREAU OF LAND MANAGEMENT pn og•
Utah State Office IN ggggA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



CorporationsSection gE o, GeoffreyS. Connor
P.O.Box 13697 4 , A Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT theÊtíc0¾e

TO THE SectentarYofState ofTexas
ARTICLES OF INCORPORATION

OF $ 02 ËÊ
INLAND PRODUCTION COMPAN Y

CorporationsSection

Pursuant,to the provisions of Article 4.04 of the TexasBusiness Corporation Act (the
"TBCA"), the undersigned corporation adoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 -- Amended Name

The followingamendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entimty as follows:

"ARTl,CLE ONE - The name of the corporationis Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



LTUSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

ITTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: l-(435) 646-3721 Phone: l-(435) 646-3721

CA No. Unit: JONAH (GREEN RIVER)
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
FEDERAL 2-1 01 090S 160E 4301330603 11492 Federal OW P
GOATES FED 1 11 090S 160E 4301315789 11492 Federal OW P K
MONUMENT FED 13-11J 11 090S 160E 4301315790 11492 Federal OW S
WALTON FED 1 11 090S 160E 4301315792 11492 Federal OW P
WALTON FED 4 11 090S 160E 4301315795 11492 Federal OW P
MONUMENT FED 42-11J 11 090S 160E 4301330066 11492 Federal OW P
C&O GOVT 1 12 090S 160E 4301315111 11492 Federal OW P
C&O GOVT 2 12 090S 160E 4301315112 11492 Federal OW P
MONUMENT FED 22-12J 12 090S 160E 4301315796 11492 Federal OW P
GOATES FED 3 14 090S 160E 4301315791 11492 Federal OW P
WALTON FED 2 14 090S 160E 4301315793 11492 Federal OW P
ALLEN FED A-1 05 090S 170E 4301315780 11492 Federal WI A
ALLEN FED 1-6 06 090S 170E 4301315779 11492 Federal WI A
ALLEN FED 23-6 06 090S 170E 4301330558 11492 Federal OW P
ALLEN FED 32-6 06 090S 170E 4301330559 11492 Federal OW P
ALLEN FED 41-6 06 090S 170E 4301330581 11492 Federal OW P
ALLEN FED 12-6 06 090S 170E 4301330582 11492 Federal OW P
ALLEN FED 43-6 06 090S 170E 4301330583 11492 Federal OW P
ALLEN FED 21-6 06 090S 170E 4301330584 11492 Federal OW P
ALLEN FED 34-6 06 090S 170E 4301330586 11492 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 1 FORM_4B.xis



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Jonah GR 1_FORM 4B.xls



API Well No: 43013157920000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-096550 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 JONAH (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 WALTON FED 1 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013157920000

3. ADDRESS OF OPERATOR:  
 1001 17th Street, Suite 2000 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0705 FSL 0704 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/15/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Operator proposes to recomplete the subject well. This well has been
identified to have pay behind pipe. We plan on opening the A1 & A3 sands by

perforating and then hydraulically fracturing them. Refer to the attached
recompletion procedure. Please contact Newfield Engineer Tom Walker at
303-383-4114 or Paul Weddle at 303-383-4117 for procedure questions. 

NAME (PLEASE PRINT)  
 Susan Linder

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 10/26/2009

PHONE NUMBER:
303 382-4443  Ext 

 

PHONE NUMBER
303 382-4443

October 26, 2009

October 29, 2009

iPI Well No: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. JONAH (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well WALTON FED 1

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 11 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/15/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Operator proposes to recomplete the subject well. This well has been
identified to have pay behind pipe. We plan on opening the A1 & A3 sands by Accepted by the

perforating and then hydraulically fracturing them. Refer to the attached Utah Division of
recompletion procedure. Please contact Newfield Engineer Tom Walker at Oil, Gas and Mining
303-383-4114 or Paul Weddle at 303-383-4117 for procedure questions.

Date: Oc ber 291009

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Susan Linder 303 382-4443 Operations Tech

SIGNATURE DATE
N/A 10/26/2009

RECEIVED October 26,



AFE #

pweddle@newfield.com
mobile
office

PROCEDURE
**
1

2 5,880
3
4
5

A3 5081-5083 3spf
A3 5072-5074 3spf
A3 5048-5050 3spf
A1 5018-5022 3spf

6

Set PKR @ 4,775
7

8
9

7

9
10

11

12

Run tubing as pulled.  
Place SN @ ± 4730 and set TAC at ±4697’ with 15,000 lbs overpull.  ND BOP’s.  NU wellhead.

PU and RIH with a 2-1/2” x 1-3/4” x 20’ RHAC pump, 6 x 1-1/2” weight rods, 40 x 3/4” guided rods, 52x 
3/4” slick rods, 89 x 3/4" guided rods,   Space out with pony rods as necessary.
PWOP and track results for one month.

120deg phasing

Perforate (BIGGER guns for 2 stings) the following interval w/ 3SPF 120deg phasing:
Discuss Gun options with WL companies and Engineer.

RIH and set HE retrievable 4" plug at 5130'. If possible, perforate on same WL run.

120deg phasing

Paul Weddle
720-233-1280
303-383-4117

120deg phasing

Well has 114 Unit.  Needs to be upgraded to 228 unit prior to work.
Blow down tbg. MIRU SU.  Seat pump and pressure test tubing to 3,000 psi.  POH, LD, and 
visually inspect rods and pump.  ND wellhead.  Strip-on and NU BOP.  TOOH visually 
inspecting 2-7/8” production tbg. Report any scale on production string (interval, depth, type) on 
morning report and verbally to Engineer
RU wireline unit.  Make 3.25” gauge ring run to +/- 
Only Run 3.25" B&S if required.  

120deg phasing

Walton Federal 1-11-9-16
Procedure for: OAP A1&A3 sand (behind Liner).  Tubing frac in 4" Liner

Newfield Production Company

Well Status: See attached Wellbore Diagram

Engineer:

BEFORE releasing RBP,  RU swab equipment and swab well (only in 2-7/8" tubing) until returns are clean 
of sand. Release RBP.POOH laying down workstring and RBP.

PU  5.5" PKR and TIH w/ N80 8RD EUE.  Packer will be set above liner top.  (Separate trip to PU 2-3/8" 
tubing (13jts) on bottom of 2-7/8" to reach inside 4" liner with HE retrieving head and get 4" plug)

Flowback well immediately @ 3-4 BPM until dead.  
Release Packer POOH to lay down packer, PU Retrieving head and  13 jts of 2-3/8" tubing and then 2-7/8" 
tubing. TIH to release Plug 

RU frac equip. Frac the  A1 and A3 sand down tubing w/35,000# 20/40sand at 15 BPM with max sand 
concentration of 6ppg per BJ recommendation. Increase Pad to 40% total fluid volume

October 26, 2009

Newfield Production Company Walton Federal 1-11-9-16

Procedure for: OAP A1&A3 sand (behind Liner). Tubing frac in 4" Liner

Well Status: See attached Wellbore Diagram

AFE #

Engineer: Paul Weddle pweddle@newfield.com
mobile 720-233-1280
office 303-383-4117

PROCEDURE
** Well has 114 Unit. Needs to be upgraded to 228 unit prior to work.
1 Blow down tbg. MIRU SU. Seat pump and pressure test tubing to 3,000 psi. POH, LD, and

visually inspect rods and pump. ND wellhead. Strip-on and NU BOP. TOOH visually
inspecting 2-7/8" production tbg. Report any scale on production string (interval, depth, type) on
morning report and verbally to Engineer

2 RU wireline unit. Make 3.25" gauge ring run to +/- 5,880
3 Only Run 3.25" B&S if required.
4 RIH and set HE retrievable 4" plug at 5130'. If possible, perforate on same WL run.
5 Perforate (BIGGER guns for 2 stings) the following interval w/ 3SPF 120deg phasing:

Discuss Gun options with WL companies and Engineer.
A3 5081-5083 3spf 120deg phasing
A3 5072-5074 3spf 120deg phasing
A3 5048-5050 3spf 120deg phasing
A1 5018-5022 3spf 120deg phasing

6 PU 5.5" PKR and TlH w/ N80 8RD EUE. Packer will be set above liner top. (Separate trip to PU 2-3/8"
tubing (13jts) on bottom of 2-7/8" to reach inside 4" liner with HE retrieving head and get 4" plug)

Set PKR @ 4,775

7 RU frac equip. Frac the A1 and A3 sand down tubing w/35,000# 20/40sand at 15 BPM with max sand
concentration of 6ppg per BJ recommendation. Increase Pad to 40% total fluid volume

8 Flowback well immediately @3-4 BPM until dead.
9 Release Packer POOH to lay down packer, PU Retrieving head and 13 jts of 2-3/8" tubing and then 2-7/8"

tubing. TlH to release Plug
7 BEFORE releasing RBP, RU swab equipment and swab well (only in 2-7/8" tubing) until returns are clean

of sand. Release RBP.POOH laying down workstring and RBP.

9 Run tubing as pulled.
10 Place SN @± 4730 and set TAC at ±4697' with 15,000 lbs overpull. ND BOP's. NU wellhead.

11 PU and RIH with a 2-1/2" x 1-3/4" x 20' RHAC pump, 6 x 1-1/2" weight rods, 40 x 3/4" guided rods, 52x
3/4" slick rods, 89 x 3/4" guided rods, Space out with pony rods as necessary.

12 PWOP and track results for one month.

RECEIVED October 26,



PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 167 jts. (5192’)

DEPTH LANDED: 5205’

HOLE SIZE: 7 7/8”

CEMENT DATA: 400 sacks cmt.

CEMENT TOP AT: 4056’ per CBL

CSG SIZE: 4”

GRADE: J-55

WEIGHT: 11#

LENGTH: 1077’

DEPTH LANDED: 5901’

HOLE SIZE:  4 3/4”

CEMENT DATA: 201 sacks cmt.

CEMENT TOP AT: ????? After squeeze

4” Liner Top @ 4816’

TUBING

SIZE/GRADE/WT: 2 7/8” / J-55 / 6.5#

NO. OF JOINTS: 149 jts (4684.03’)

TUBING ANCHOR: 4696.03’

NO. OF JOINTS: 1 jts (31.38’)

SEATING NIPPLE: 2 7/8” (1.10’) 

SN LANDED AT: 4730.21’ KB 

NO. OF JOINTS: 2 jts (62.75’)

TOTAL STRING LENGTH:  EOT @ 4794.51’ W/ 12’ KB

Anchor 4696’

MR 9/5/03

POLISHED ROD: 1 1/4” x 22’ SM

SUCKER RODS: 6-1 1/2” weight rods, 40-3/4” scrapered rods (used), 52-3/4”
plain rods, 89-3/4” scrapered rods (new), 1-8’, 2-6’, 1-2’ x 3/4” pony rods.

PUMP SIZE: 2 1/2” x 1 1/2” x 16’ RHAC 

STROKE LENGTH: 55”

PUMP SPEED, SPM: 7 SPM

SUCKER RODS

TD @ 5903’

PBTD @ 5883’

5 ½” SHOE @ 5205’

EOT @ 4795’

4” Liner Top @ 4816’

4” SHOE @ 5901’

SURFACE CASING
CSG SIZE: 9-5/8”

GRADE: J-55

WEIGHT: 32.2#

LENGTH: 7 jts. (212’)

DEPTH LANDED: 225’

HOLE SIZE:12-1/4”

CEMENT DATA: 225 sxs cement

Spud Date: 4/01/1964 

GL: 5501’ KB: 5513’

Walton Federal #1
16-11-9-16
Wellbore Diagram

Initial Production: 1073 BOPD, 
100 MCFG

FRAC JOB

5/07/64     5007’-5020’ Frac zone as follows:             
21,000# 20/40 sand + 2000# 8/12 beads 
in 500 bbl crude oil. Treated @ 3750 psi
@ 37 BPM. 

5/07/64     4735’-4746’ Frac zone as follows:             
20,000# 20/40 sand + 2000# 8/12 beads 
in 475 bbl crude oil. Treated @ 3700 psi
@ 32 BPM.

10/05/66     4735’-5084’ Frac zone as follows:             
62,000# 20/40 sand + 2000# beads in 
1750 bbl 1% acetic acid. Treated @ 2800 
psi @ 54 BPM. Calc. flush: 5075 gal. 
Actual flush: 6500 gal.

9/25/96     5007’-5084’ Frac zone as follows:             
29,760# 16/30 sand in 168 bbl KCl. 
Treated @ 3450 psi @ 13 BPM, ISIP 
1990 psi.

9/25/96     4589’-4746’ Frac zone as follows:             
12,000# 16/30 sand in 212 bbl KCl. 
Treated @ 2900 psi @ 22.5 BPM, ISIP 
2520 psi. 

8/11/03     5456’-5618’ Frac CP1, CP2, & CP3 sands as follows:

120,283# 20/40 sand in 879 Bbls Viking 
I-25 fluid. Treated @ avg. press of 3825 
psi w/ avg. rate of 14.4 BPM. ISIP: 1770 
psi. Calc flush: 1270 Gal. Actual flush: 1218 gal.

8/12/03     4589’-4597’ Re-Frac D1 sands as follows:

20,026# 20/40 sand in 235 Bbls Viking I-25 fluid.  
Treated @ avg. press of 3340 psi w/ avg rate of 
17.3 BPM.  ISIP 3850 psi.  Calc flush: 4587 gal.  
Actual flush: 4410 gal.

8/13/03     4190’-4363’ Frac PB7, PB10, & PB11 sands as follows:

65,480# 20/40 sand in 485 Bbls Viking I-25 fluid.  
Treated @ avg. press of 3225 psi w/ avg rate of 
23.6 BPM.  ISIP: 3850 psi.  Calc. Flush: 4188 gal.  
Actual flush: 2142 gal. (Screened Out)

8/13/03     3989’-4129’ Frac GB2, GB4, and GB6 sands as follows:

155,102# 20/40 sand in 996 Bbls Viking I-25 fluid.  
Treated @ avg. press of 1950 psi w/ avg. rate of 
24.5 BPM.  ISIP: 2200 psi.  Calc flush: 3987 gal.  
Actual flush: 3906 gal.

PERFORATION RECORD
5/06/64     5020’ 3 SPF     03 holes
5/06/64     5013’ 3 SPF     03 holes
5/06/64     5007’ 3 SPF     03 holes
5/06/64     4746’ 3 SPF     03 holes
5/06/64     4735’ 3 SPF     03 holes
10/5/66     5075’ 1 SPF     01 hole
10/5/66     5084’ 1 SPF     01 hole
08/1982    4589’-4597’ ??  holes
9/24/96     5072’-5078’ 2 SPF     12 holes  
9/24/96     5046’-5054’ 2 SPF     16 holes
9/24/96     4715’-4719’ 4 SPF     16 holes
9/24/96     4590’-4595’ 4 SPF     20 holes
7/24/03     4000’ (squeeze) 4 JSPF 4  holes
8/11/03     5615’-5618’ 4 JSPF    12 holes
8/11/03     5602’-5611’ 4 JSPF    36 holes
8/11/03     5574’-5578’ 4 JSPF    16 holes
8/11/03     5556’-5559’ 4 JSPF    12 holes
8/11/03     5538’-5540’ 4 JSPF    8   holes
8/11/03     5531’-5535’ 4 JSPF    16 holes
8/11/03     5525’-5528’ 4 JSPF    12 holes
8/11/03     5456’-5472’ 4 JSPF    64 holes
8/12/03     4353’-4363’ 4 JSPF    40 holes
8/12/03     4340’-4349’ 4 JSPF    36 holes
8/12/03     4331’-4334’ 4 JSPF    12 holes
8/12/03     4292’-4295’ 4 JSPF    12 holes
8/12/03     4283’-4287’ 4 JSPF    16 holes
8/12/03     4190’-4196’ 4 JSPF    24 holes
8/13/03     4120’-4129’ 4 JSPF    36 holes
8/13/03     4097’-4100’ 4 JSPF    12 holes
8/13/03     4090’-4094’ 4 JSPF    16 holes
8/13/03     4071’-4087’ 4 JSPF    64 holes
8/13/03     4031’-4035’ 4 JSPF    16 holes
8/13/03     4021’-4026’ 4 JSPF    20 holes
8/13/03     4001’-4016’ 4 JSPF    60 holes
8/13/03     3989’-3993’ 4 JSPF    16 holes
8/14/03     5080’-5088’ 2 JSPF    16 holes
8/14/03     5069’-5077’ 2 JSPF    16 holes
8/14/03     5058’-5067’ 2 JSPF    18 holes
8/14/03     5044’-5054’ 2 JSPF    20 holes
8/14/03     5001’-5029’ 2 JSPF    56 holes

5615’-5618’
5602’-5611’

5574’-5578’
5556’-5559’
5538’-5540’
5531’-5535’
5525’-5528’

5456’-5472’

4353’-4363’

4715’-4719’
4735’
4746’

4340’-4349’
4331’-4334’

4292’-4295’
4283’-4287’

4190’-4196’

4120’-4129’
4097’-4100’
4090’-4094’
4071’-4087’
4031’-4035’
4021’-4026’
4001’-4016’
4000’ (Squeeze)
3989’-3993’

5001’-5029’

5058’-5067’
5044’-5054’

5069’-5077’

5080’-5088’

4589’-4597’

Walton Federal #1     16-11-9-16
705’ FSL & 704’ FEL
SESE  Section 11-T9S-R16E
Duchesne Co, Utah
API #43-013-15792; Lease #U-096550

5072’-5078’

October 26, 2009

Walton Federal #1
SpudDate: 4/01/1964 Initial Production: 1073 BOPD,
GL: 5501' KB: 5513' 16-11-9-16 100 MCFG

FRAC JOB

SURFACE CASING Wellbore Diagram 5/07/64 5007'-5020' Frac zone as follows:
21,000# 20/40 sand + 2000# 8/12 beads

CSG SIZE: 9-5/8"
m 500 bbl crude oil. Treated @3750 psi

GRADE: J-55 @37 BPM.

WEIGHT: 32.2# 5/07/64 4735'-4746' Frac zone as follows:
20,000# 20/40 sand + 2000# 8/12 beads

LENGTH: 7 jts. (212') in 475 bbl crude oil. Treated @3700psi
DEPTH LANDED: 225' @32 BPM.

HOLE SIZE:12-l/4" 10/05/66 4735'-5084' Frac zone as follows:
3989 -3993' 62,000# 20/40 sand + 2000# beads in

CEMENT DATA: 225 sxs cement (4S01ueeze) 1750 bbl 1% acetic acid. Treated @2800

PRODUCTION CASING A t
al5n4BPM Oalcaflush: 5075 gal.

4071'-4087' 9/25/96 5007'-5084' Frac zone as follows:
CSG SIZE: 5-1/2" 9 29,760# 16/30 sand in 168 bbl KCl.

GRADE: J-55 4120'-4129 Treated @3450psi @ 13 BPM, ISIP
1990 psi.

WEIGHT: 15.5# 4190'-4196 9/25/96 4589'-4746' Frac zone as follows:
LENGTH: 167 jts. (5192') 12,000# 16/30 sand in 212 bbl KCl.

DEPTH LANDED: 5205' 2 Treated @2900 psi @22.5 BPM, ISIP
2520 psi.

HOLE SIZE: 7 7/8" 4331'-4334 8/11/03 5456'-5618' Frac CP1, CP2, & CP3 sands as follows:
CEMENT DATA: 400 sacks cmt. 4340'-4349'

4353'-4363' 120,283# 20/40 sand in 879 Bb1s Viking
CEMENT TOP AT: 4056' per CBL I-25 fluid. Treated @avg. press of3825

psi w/ avg. rate of 14.4 BPM. ISIP: 1770
psi. Calc flush: 1270 Gal. Actual flush: 1218 gal.

CSG SIZE: 4"
4589'-4597' 8/12/03 4589'-4597' Re-Frac D1 sands as follows:

GRADE:J-55
20,026# 20/40 sand in 235 Bbls Viking I-25 fluid.

WEIGHT: 11# Treated @avg. press of 3340 psi w/ avg rate of

LENGTH:1077 Anchor4696, 17.3BPM. ISIP3850psi. Caleflush:4587gal.
Actual flush: 4410 gal.

DEPTH LANDED: 5901' 4715'-4719'
4735, 8/13/03 4190'-4363' Frac PB7, PB10, & PB11 sands as follows:

HOLE SIZE: 4 3/4" ; | | 2 4746'
65,480# 20/40 sand in 485 Bbls Viking I-25 fluid.

CEMENT DATA: 201 sacks cmt.
EOT @4795'

Treated @avg. press of 3225 psi w/ avg rate of

CEMENT TOP AT: '?'?'?'?'?After squeeze 23.6 BPM. ISIP: 3850 psi. Calc. Flush: 4188 gal.

4" Liner Top @48 16, ¯ ¯ 4" Liner Top @4816, Actual flush: 2142 gal. (Screened Out)

8/13/03 3989'-4129' Frac GB2, GB4, and GB6 sands as follows:

TUBING 155,102# 20/40 sand in 996 Bbis Viking I-25 fluid.
Treated @avg. press of 1950 psi w/ avg. rate of

SIZE/GRADE/WT: 2 7/8"/ J-55 / 6.5# 24.5 BPM. ISIP: 2200 psi. Calc flush: 3987 gal.
50013-5029, Actual flush: 3906 gal.

NO. OF JOINTS: 149 jts (4684.03')
PERFORATION RECORD

TUBING ANCHOR: 4696.03'
5044'-5054' 5/06/64 5020' 3 SPF 03 holes

NO. OF JOINTS: 1 jts (31.38') 50583-50673 5/06/64 5013' 3 SPF 03 holes

SEATING NIPPLE: 2 7/8" (1.10')
50693-50773 5/06/64 5007' 3 SPF 03 holes

5/06/64 4746' 3 SPF 03 holes
SN LANDED AT: 4730.21' KB 5072'-5078' 5/06/64 4735' 3 SPF 03 holes

NO. OF JOINTS: 2 jts (62.75') 10/5/66 5075' l SPF 01 hole
50803-50883 10/5/66 5084' 1 SPF Ol hole

TOTAL STRING LENGTH: EOT@ 4794.51' W/ 12' KB 08/1982 4589'-4597' ?? holes
9/24/96 5072'-5078' 2 SPF 12 holes
9/24/96 5046'-5054' 2 SPF 16 holes

SUCKER RODS 5 ½" SHOE @5205' 9/24/96 4715'-4719' 4 SPF 16 holes
9/24/96 4590'-4595' 4 SPF 20 holes

POLISHED ROD: 1 1/4" x 22' SM 7/24/03 4000' (squeeze) 4 JSPF 4 holes

SUCKER RODS: 6-1 1/2" weight rods, 40-3/4" scrapered rods (used), 52-3/4,, 8/11/03 5615'-5618' 4 JSPF 12 holes

plain rods, 89-3/4" scrapered rods (new), 1-8', 2-6', 1-2' x 3/4" pony rods.
F

PUMP SIZE: 2 1/2" xl 1/2" x 16' RHAC 8/11/03 5556'-5559' 4 JSPF 12 holes

STROKE LENGTH: 55,, 8/11/03 5538'-5540' 4 JSPF 8 holes
5456'-5472' 8/11/03 5531'-5535' 4]SPF 16holes

PUMP SPEED, SPM: 7 SPM 8/11/03 5525'-5528' 4 JSPF 12 holes
8/11/03 5456'-5472' 4 JSPF 64 holes

5525'-5528' 8/12/03 4353'-4363' 4 JSPF 40 holes
5531'-5535' 8/12/03 4340'-4349' 4 JSPF 36 holes
5538'-5540' 8/12/03 4331'-4334' 4 JSPF 12 holes
5556'-5559' 8/12/03 4292'-4295' 4]SPF 12holes
5574'-5578' 8/12/03 4283'-4287' 4 JSPF 16 holes

8/12/03 4190'-4196' 4 JSPF 24 holes
5602'-56ll' 8/13/03 4120'-4129' 4]SPF 36holes- 5615'-5618' 8/13/03 4097'-4100' 4]SPF 12holes

8/13/03 4090'-4094' 4 JSPF 16 holes
8/13/03 407l'-4087' 4]SPF 64holes
8/13/03 4031'-4035' 4]SPF 16holes

NEWFIELD -- PBTD@5883, 8/13/03 4021'-4026' 4JSPF 20holes
8/13/03 4001'-4016' 4 JSPF 60 holes

4" SHOE @590 l' 8/13/03 3989'-3993' 4 JSPF 16 holes
Walton Federal #1 16-11-9-16 TD @5903' 8/14/03 5080'-5088' 2 JSPF 16 holes

705' FSL & 704' FEL 8/14/03 5069'-5077' 2 JSPF 16 holes
8/14/03 5058'-5067' 2 JSPF 18 holes

SESE Section11-T9S-R16E 8/14/03 5044'-5054' 2JSPF 20holes
Duchesne Co, Utah 8/14/03 5001'-5029' 2 JSPF 56 holes

API #43-013-15792; Lease #U-096550 MR 9/5/03

RECEIVED October 26,



O

NEWFIELD

September 21, 2010

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-Completion
Walton Federal 1-11-9-16
Sec. 11, T9S, Rl6E
API # 43-013-15792

Dear Mr. Hill:
The subject well had new perforations added. The well was then put back on

production. Please find enclosed the sundry. If you have any questions please call me at
435-646-4874.

Sincerely,

Luc avez-N oto
AdministrativeAssistant

RECEIVED
SEP27 2010

DIV.0FOIL,GAS&MINING

Rt 3 Box 3630 10530 South Country Road #33 Myton, UT 84052 (435) 646-3721 Fax (435)



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASEDESIGNATION AND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-096550

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells belowcurrent bottom-holedepth, reenter plugged
7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU
l.TYPEOFWELL:

OILWELL GASWELL OTHER
$WELLNAMEandNUMBER:

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301315792
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 clTY Myton STATE UT ZIP 84052 435.646.3721 GREATER MBUNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 705 FSL 704 FEL COUNTY: DUCHESNE

OTR/OTILSECTION.TOWNSHIP.RANGE, MERIDIAN: SESE, I1, T9S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING O FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUGAND ABANDON O VENT OR FLAIR

S SUBSEOUENT REPORT CHANGE WELL NAME PLUGBACK O WATER DISPOSAL
(SubmitOriginalFormOnly) O CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

09/20/2010 Q CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well was recompleted and then placed back on production. The following perforations were added in the Green
River Formation:

A3 5081-5083' 3 JSPF 6 holes
A3 5072-5074' 3 JSPF 6 holes
A3 5048-5050' 3 JSPF 6 holes
A1 5018-5022' 3 JSPF 12 holes

NAME (PLEASE P ucy Cha oto TIT E Admilnistrative Assistant

(This space for State use only)

RECEIVED
SEP27 2010



15ummary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

WALTON 1-11-9-16
7/1/2010To11/30/2010

9/14/2010 Day: 1 Recompletion

WWS #5 on 9/14/2010 - MIRUSU. Heat annulus. Can't flush rods. - MIRU Western rig #5. RU
HO trk & pump 60 BW dn annulus @ 250°F. RD pumping unit & PU on rod string. Never saw
pump unseat. RU HO trk to flush rods. Pressures up to 1000 psi. Work rod string--still can't
flush (seems very waxy). SIFN.
Daily Cost: $0
Cumulative Cost: $7,595

9/15/2010 Day: 2 Recompletion

WWS #5 on 9/15/2010 - TOOH w/ rods & tbg. Perforate A3 & A1 sands - Pump 120 BW down
csg @ 250°. Attempt flushing tbg w/o success. Tbg was flowing oil. Pump 60 BW down csg @180°. TOOH w/ 91- 3/4" guided rods, 40- 3/4" plain rods, 46- 3/4" guided rods & 15' of 47th
rod. ND wellhead. Release TA. NU BOPs. RU rig floor. Pressure tbg & blew hole @ 2800 psi.
Flush tbg w/ 40 BW @ 250°. TOOH w/ tbg talleying. LD 1- 3/4" rod, 6- 1 1/2" weight rods &
rod pump. RU WLT. RIH w/ 3 1/4" gauge ring & tag @ 4902'. POOH w/ gauge ring. PsIH w/
perf guns & perforate A3 & A1 sands. POOH w/ WL. RD WLT. SWIFN.
Daily Cost: $0
Cumulative Cost: $21,967

9/16/2010 Day: 4 Recompletion

WWS #5 on 9/16/2010 - Set RBP, PU N-80 frac tbg & set pkr. Frac A1 & A3 sands. - PU & TIH
w/ 3 1/4", bit sub, 40- jts 2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH
w/ tbg & tag scale @ 5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg &
unplugged tbg. TIH w/ 21- jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'.
Circulate well clean. RD drill equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN. -

Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set RBP @ 5137'. TOOH w/ tbg. PU
pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac crew. Frac A1 & A3 sands as
detailed. Open for immediate flowback @ approx 3 BPM. Well flowed for 1 hour & died.
Recovered 180 BW. 215 BWTR. - Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set
RBP @ 5137'. TOOH w/ tbg. PU pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac
crew. Frac A1 & A3 sands as detailed. Open for immediate flowback @ approx 3 BPM. Well
flowed for 1 hour & died. Recovered 180 BW. 215 BWTR. - PU & TIH w/ 3 1/4", bit sub, 40- jts
2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH w/ tbg & tag scale @
5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg & unplugged tbg. TIH w/ 21-
jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'. Circulate well clean. RD drill
equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN.
Daily Cost: $0
Cumulative Cost: $37,150

9/20/2010 Day: 5 Recompletion

WWS #5 on 9/20/2010 - Round trip tbg, swab & release RBP. - Check pressure on well, 0 psi
csg & 400 psi tbg. Release pkr & circulate well clean. Flush tbg w/ 30 BW @ 250°. LD 150- jts
N-80 tbg & BHA. TIH w/ RH, 13- jts 2 3/8" tbg & 151- jts 2 7/8" tbg. RU swab equipment.

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&API=4301315792&Min...



Summary Rig Activity Page 2 of 2

Made 9 swab runs w/ SFL @ surface & EFL @ 1400'. No show of sand or oil. Recovered 86
bbis. TIH & circulate 50' of sand off RBP. Latch onto & release RBP. TOOH w/ 84- jts tbg,
stopped to flush tbg w/ 40 BW during TOOH.
Daily Cost: $0
Cumulative Cost: $43,831

9/21/2010 Day: 6 Recompletion

WWS #5 on 9/21/2010 - TIH w/ tbg pressure testing & TIH w/ rods - Continue TOOH w/ tbg &
LD BHA. TIH w/ production tbg as detailed (pressure testing on way in, good 3000 psi test on
bottom). RIH w/ fishing tool on sandline & retrieve standing valve. RD rig floor. ND BOPs. Set
TA @ 4600' w/ 18,000#s tension. NU wellhead. X-over for rods. PU & prime Central Hydraulic
2 1/2" X 1 3/4" X 16' X 20' RHAC rod pump. TIH w/ rods as detailed. RU pumping unit. Fill tbg
w/ 5 BW. Stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 3:30 PM w/ 86" SL & 5
SPM. 220 BWTR. Finalized
Daily Cost: $0
Cumulative Cost: $88,348

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&API=4301315792&Min...



RECEIVED: Aug. 21, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-096550 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 WALTON FED 1 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0705 FSL 0704 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

12 /1 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 NEWFIELD PRODUCTION PROPOSES TO CONVERT THE ABOVE
MENTIONED WELL FROM A PRODUCING OIL WELL TO AN INJECTION

WELL.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jill L Loyle 303 383-4135

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 8 /21 /2012

August 28, 2012

Sundry Number: 29103 API Well Number: 43013157920000Sundry Number: 29103 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well WALTON FED 1

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/1/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

NEWFIELDPRODUCTION PROPOSES TO CONVERT THE ABOVE Accepted by the
MENTIONEDWELL FROM A PRODUCING OIL WELLTO AN INJECTION Utah Division of

WELL. Oil, Gas and Mining

FOR RECORD ONLY
August 28, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,



RECEIVED: Aug. 13, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-096550 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 WALTON FED 1 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0705 FSL 0704 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /8 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/06/2013. On 08/07/2013 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/08/2013 the casing was pressured up to 1430
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 100 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /13 /2013

September 12, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well WALTON FED 1

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/8/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/06/2013. On 08/07/2013 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 08/08/2013 the casing was pressured up to 1430 Date: September 12, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 100 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2013

RECEIVED: Aug. 13,



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton,UT 84052
435-448-3721

Witness: Date § Ifi>/3 Time f.'æ
Test Conducted by:
Others Present:

Well: Fleid: m we ssoa

Well Location: ss/st sec.4rm £M API No: 43-ci 5- I

Tigga Caping Pressure

0 min 4 30 psig

5 ) o psig

10 ) 430 psig

15 ; 4 30 psig

20 µjpo psig

25 1 0 psig

30 min ; 30 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: /00 psig

Resui Pass Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

WALTON 1-11-9-16
6/1/2013To 10/30/2013

8/8/2013 Day: 3 Conversion

WWS #9 on 8/8/2013 - TOOH breaking collars, set pkr - Rig up, PU on rods unseat pump,
pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi.
Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4
per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH
breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD
27 e×tra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87
profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press
up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs
wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension.
Press up and check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbis down csg.
Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4
slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu
on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - MIRUSu, vvait
on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck,
showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up after 5 - Rig up,
PU on rods unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w
6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD
rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU
BOP RD floor. TOOH breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx
fill tbg w 23 bbis press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbis w packer fluid Set PKR @3945 C.E.
w 15000# tension. Press up and check in AM. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx
fill tbg w 23 bbis press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E.
w 15000# tension. Press up and check in AM. - MIRUSu, wait on deadman check, no truck,
showed up after 5 - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra
jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbis down csg. Then push
tbg w/35bbls reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods

http://www.inewf1d.com/denver/SumActRpt.asp?RC=152347&API=4301315792&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 2 of 3

unseat pump, pres up pump 75 bbis down csg. Then push tbg w/35bbis reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbis reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bb\s press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bb\s w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods
unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbis test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbis reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPS wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bb\s @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347&API=4301315792&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 3 of 3

unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bb\s reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 Finalized
Daily Cost: $0
Cumulative Cost: $28,258

8/9/2013 Day: 4 Conversion

Rigless on 8/9/2013 - Conduct initial MIT - On 08/07/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/08/2013 the
casing was pressured up to 1430 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 100 psig during the test. There
was not a State representative available to witness the test. - On 08/07/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/08/2013 the casing was pressured up to 1430 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 100
psig during the test. There was not a State representative available to witness the test. - On
08/07/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/08/2013 the casing was pressured up to 1430 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 100 psig during the test. There was not a State representative available
to witness the test. - On 08/07/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 08/08/2013 the casing was pressured
up to 1430 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 100 psig during the test. There was not a State
representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $53,970

Pertinent Files: Go to File List

http://www.inewf1d.com/denver/SumActRpt.asp?RC=l52347&API=4301315792&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41269 API Well Number: 43013157920000Sundry Number: 41269 API Well Number: 43013157920000

Spud Date: 4/01/1964 Walton Federal 1-11-9-16 Initial Production: 1073 BOPD,
Put on Production: 05/11/1964 100 MCFG

GL: 5501' KB: 5513' Injection Wellbore
Diagram

SURFACE CASING
.

_
FRAC JOB

CSGSlZE 9-5/8" 5/07/64 500T-5020 Frnczonensfollows: 2L,000#20/40sand E2000#
8/12 beads in 500 bbi crude oil Treated c63750 psiGRADE J-55
th 37 BPM

WEIGHT 32 2# Casing Shoe @225' 5/07/64 4735 -4746 Fi ac zone as follows: 20,000# 20/40 sand + 2000#
8/12 beads in 475 bbl crude oil Treated .4, 3700 psi (cLENGTH 7 jts (212') 32 BPM

DEPTH LANDED 225' 10/05/66 4735 -5084 Frac zone as follows: 62.000# 20/40 sand + 2000#
beads m 1750 bbl l% acetic acid Treated ry 2800 psi

HOLE SIZE 12-1/4" g 54 BPM Calc fhish 5075 gal Actrial thish 6500

CEMENT DATA 225 sxs cement gal
9/25/96 5007 -5084 Frac zone as follows: 29,760# 16/30sand in 168 bbl

SN @3939' KCI Treated cc 3450 psi 4; 13 BPM, ISIP 1990 psi
On OfTTool @3940' 9/25/96 4589 -4746 Flac zone as follows: 12.000# 16/30 sand in 212 bbl

PRODUCTION CASING g B Packer@3946' KCl Treated (2900psi 4:225BPM.ISIP2520psi

X/N Nipple @3954' 8/I I/03 5456 -5618 Frac CP1, CP2, & CP3 sands as follows:
CSG SIZE: 5-1/2"

- EOT @3955' 120.283#20/40sand in 879 Bbis Vilung I-25 fhiid
Treated 4 avg press of 3825 psi is/ avg rate of

GRADE J-55
: i , 9 I 3989'-3993' L44 BPM 1SIP 1770 psi Calc fltish: 1270 Gal

WEIGHT 15 5# - a . - Actual flush: 1218 gal
- =m p . 4000' (Squeeze) 8/12/03 4589 -4597 Re-Frac Dl sands as follows:

LENGTH L67jts (5192') ..- 2 2 400I'-4016' 20.026#20/40sandm235BbisVikmgi-25f1tiid

DEPTH LANDED 5205 Trealed ( avg press of3340 psi tri avg rate of- 4021'-4026 17 3 BPM ISlP 3850 psi Cale Bush 4587 gal
HOLE SIZE 7 7/8 TOC @4056

¯
J 403 l'-4035, Actrial flush 4410 gal

CEMENT DATA 400 sacks cmt 8/13/03 4190 -4363 Frac PB7, PBIO, & PB11 sands as follows:

2 407 I'-4087, 65.480# 20/40 sand m 485 Bbis Viking I-25 fluid
CEMENT TOP AT 4056 per CBL Treated te avg press of 3225 psi w/ arg rate of

2 4090'-4094' 23 6 BPM ISIP 3850 psi Cale Flush; 4188 gal
Actrial f1ttsh: 2142 gal (Screened Out)

CSG SIZE: 4,, I 4097'-4100'
8/13/03 3989 -4 i29 Frac GB2, GB4, and GB6 sands as follows:

2 4l20'-4 I29= 155.102#20/40 sand in 996 Bbis Viking l-25 fluid
GR>U)E J-55

Treated ä; avg press of 1950 psi w/ avg rate of
WEIGHT 1I# I 4190'-4196' 24 5 BPM ISlP 2200 psi Cale flush 3987 gal

LENGTH 1077, I 4283'-4287'
9/20/10

AR
d

06gal

DEPTH LANDED 5901 I 4292'-4295' 9/I4/\0 5018-5083 Frac A1 & A3 sands as follows:
~ 433I'-4334· 33495#20/40sand in26l bbls Lightning l7 fluid

HOLE SIZE 4 3/4" -

08/06/13 Convei t to injection Well
CEMENTDATA 201sacksemt I 4340'-4349' 08/08/L3 Conversion MITFinalized-updatelbgdetail

CEMENT TOP AT 9?99 Afler squeeze 4353'-4363'

, PERFORATION RECORD4" Liner Top @4816 4589'-4597'
5/06/64 5020' 3 SPF 03 holes

4715'-4719, 5/06/64 5013' 3 SPF 03 holes
5/06/64 5007' 3 SPF 03 holes

4735' 5/06/64 4746' 3 SPF 03 holes
4746= 5/06/64 4735' 3 SPF 03 holes

TUBING \0/5/66 5075' I SPF 01 hole
- , 10/5/66 5084' 1 SPF 01 hole

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5# 4" Liner Top @48 16
08/1982 4589'-459T 4 SPF 32 holes

NO OF JOINTS I25 jls (3927 l') -- 9/24/96 5072'-5078' 2 SPF 12 holes
5001'-5029' 9/24/96 5046'-5054' 2 SPF 16 holes

SEATÏNGNLPPLE 2-7/8"(\ 10') 5018-5022' 9/24/96 4715'-4719' 4SPF 16holes
SN LANDED AT 3939 l' KB 5044'-5054, 9/24/96 4590'-4595' 4 SPF 20 holes

7/24/03 4000' (squeeze) 4 JSPF 4 holes
ON/OFF TOOL AT 3940 2' 5048-5050' 8/1 1/03 5615'-5618' 4 JSPF L2 holes
ARROW #I PACKER CE AT 3945 71 5058'-5067· 8/11/03 5602'-561 l' 4 JSPF 36 holes

8/11/03 5574'-5578' 4 JSPF L6 holes
XO 2-3/8 x 2-7/8 J-55 AT 3949 2 5069'-5077' 8/11/03 5556'-5559' 4 JSPF 12 holes
TBG PUP 2-3/8 J-55 AT 3949 7, 5072-5074' 8/l 1/03 5538'-5540' 4 JSPF 8 holes

5072'-5078' 8/II/03 553I'-5535' 4JSPF 16holes
X/N NIPPLE AT 3953 9' 8/l 1/03 5525'-5528' 4 JSPF 12 holes
TOTAL STRlNG LENGTH EOT @3955 41 508 1-5083' 8/11/03 5456'-5472' 4 JSPF 64 holes

5080'-5088' 8/12/03 4353'-4363' 4 JSPF 40 holes
8/12/03 4340'-4349' 4 JSPF 36 holes

/ 8/12/03 4331'-4334' 4 JSPF 12 holes
5 ½" SHOE @5205' 8/12/03 4292'-4295' 4 JSPF 12 holes

8/12/03 4283'-428T 4JSPF 16holes
8/12/03 4190'-4I96' 4]SPF 24holes

5456'-5472' 8/13/03 4120'-4\29' 4JSPF 36holes
8/13/03 409T-4100' 4 JSPF [2 holes

5525'-5528' 8/13/03 4090'-4094' 4 JSPF 16 holes
5531'-5535, 8/13/03 4071'-408T 4]SPF 64holesNEWFIELD 8/l3/03 403I'-4035' 4]SPF 16holes
5538'-5540' 8/13/03 4021'-4026' 4 JSPF 20 holes
5556'-5559' 8/13/03 4001'-4016' 4JSPF 60holes

8/13/03 3989'-3993' 4 JSPF 16 holesWalton Federal 1-11-9-16 5574'-5578' 8/I4í03 5080'-5088' 2 JSPF 16 holes
705' FSL & 704' FEL 5602'-5611, 8/14/03 5069'-5077' 2]SPF 16holes

SESE Section ll-T9S-Rl6E 8/14/03 5058'-5067' 2JSPF l8holes- 56IS'-56l8' 8/ld/03 5044'-5054' 2JSPF 20holesDuchesneCo,Utah 8/l4/03 5001'-5029' 2JSPF 56holes
APl #43-013-15792; Lease #U-096550 9/14/10 5081-5083' 3 JSPF 6 holes

PBTD @5863' 9/14/10 5072-5074' 3 JSPF 6 holes
9/14/10 5048-5050' 3 JSPF 6 holes

TD @5903'
9/14/10 5018-502T 3 JSPF 12 holes

LCN



RECEIVED: Sep. 24, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-096550 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 WALTON FED 1 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0705 FSL 0704 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /20 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 9:45 AM on
09/20/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /24 /2013

November 04, 2013

Sundry Number: 42886 API Well Number: 43013157920000Sundry Number: 42886 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WALTON FED 1

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/20/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:45 AM on Accepted by the
09/20/20 13. utah Division of

Oil, Gas and Mining

Date: November 04, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/24/2013

RECEIVED: Sep. 24,



NEWFIELD

ROCKY MOUNTAINS

AU62 1 2012
August 16, 2012 elv UF0\L, GAS&M N

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Walton Federal #1-11-9-16
Monument Butte Field, Lease #UTU-096550
Section 11-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Walton Federal #1-11-9-
16 from a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

S

Eric Sundberg
Regulatory Manager

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WALTON FEDERAL #1-11-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-096550

AUGUST 16,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MlNING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Walton Federal #1-11-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-096550

Well Location: QQ SESE section 11 township 9S range 16E county Duchesne

Is thisapplication for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Willthe proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . . . . .. . . . . . . . . Yes [ ] No [ X ]
Ifthisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-15792

Proposed injection interval: from 3870 to 5863
Proposed maximum injection: rate 500 bpd pressure 1735 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Manager Date ty
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Walton Federal #1
Spud Date: 4/01/1964 1-11-9-16 FRAC JOB
GL: 5501' KB: 5513'

5/07/64 500T-5020' Frac zone as follows:Proposed Injection 21,000#20/40 sand + 2000# 8/12 beads in 500 bblInitial Production: 1073 BOPD, Wellbore Diagram crude oil. Treated@ 3750 psi @37 BPM.
100 MCFG 5/07/64 4735'-4746' Frac zone as follows:

20,000#20/40 sand + 2000#8/12 beads in 475 bbl
crude oil. Treated@ 3700 psi @32 BPM.

10/05/66 4735'-5084' Frac zone as follows:

SURFA CE CASING 62,000#20/40 sand + 2000#beads in 1750bbl 1%
Casing Shoe @225' I acetic acid. Treated @2800 psi @54 BPM. Calc.

CSG SIZE:9-5/8" flush: 5075 gal. Actual flush: 6500 gal.

GRADE: J-55 9/25/96 5007'-5084' Frac zone as follows:
Packer 3839' 29,760# 16/30 sand in 168 bbl KCl. Treated @

WEIGHT: 32.2#
= I 3989'-3993, 3450 psi @ 13 BPM, ISIP 1990 psi.

LENGTH: 7 jts. (212') 9/25/96 4589'-4746' Frac zone as follows:
4000' (Squeeze) 12,000# 16/30 sand in 212 bbl KCl. Treated @DEPTH LANDED: 225'
4001'-4016' 2900 psi @22.5 BPM, ISIP 2520 psi.

HOLE SIZE:12-l/4" 4021'-4026, 8/11/03 5456'-5618' Frac CP1, CP2, & CP3 sands as follows:
CEMENT DATA: 225 sxs cement 120,283#20/40 sand in 879 Bbis Viking I-25 fluid.

TOC 4056'
4031'-4035' Treated @avg. press of 3825 psi w/ avg. rate of

4071'-4087' 14.4 BPM, ISIP: 1770 psi. Cale flush: 1270 Gal.
PRODUCTION CASING Actualflush: 1218gal.

4090'-4094' 8/12/03 4589'-4597' Re-Frac Dl sands as follows:
CSG SIZE: 5-1/2" i 2 4097'-4100' 20,026#20/40 sand in 235 Bbls Viking I-25 fluid.

GRADE: J-55 |2 I 4120'-4129. Treated@ avg. press of 3340 psi w/ avg rate of
17.3 BPM. ISIP 3850 psi. Cale flush; 4587 gal.

WEIGHT: 15.5# |i : 4190'-4196' Actual flush: 4410 gal.

LENGTH: 167jts. (5192') |i I 4283'-4287' 8/13/03 4190'-4363' Frac PB7, PB10, & PBll sands as follows:

DEPTH LANDED: 5205' |§ : 4292'-4295' 65,480#20/40 sand in 485 Bbls Viking I-25 fluid.
Treated @avg. press of 3225 psi w/ avg rate of

HOLE SIZE: 7 7/8" I 4331'-4334' 23.6 BPM, ISIP: 3850 psi. Calc. Flush: 4188 gal.

CEMENT DATA: 400 sacks cmt- I 4340'-4349, Actual flush: 2142 gal. (Screened Out)
8/13/03 3989'-4129' Frac GB2, GB4, and GB6 sands as follows:

CEMENT TOP AT: 4056' per CBL I 4353'-4363'
155,l02#20/40 sand in 996 Bbls Viking I-25 fluid.

: 4589'-4597' Treated @ avg. press of 1950 psi w/ avg. rate of

CSG SIZE: 4" 24.5 BPM. ISIP:2200 psi. Calc flush: 3987 gal.
Actual flush: 3906 gal.

GRADE: J-55 9/20/10 Re-Completion
WEIGHT: l l# 2 4715'-4719' 9/14/10 5018-5083' Frac Al & A3 sands as follows:
LENGTH: 1077' I 4735' 33495#20/40 sand in 261 bb1sLightning 17 fluid.

DEFTH LANDED: 5901' I 4746'

HOLESIZE: 43/4" PERFORATION RECORD
CEMENT DATA: 201 sacks cmt. 5/06/64 5020' 3 SPF 03 holes
CEMENT TOP AT: ????? After squeeze " - 4" Liner Top @48 16' I

37
3

4" Liner Top @4816' 5/06/64 4746' 3 SPF 03 holes
5/06/64 4735' 3 SPF 03 holes

TUBING 5001'-5029, 10/5/66 5075' l SPF Ol hole
10/5/66 5084' l SPF 01 hole

5018-5022' 08/1982 4589'-459T ?? holes
SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5# 9/24/96 5072'-5078' 2 SPF 12holes
NO. OF JOINTS: 146 jts (4588.2') 5044'-5054' 9/24/96 5046'-5054' 2 SPF 16 holes

9/24/96 4715'-4719' 4 SPF 16 holes
TUBING ANCHOR: 4600.2' 5048-5050'

9/24/96 4590'-4595' 4 SPF 20 holes
NO. OF JOINTS: 2 jts (62.9') 5058'-506T 7/24/03 4000' (squeeze) 4 JSPF 4 holes

8/11/03 5615'-5618' 4 JSPF 12 holes
SEATING NIPPLE: 2 7/8" (1.10') 5069'-5077 8/11/03 5602'-5611' 4 JSPF 36 holes
SN LANDED AT: 4666' KB 5072-5074' 8/11/03 5574'-5578' 4 JSPF 16 holes

NO. OF JOINTS: I jts (31')
5072'-5078, 1 5 549 4 J F 12 es

TOTAL STRING LENGTH: EOT @4796' W/ 12' KB 5081-5083' 8/11/03 5531'-5535' 4 JSPF 16 holes
5080'-5088' 8/11/03 5525'-5528' 4 JSPF 12 holes

8/11/03 5456'-5472' 4JSPF 64holes
8/12/03 4353'-4363' 4 JSPF 40 holes
8/12/03 4340'-4349' 4 JSPF 36 holes

5 ½" SHOE @5205' 8/12/03 4331'-4334' 4 JSPF 12 holes
8/12/03 4292'-4295' 4 JSPF 12 holes
8/12/03 4283'-4287' 4 JSPF 16 holes

5456'-5472' 8/12/03 4190'-4196' 4 JSPF 24 holes
8/13/03 4120'-4129' 4 JSPF 36 holes

5525'-5528' 8/13/03 4097'-4100' 4 JSPF 12 holes
5531'-5535' 8/13/03 4090'-4094' 4 JSPF 16 holes
5538'-5540, 8/13/03 4071'-4087' 4 JSPF 64 holes

8/13/03 4031'-4035' 4 JSPF 16 holes
5556'-5559' 8/13/03 4021'-4026' 4 JSPF 20 holes

8/13/03 4001'-4016' 4JSPF 60holes
5574'-5578' 8/13/03 3989'-3993' 4JSPF 16holes

NEWFIELD 5602'-5611, 44 SS

5615'-5618' 8/14/03 5058'-5067' 2 JSPF 18 holes
8/14/03 5044'-5054' 2 JSPF 20 holes

Walton Federal #1 1-11-9-16
- PBTD @5863' 8/14/03 5001'-5029' 2 JSPF 56 holes

705' FSL & 704' FEL TD 5903, 9/14/10 5081-5083' 3 JSPF 6 holes
9/14/10 5072-5074' 3 JSPF 6 holes

SESE Section ll-T9S-Rl6E 9/14/10 5048-5050' 3]SPF 6holes
Duchesne Co, Utah 9/14/10 5018-5022' 3 JSPF 12 holes
API #43-013-15792; Lease #U-096550

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Walton Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Walton Federal #1-11-9-16 from a producing oil
well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Walton Federal #1-11-9-16
well, the proposed injection zone is from Garden Gulch to Basal Carbonate (3870' -

5863'). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3546' and the TD is at 5903'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Walton Federal #1-11-9-16 is on file with the Utah Division of
Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-096550) in the
Monument Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1

and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 9-5/8", 32.2# surface casing run to 225' KB, and 5-1/2", 15.5#
casing run from surface to 5205' KB and 4", 11# casing run from 4816' to 5901' KB. A
casing integrity test will be conducted at the time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1735 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Walton Federal #1-11-9-16, for existing
perforations (3983' - 5618') calculates at 0.76 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1735 psig. We may add additional perforations between 3546' and 5903'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Walton Federal #1-11-9-16, the proposed injection zone (3870' - 5863') is in the
Garden Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a
very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-23.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves

will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-16E SLM USA Newfield Production Company USA

Section 11: E2, NW, NESW UTU-096550 Newfield RMI LLC
Section 12: NW HBP ABO Petro Corp
Section 14: N2NE, SENE, NESE MYCOIndustries Inc

OXYY-1 Company
Yates Petroleum Corp

2 T95-R16E SLM USA Newfield Production Company USA

Section 12: SW UTU-035521-A Newfield RMI LLC
HBP ABO Petro Corp

Carl B Field
Montana &Wyoming Oil Company
MYCOIndustries Inc
OXYY-1 Company
Vaughey &Vaughey
Bonnie BWarne
John R Warne
Yates Petroleum Corp

3 T9S-R16E SLM USA Newfield Production Company USA

Section 13: NWNE, NENW, S2N2, S2 UTU-64805 Newfield RMI LLC
HBP ABO Petro Corp

MYCOIndustries Inc
OXYY-1 Company
Yates Petroleum Corp

4 T9S-R16E SLM USA Newfield Production Company USA

Section 13: NENE,NWNW UTU-75039 Newfield RMI LLC
HBP ABO Petro Corp

MYCOIndustries Inc
OXYY-1 Company
Yates Petroleum Corp

Wa Iton 1-11 Page1 of



5 T9S-R16E SLM USA Newfield Production Company USA

Section 11: W2SW, SESW UTU-096547 Newfield RMI LLC
Section 14: SWNE, W2, W2SE, SESE HBP ABO Petro Corp

MYCOIndustries Inc
OXYY-1 Company
Yates Petroleum Corp

Walton 1-11 Page2 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Walton Federal #1-11-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:

Eric Sundberg
Regulatory Manager

Sworn to and subscribed before me this day of / , 2012.

Notary Public in and for the State of Colorado: ///‡
MyCommissionExpires

. 02/10/2013My Commission



ATTACHMENTE
Walton Federal #1

Spud Date: 4/01/1964 1-11-9-16 FRAC JOB
GL: 5501' KB: 5513'

Wellb 5/07/64 5007'-5020' Frac zone as follows:

Initial Production: 1073 BOPD
ore Diagram 21,000#20/40 sand + 2000#8/12 beads in 500 bbl

' crude oil. Treated@ 3750 psi @37 BPM.
100 MCFG 5/07/64 4735'-4746' Frac zone as follows:

20,000#20/40 sand + 2000# 8/12 beads in 475 bbl
crude oil. Treated@ 3700 psi @32 BPM.

10/05/66 4735'-5084' Frac zone as follows:

SURFACE CASING
62,000#20/40sand+2000#beadsin 1750bbl l%

Casing Shoe @225' acetic acid. Treated@ 2800 psi @54 BPM. Calc.

CSG SIZE: 9-5/8" flush: 5075 gal. Actual flush: 6500 gal.

GRADE: J-55 9/25/96 5007'-5084' Frac zone as follows:
29,760# 16/30 sand in 168bbl KC1.Treated @

WEIGHT: 32.2#
I 3989'-3993, 3450 psi @13 BPM, ISIP 1990 psi.

LENGTH: 7 jts. (212') 9/25/96 4589'-4746' Frac zone as follows:
4000' (Squeeze) 12,000# 16/30sand in 212 bbl KC1.Treated@

DEPTH LANDED: 225'
4001'-4016' 2900 psi @22.5 BPM, ISIP 2520 psi.

HOLE SIZE:12-l/4"
: 4021'-4026, 8/11/03 5456'-5618' Frac CP1, CP2, & CP3 sands as follows:

CEMENT DATA: 225 sxs cement 120,283#20/40 sand in 879 Bb1sViking I-25 fluid.
I 4031'-4035' Treated @avg. press of 3825 psi w/ avg. rate of

TOC @4056'
- , 14.4 BPM. ISIP: 1770 psi. Calc flush: 1270Gal.

PRODUCTION CASING - 4071'-4087
Actual flush: 1218 gal.

4090'-4094' 8/12/03 4589'-4597' Re-Frac D1 sands as follows:

CSG SIZE: 5-1/2" 4097'-4100' 20,026#20/40 sand in 235 Bb1sViking I-25 fluid.

GRADE: J-55 4120'-4129, Treated @avg. press of 3340 psi w/ avg rate of
17.3 BPM. ISIP 3850 psi. Calc flush: 4587 gal.

WEIGHT: 15.5# 2 4190'-4196' Actual flush: 4410 gal.

LENGTH: 167jts. (5192') : 4283'-4287' 8/13/03 4190'-4363 Frac PB7, PB10, & PB11 sands as follows:

DEPTH LANDED: 5205' I 4292'-4295' 65,480#20/40 sand in 485 Bb1s Viking I-25 fluid.
Treated@ avg. press of3225 psi w/ avg rate of

HOLE SIZE: 7 7/8" I 4331'-4334' 23.6 BPM. ISIP: 3850 psi. Calc. Flush: 4188 gal.

CEMENT DATA: 400 sacks cmt. I 4340'-4349, Actual flush: 2142 gal. (Screened Out)
8/13/03 3989'-4129' Frac GB2, GB4, and GB6 sands as follows:

CEMENT TOP AT: 4056' per CBL 4353'-4363'
155,102#20/40 sand in 996 Bb1s Viking I-25 fluid.

I 4589'-4597' Treated@ avg. press of 1950psi w/ avg. rate of

CSG SIZE: 4" SN @4666, 24.5 BPM. ISIP: 2200 psi. Cale flush: 3987 gal.
Anchor 4600' Actual flush: 3906 gal.

GRADE: J-55 9/20/10 Re-Completion
WEIGHT: ll# I 4715'-4719' 9/14/10 5018-5083' Frac A1 & A3 sands as follows:

LENGTH: 1077' I 4735' 33495#20/40 sand in 261 bb1sLightning 17 fluid.

DEPTH LANDED: 5901' 4746'

HOLESIZE: 43/4" PERFORATION RECORD
CEMENT DATA: 201 sacks cmt.

EOT @4796'
5/06/64 5020' 3 SPF 03 holes

CEMENT TOP AT: ????? After squeeze 5/06/64 5013' 3 SPF 03 holes
4" Liner Top @4816' 5/06/64 5007' 3 SPF 03 holes

4" Liner Top @4816' 5/06/64 4746' 3 SPF 03 holes
5/06/64 4735' 3 SPF 03 holes

TUBING 5001'-5029, 10/5/66 5075' 1SPF 01hole
10/5/66 5084' l SPF 01 hole

5018-5022' 08/1982 4589'-4597' ?? holes
SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5# 9/24/96 5072'-5078' 2 SPF 12 holes

NO. OF JOINTS: 146jts (4588.2') 5044'-5054' 9/24/96 5046'-5054' 2 SPF 16holes
9/24/96 4715'-4719' 4 SPF 16holes

TUBING ANCHOR: 4600.2'
5048-5050'

9/24/96 4590'-4595' 4 SPF 20 holes

NO. OF JOINTS: 2 jts (62.9') 5058'-5067' 7/24/03 4000' (squeeze) 4 JSPF 4 holes
, 8/11/03 5615'-5618' 4 JSPF 12holes

SEATING NIPPLE: 2 7/8" (1.10') 5069'-5077 8/11/03 5602'-5611' 4 JSPF 36 holes

SN LANDED AT: 4666' KB 5072-5074' 8/11/03 5574'-5578' 4 JSPF 16holes
8/11/03 5556'-5559' 4 JSPF 12holes

NO. OF JOINTS: 1jts (31') 5072'-5078 8/11/03 5538'-5540' 4 JSPF 8 holes

TOTAL STRING LENGTH: EOT @4796' W/ 12' KB 5081-5083' 8/11/03 5531'-5535' 4 JSPF 16holes
5080'-5088, 8/11/03 5525'-5528' 4 JSPF 12holes

8/11/03 5456'-5472' 4 JSPF 64 holes
8/12/03 4353'-4363' 4 JSPF 40 holes

SUCKER RODS 8/12/03 4340'-4349' 4JSPF 36holes
5 ½" SHOE @5205' 8/12/03 4331'-4334' 4 JSPF 12 holes

POLISHED ROD: 1 1/2" x 22' SM
8/12/03 4292'-4295' 4 JSPF 12 holes
8/12/03 4283'-4287' 4 JSPF 16holes

SUCKER RODS: 1-2' x ¾", 2-8' x 3/4" pony rods, 91- ¾" guided rods, 5456'-5472' 8/12/03 4190'-4196' 4 JSPF 24 holes
40 - ¾" sucker rods, 28 - ¾" guided rods, 20 - ¾" 4per guided rods, 6-1 8/13/03 4120'-4129' 4 JSPF 36 holes
1/2"sinkerbars 5525'-5528' 8/13/03 4097'-4100' 4JSPF 12holes

PUMP SIZE:2 1/2" x 1 3/4" x 16' x 20' RHAC
5531'-5535' 8/13/03 4090'-4094' 4 JSPF 16holes
5538'-5540, 8/13/03 407l'-4087' 4 JSPF 64 holes

STROKE LENGTH: 86 8/13/03 4031'-4035' 4 JSPF 16holes

PUMP SPEED, SPM: 5 SPM 5556'-5559' 8/13/03 4021'-4026' 4 JSPF 20 holes
8/13/03 4001'-4016' 4 JSPF 60 holes

5574'-5578' 8/13/03 3989'-3993' 4 JSPF 16holes

MMIES 5602'-5611' 3
5615'-5618' 8/14/03 5058'-506T 2 JSPF 18holes

8/14/03 5044'-5054' 2 JSPF 20 holes
Walton Federal #1 1-11-9-16 PBTD @5863' 8/14/03 5001'-5029' 2 JSPF 56 holes

705' FSL & 704' FEL TD @5903= 9/14/10 5081-5083' 3 JSPF 6 holes
9/14/10 5072-5074' 3 JSPF 6 holes

SESE Section 11-T9S-R16E 9/14/10 5048-5050' 3 JSPF 6 holes
Duchesne Co, Utah 9/14/10 5018-5022' 3 JSPF 12holes

API #43-013-15792; Lease #U-096550
L:CN



ATTACHMENTE-!
Walton Federal #2-14-9-16

Spud Date: 5/23/1964
Put on Production: 7/03/1964 Initial Production: 50 BOPD, 75 MCFD

GL: 5546' KB: 5558, Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 9-5/8" 6/20/64 4724', 4735' Frac sand as follows:

GRADE: J-55 11,500#20/40 sand in 300 bbls crude

WEIGHT: 32.2# . ,

oil, + 4000#8/12 beads in 8000 gal.
Casmg Shoe @232 crude oil. Treated @avg press of 4350

LENGTH: 7 jts. (221') psi w/avg rate of25 BPM.

DEPTH LANDED: 232' KB 6/23/64 4554', 4560' Frac sand as follows:

HOLE SIZE:12-l/4" 12,600#20/40 sand in 326 bb1s crude

CEMENT DATA: 200 sxs Class "G" cmt. oil, + 4000#8/12 beads in 8000 gal.
crude oil. Treated@ avg press of4200
psi w/avg rate of 25 BPM.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 151jts. (4846')

DEPTH LANDED: 485T

HOLE SIZE: 7-7/8"

CEMENT DATA: 325 eft 10% salt saturated cement.

CEMENT TOP AT: 3576'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140 jts (4440.44') KB

TUBING ANCHOR: 4444.19'

NO. OF JOINTS: 9 jts (4731.75')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4733.05' KB

NO. OF JOINTS: 1jts Perf Sub (4737.05')

NO. OF JOINTS: 1jts (4768.73')

TOTAL STRING LENGTH: EOT @4768.73' Cement Top@ 3576' ; ;

SUCKER RODS

POLISHED ROD: 1-1/4" x 22' SM

SUCKER RODS: 44-3/4" plain rods; 136-3/4" guided rods, 8-3/4" plain rods

PUMP SIZE:2-l/2" x 1-1/2" x 16' RHAC

STROKE LENGTH: " Anchor @4444'

PUMP SPEED, SPM: SPM i 4554'
LOGS: DIGUSP/GR/CAL T 4560'

PERFORATION RECORD

4724' 6/16/64 4735' 5 SPF 05holes
4735' 6/16/64 4724' 5 SPF 05 holes

SN @4733' 6/23/64 4560' 5 SPF 05 holes
EOT@ 4768' 6/23/64 4554' 5 SPF 05 holes

Top of fill @4793'

PBTD @~4857'

TD @5200'

Walton Federal #2-14-9-16
542' FNL & 1869' FEL
NWNE Section 14-T9S-R16E
Duchesne Co, Utah
API #43-013-15793; Lease #UTU-096550



Sundry Number: 28685 API Well Number: 43013310030000 CLC vn-e
/

Walton 34-11-9-16
Spud Date: 10-26-84

Put on Production: 12-12-84
[njection Wellbore

GL: 5534' KB: 5545' Diagram

FRAC JOB

4876-4805' Frac with 117800#20/40 sand in 53560 gal

SURFACE CASING
CSG SIZE. 8-5/8"

01-Ob98 Convert to Injection well

GRADE: K-55
5-20-05 5-YR MIT

WEIGHT 24#
9-3-08 Zone Stimulation

LENGTH 6 jts. (25 l')
4-21-10 S-VR MIT

DEPTH LANDED 263'

HOLE SIZE. 12-¼"

CEMENT DATA 210 svs Class "G"

PRODUCTION CASING TOC@ 1665 -
-

CSG SIZE 5-½"

GRADE K-55

WEIGHT 14#& 15.5#

LENGTH. I 13 jts. 14# K-55 (458 1 38')
35jts 155#K-55(1414')

DEPTHLANDED 5995.54'

HOLE SIZE 7-7/8"

CEMENT DATA. 131 sxs HiLill & 687 sxs
Class "H"

CEMENTED TOP 1665' per CBL 12/5/84

TUBING
SIZE/GRADE/WT 2-7/8" / M-50 / 6 5#

NO OF JOINTS. 142 jts (4473')

HRP PKR LANDED AT 4490'

NO OF JOINTS 4 jts

WX LANDING NIPPLE 2-7/8"

PERF SUB 2-7/8" (6 )
NO OF JOINTS 1 jt

PERF SUB. 2-7/8" (6')

PBR SEAL ASSY 2-7í8" (5')

ARROWSET 1-X PKR LANDED AT 4670'

W.L REENTRY GUIDE 2-7/8"

SIZE!GRADE/WT 1.90" IJ / 1-55 / 2.76¾ Packer @4490
NO OF JOINTS 148 jts (4662')

TOTAL STRING LENGTH 4680'

4591-4596'

Packer @4670
EOT@4680'

4744-4753'

4876-4882'
4884-4886'

4888-4892'

4901-4905'
PERFORATIONRECORD

4591-4596 2 JSPF 10 holes
4744-4753 2 JSPF 18 holes
4876-4882 2 JSPF 12 holes
4884-4886 2 JSPF 8 holes
4888-4892 2 JSPF 8 holes

NEWFIELD
4901-4905 2]SPF Sholes

\ PBTD @5942'

Walton 34-11-9-16 TD @6000'

537' FSL & 2092' FEL
SW/SE Section 11-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31003; Lease #U-096550

KS



ATTACHMENTE3
SpudDate:8/30/93 BRÏCTOn Monument Fed 23-11
Put on Production: 10/21/93
Put on Injection: 10/29/94 Initial Production: 110 BOPD,

GL: 5621' KB: 5631, Injection Wellbore 165 MCFD, 20 BWPD
Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 9/28/93 5155'-518 l' Frac zone as follows:

GRADE: J-55 28,200#20/40 sand + 29,180# 16/30

WEIGHT: 24#
sand in 386 bb1sViking 1-35fluid.
Treated @avg press of 1800 psi w/avg

LENGTH: 6 jts. (225.31') -
- rateof25.1 BPM. ISIP 1900 psi. Calc.

DEPTH LANDED: 277' KB
flush: 5155 gal. Actual flush: 5082 gal.

HOLE SIZE:12-l/4', 10/01/93 4840'-4998' Frac zone as follows:

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bbls cmt to surf.
30,700#20/40 sand + 29,500# 16/30
sand in 562 bbis 2% KCI fluid. Treated
@avg press of2200 psi w/ave rate of
25 BPM. ISIP 1600 psi. Calc. flush; 4840

gal. Actual flush: 4830 gal.

10/01/93 4710'-4718' Frac zone as follows:

20,000# 16/30 sand in 277 bb1s2% KCl
fluid. Treated@ avg press of2500 psi

PRODUCTION CASING w/averateofl9.5BPM.ISIP2000psi.
CSG SIZE: 5-1/2" Cement Top@ 2510'

- - Calc. flush: 4710 gal. Actual flush; 4704
gal.

GRADE: K-55
8-23-05 5579-5590' Frac CP1 & CP2 sands as follows:

WEIGHT: 15.5# 13508#'s 20/40 sand in 167 bbls of
LENGTH: 140jts. (5674.08') Lightning 17 frac fluid. Treated@ ave

DEPTH LANDED: 5730.67, pr e of27240 aaveratseof444 l

HOLE SIZE: 7-7/8" gal. Actual flush 1344gals.

CEMENT DATA: 90 sxs Hifill & 350 sxs 50/50 POZ. 8-23-05 4444-4452' Frac PB11 sands as follows:
14452#'s 20/40 sand in 156 bb1sof

CEMENT TOP AT: 2510 per CBL Lightning 17 frac fluid. Treated @ave
pressure of 3025 psi w/ave rate of 14
BPM. ISIP 2200 psi. Calc. flush:1325
gal. Actual flush 1092 gals.

TUBING & K EOT4017' 8-23-05 4152-4234' FracGB4 & GB6 sands as follows:

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# SN 4013' 46326#'s 20/40 sand in 381 bb1sof

NO. OF JOINTS: 128jts (4002.91') Packer @4014' Lightning 17 frac fluid. Treated @ave
pressure of 2581 psi w/ave rate of 14 . I

SEATING NIPPLE: 2-7/8" (1.10') 4062-4068' BPM. ISIPl900 psi. Calc. flush:ll75

SN LANDED AT: 4012.91' KB
4152-4158, gal. Actual flush 966 gals.

5 1/2"ARROWSET PACKER: 4014' KB
10/09/08 Zone Stimulation. Injection Tubing

4212-4224' updated.
TOTAL STRING LENGTH: EOT @4017.26' KB 4228-4234' 05/20/10 Tubing Leak. Tubing detail updated.

4444-4452'

4710-471T
4836-4844'

4848-4850'

4858-4864, PERFORATION RECORD

4962-4968> 9/27/93 5171'-518l' 2JSPF 20holes
9/27/93 5155'-5162' 2JSPF 14holes

4986-49892 9/27/93 4998', 4996', 4994', 4992', 4988',
4984', 4968', 4962', 4864', 4858',

4992-4998' 4864', 4858' l JSPF 12holes
10/01/93 4710'-4717' 2 JSPF 14holes

5155-5162' 10/09/94 4992'-4998' 2 JSPF 12 holes
10/09/94 4986'-4989' 2 JSPF 06 holes
10/09/94 4962'-4968' 2 JSPF 12 holes

5171-5181'
10/09/94 4858'-4864' 2JSPF 12holes

5579-5590' 10/09/94 4848'-4850' 2 JSPF 04 holes
10/09/94 4836'-4844' 2 JSPF 16holes

5628-5637' 8-22-05 5579-5590' 4 JSPF 44 holes
8-22-05 5628-5637' 4 JSPF 36 holes
8-22-05 4062-4068' 4 JSPF 24 holes
8-22-05 4152-4158' 4 JSPF 24 holes
8-22-05 4212-4224' 4 JSPF 48 holes
8-22-05 4228-4234' 4 JSPF 24 holes
8-22-05 4444-4452' 4 JSPF 32 holes

\ D
@D@50683'

Balcron Monument Fed 23-11
1787 FSL 2147 FWL

NESW Section ll-T9S-Rl6E
Duchesne Co, Utah

TW OS/09/10
API #43-013-31369; Lease



ATTACHMENTE-4

Balcron Monument Federal 24-12J-9-16
Spud Date: 11/8/93
Put on Production: 12/30/93

GL: 5495' KB: 5505'
Wellbore Diagram

FRAC JOB

12/22/93 4080'-4123'Frac Frac sands as follows:

SURFACE CASING
with33085#16-30sandin

Cement Top@ 279' 500 bbls of YFl55 2% KCl water.

CSG SIZE: 8-5/8" Casing Shoe @279' -
•

GRADE: J-55 12/17/93 4746'-4750' Frac sands as follows:
with 13978# 16-30 sand in 247 bbls of

WEIGHT: 24# YFl55 2% KCl water. Screened out

LENGTH: 6jts. (271.28')
during flush. ATR 15BPM @2500 psi,
max 3350 psi. I SI P 2450 psi, 10 min -

DEPTH LANDED: 279' 1488psi, 15 min - 1484psi.

HOLE SIZE: 12-1/4"
12/14/93 Frac sands as follows:

CEMENT DATA: 150 sxs Class "G" cmt Screened out - no details available.

12/7/09 Parted rods. Updated rod and tubing
details.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 129jts. (5676.22')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 5685.22'

CEMENT DATA: 204 sxs Prem. Lite II mixed & 215 sxs 50/50 POZ.

CEMENT TOP AT: 279'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 | 6.5#

NO. OF JOINTS: 172 jts (5361')

TUBING ANCHOR: 5371.7'

NO. OF JOINTS: I jts (64.2')

SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 5438.7' KB

NO. OF JOINTS: 2 jts (5439.8')

TOTAL STRING LENGTH: EOT @5503'

SUCKER RODS

POLISHED ROD: l-l/4" x 22'

SUCKER RODS: 77- ¾" guided rods (4 per), l14- ¾" sucker rods, 20- ¾» 4080-4086'

guided rods (4 per), 6- I ½" weight bars 4118-4123'

PUMP SIZE:2 ½ xl 1/2 x 16' RHAC

STROKE LENGTH: 76 4746-4750'

PUMP SPEED: 4.5 SPM

Anchor@5372, PERFORATION RECORD
4080'-4086' 2 JSPF 12holes

SN@5439' 4ll8'-4123' 2JSPF 10holes
5476-5485' 4746'-4750' 2 JSPF 8 holes

5476'-5485' 2 JSPF 18holes
EOT @5503'

NEWFIELD PBTD @5634'

\ TD @5700'

Balcron Monument Federal 24-12J-9-16
539' FSL & 1777' FWL

SE/SW Section 12-T9S-Rl6E
Duchesne Co, Utah

API # 43-013-31409; Lease # U-035521-A
KC



ATTACHMENTE 6
Balcron Mon Fed 33-11J-9-16

Spud Date: 6/16/1994
Put on Production: 7/25/1994 Initial Production: 51.6 BOPD,
GL: 5608' KB: 5618' Injection Wellbore 31.5 MCFD, 8.4 BWPD

Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/06/94 519 l'-5208' Frac A3 zone as follows: 36,800#
16/30sand in 380 bbis Viking I-35 fluid.

GRADE: J-55 Treated @avg press of 1900 psi w/avg

WEIGHT:24# Casing shoe@ 276' rateof30 BPM. ISIP 1800 psi. Calc.

LENGTH: 6 jts.(266.45')
flush: 5191 gal. Actual flush: 5166 gal.

7/11/94 4861'-4883' Frac C-sd zone as follows: 53,640#
DEPTH LANDED: 276.45' 16/30 sand in 469 bb1sViking I-35 fluid.

HOLE SIZE:12-l/4" Treated@ avg press of2500 psi w/avg
rateof 30.4 BPM. ISIP 2000 psi. Calc.

CEMENT DATA: 165 sxs Class "G" cmt, est 5 bb1scmt to surf flush: 4861 gal. Actual flush: 4830 gal.

7/9/03 5590'-5652' Frac CP1/CP2 sands as follows:
59,124#20/40 sand in 471 bb1sViking
I-25 fluid. Treated@ avg press of2896
psi w/avg rate of 14 BPM. ISIP 1840
psi. Calc. flush: 1427gal. Actual flush:
1302gal.

PRODUCTION CASING 7/9/03 4213'-4239' FracGB6sandsasfollows: 60,810#

CSG SIZE: 5-1/2,, Cement Top@ 2090'
- 20/40 sand in 462 bbls Viking I-25 fluid.

GRADE: J-55
Treated @avg press of 1567psi w/avg
rate of24 BPM. ISIP 1930 psi. Calc.

WEIGHT: 15.5# flush: 4211 gal. Actual flush; 4116 gal.

LENGTH: 135jts. (5780.91') 3/27/09 Parted rods. Updated r & t details.

DEPTH LANDED: 5791.51' KB 5/3/2010 Pump changed. Updated rod and tubing

HOLE SIZE: 7-7/8,, detail.

CEMENT DATA: 240 sxs Super "G" & 243 sxs 50/50 POZ.
09/14/11 Convert to Injection well

CEMENT TOP AT: 2090' per CBL
09/19/11 nversion MIT Finalized - updatetbg

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 128jts (4138.5')

CE@4l48.5'

NO. OF JOINTS: 20 jts (641.6')

XO 2 7/8" x 2 3/8" x-over@ 4798.8'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4799.3' KB Packer @4148'

XO 2 7/8" x 2 3/8" x-over @4800.4'

STINGER @4801.0'

CE @4801.3' 4237'-4239'
TOTAL STRING LENGTH: EOT @4806'

PERFORATION RECORD

7/8/03 4213'-4222' 4 JSPF 36 holes
7/8/03 4227'-4235' 4 JSPF 32 holes
7/8/03 423T-4239' 4 JSPF 8 holes
7/8/03 5590'-5597' 4 JSPF 28 holes

Packer @4801' 7/8/03 5634'-5652' 4 JSPF 72 holes
- EOT 4806' 6/30/94 5200'-5208' 4 JSPF 32 holes

4861'-4864' (sqzd) 6/30/94 5191'-5195' 4 JSPF 16 holes
4868'-4883' (sqzd) 7/08/94 4868'-4883' 4 JSPF 60 holes

7/08/94 486l'-4864' 4JSPF 12holes
5191'-5195'

5200'-5208'

5590'-5597'

5634'-5652

PBTD @5747'
SHOE @5792'

Balcron Mon Fed 33-11J-9-16
1970' FSL & 203 l' FEL

NW/SE Section ll-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31451; Lease #UTU-096550
LCN



ATTACHMENTEG
Spud Date: 8/23/93 Monument Federal 32-11 J-9-16
Put on Production: 10/06/93 Initial Production: 25 BOPD,
GL: 5577' KB: 5587' Injection 15 MCFD, 10 BWPD

Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9/20/93 5154'-5170' Frac zone as follows:

GRADE: J-55
43,460#16/30 sand in 509 bb1sfrac fluid.
Treated@ avg press of 1800 psi w/avg

WEIGHT: 24# rateof20 BPM. ISIP 1635 psi. Calc.

LENGTH: 7 jts. (267.54')
flush: 5154 gal, Actual flush: 4914 gal.

DEPTH LANDED: 275'
9/22/93 4740'-4744' Frac zone as follows:

10,000# 16/30 sand in 271 bbis frac fluid.

HOLE SIZE:12-l/4" Treated@ avg press of2900 psi w/avg

CEMENT DATA: 150 sxs Premium, est 4 bb1scmt to surf.
rateof 13 BPM. ISIP 1850 psi. Calc.
flush; 4740 gal, Actual flush: 4703 gal.

1994 Convert to Injection well

6/6/05 5 Yr MIT

10/07/09 Zone Stimulation. No tubing or rod detail.

4/29/10 5 Yr MIT

PRODUCTION CASING CementTop@1420' y
-

CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 133jts. (5722')

DEPTH LANDED: 5774.96'

HOLE SIZE: 7-7/8"

CEMENT DATA: 231 sxs Hilift & 35 I sxs Class "G".

CEMENT TOP AT: 1420' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140jts (4339.9')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4339.9' KB

CE @4341'

TOTAL STRING LENGTH: EOT @4348'

H - E Packer@4341'

- EOT@4348'

4740'-4744' D-1 sds

5154'-5170' A-1 sds
PERFORATION RECORD

9/17/93 5154'-5170' 2 JSPF 12holes
9/22/93 4740'-4744' 2 JSPF 08 holes

SN @4340'

EOT@ 4348'
PBTD @5730'
TD @5800'

Monument Federal 32-11J-9-16
2059' FNL & 1763' FEL

SWNE Section ll-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31386; Lease #U-096550



ATTACHMENTE7
Spud Date: 12/01/93 Monument Fed. 41-14J-9-16
Put on Production: 1/07/94
Put on Injection: 10/29/93 Initial Production: 20 BOPD,

GL: 5529' KB: 5539, Injection Wellbore 60 MCFD, 10 BWPD
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/23/93 5043'-5052' Frac sand as follows:

GRADE: J-55 12,500#20/40 sand + 6,500# 16/30sand in

WEIGHT: 24#
TOC @210' 194bbls 2% KCl fluid. Treated@ avg

press of2300 psi w/avg rate of 19 BPM. ISIP
LENGTH: 6 jts. (271.04') I \ 2800 psi. Cale. flush: 5043 gal, Actual flush:

DEPTH LANDED: 279'
Casing Shoe @279' . - 1344gal. Screened out.

HOLE SIZE: 12-1/4" 12/28/93 4724'-4737' Frac sand as follows:

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bb1scmt to surf.
27,500# 16/30 sand in 354 bbls 2% KCl fluid.
Treated @avg press of2100 psi w/avg rate of
19.5 BPM. ISIP 2100 psi. Calc. flush: 4724
gal, Actual flush: 4660 gal.

9/30/08 Zone Stimulation.

04-08-10 5 YR MIT

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 131jts. (5637.81')

DEPTH LANDED: 5646.81' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 225 sxs Hi-Lift & 261 sxs Class "G".

CEMENT TOP AT: 210' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 149jts (4627.28')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4627.3' KB

2 7/8" x 2 3/8" CROSS-OVER: 4628.4' KB

PACKER: 4628.8' KB

TOTAL STRING LENGTH: EOT @4638' Packer @4628'

EOT@4638'

PERFORATION RECORD

12/22/93 5043'-5052' 2 JSPF 18holes

4724'-4730' C sds 12/28/93 4732'-4737' 2 JSPF 10 holes
12/28/93 4724'-4730' 2 JSPF 12 holes

4732'-4737' C sds

5043'-5052' A-3 sds

TD @5692'

Monument Fed. #41-14J-9-16
363' FNL & 600' FEL

NENE Section 14-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31408; Lease #U-096550
LCN



Monument Federa142-llJ-9-16
SpudDate: 6/28/1994 (Re-entry)

Put on Production: 8/01/1994
Initial Production: 33 BOPD,

GL: $554' KB: 5564, Injection Wellbore NM MCFD, 0 BWPD
Diagram

SURFACE CASING FRAC JOB

CSG SIZE. 8-5/8" 7/16/94 5188'-5196' Frac zone as follows:

GRADE J-55 Casing Shoe@ 140' 14,860#20/40 sand + 11,600# 16/30

WEIGHT 24#
sand in 290 bb1s2% KCl frac fluid.
Treated@avg press of 3000 psi wlavg

DEPTHLANDED: 140' KB rate of30 BPM. ISIP 4400 psi. Screened

HOLE SIZE 12-1/42, out with 1660# sand left in casing.

CEMENT DATA 150 sxs cement
7/16/94 4736'-4741' Frac zone as follows:

14,100# 16/30 sand in 220 bbis 2% KCl
frac fluid. Treated @avg press of4550
psi wlavg rateof25 BPM ISIP 1670 psi.

3/23/02 Tubing leak. Update rod and tubing details.

CementTop @1825'
- 11/6/02 4736'-5196' Frac D,B,A Sands as follows:

70,000#20/40 sand in 538 bb1sViking 1-25

PRODUCTION CASING fracfluid. Treated@avgpressofl975

CSG SIZE: 5-1/2"
psi w/avg rate of26.5 BPM. ISIP 2420 psi.

GRADE J-55
Calc flush 4736 gal Actual flush: 4662 gal.

WEIGHT 15.5#
11/6/02 4164'-4276' Frac GB,PT Sands as follows:

LENGTH: 122 jts.(5261.75')

95,c021#20/40asand na674bebisVi n25 1-25

DEPTH LANDED 5270.75'
psi w/avg rate of25 BPM ISIP 2080 psi.

HOLE SIZE. 7-7/8,,
Cale flush 4164 gal. Actual flush: 4074 gal.

CEMENT DATA. 290 sxs Super"G" & 150 sxs 50/50 POZ
6-1-05 Parted Rods,updated Rod Detail

CEMENTTOP AT 1825' perCBL
11-2-07 Tubing Leak, Updated rod & tubing details.

3/4/09 Parted rods. Updated r & t details.

5/7/2010 Tubing leak. Updated rod and tubing detail

3/13/12 Convert to Injection Well

TUBING
3/16/12 Conversion MIT Finalized - tbg detail

updated

SIZEIGRADE/WT. 2-7/8" / J-SS / 6.5# 10/12/12 Workover - Water Isolation - MIT

NO. OF JOINTS l jts (41.6') Finalized - update lbg detail

TBG PUP 5jts 2-7/8"N-80 AT: 69.9'

NO OF JOINTS 124 jts (4009 4')
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT 4087 5' KB Packer4085'

ARROW#l PACKER CE AT 4085' SN @4087'

NO OF JOINTS. 17 jts (550.8') 4164'-4168'

XO 2-3/8 x 2-7/8J-55 AT 4644.6' 4172'-4180'
ARROW#1 PACKER CE AT 4640'

SEATING NIPPLE 2-3/8" (1 10')
4220'-4228'

SN LANDED AT 4645 l' KB
4252'-4254' PERFORATIONRECORD

XO 2-3/8 x 2-7/8J-55 AT 4646.2' 4272'-4276' 7/14/94 5188'-5196' 4 JSPF 32 holes

TOTAL STRING LENGTH EOT@ 4655'
7/16/94 4736'-4741' 4 JSPF 20 holes

RE-PERF 11/5/02 Sl88'-5196' 5]SPF 40holes

11/5/02 4980'-4985' 4 JSPF 20 holes
11/5/02 4795'-4800' 4]SPF 20holes

Ncir4p
e 4645, RE-PERF 11/5/02 4736'-4741' 5 JSPF 25 holes

L1/6/02 4272'-4276' 4 JSPF 16 holes

- EOT @4655' 11/6/02 4252'-4254' 4 JSPF 8 holes
4736'-4741> 11/6/02 4220'-4228' 4 JSPF 32 holes

11/6/02 4172'-4180' 4 JSPF 32 holes
4795'-4800' 11/6/02 4164'-4168' 4 JSPF 16 holes

4980'-4985'

5188'-Sl96'

NEWFIELD ---- reinos22r
DHOES 050271'

Monument Federal 42-11J-9-16
1991' FNL& 495' FEL

SENE Section 11-T9S-RI6E

DuchesneCo, Utah
API #43-013-30066; Lease #UTU-096550 LCN



ATTACHMENTE
SpudDate:11/15/84 ÌVÍOnument Fed. 43-11J-9-16
Plug & Abandoned: l1/29/84
Re-enter: 7/07/94 Initial Production: 35 BOPD,
Put on Production: 8/10/94 Injection Wellbore NM MCFD, OBWPD
Put on Injection: 10/29/94 Diagram
GL: 5581' KB: 5592' FRAC JOB

SURFACE CASING 7/27/94 4998'-5191' Fraczoneasfollows:

CSG SIZE: 8-5/8,, 19,860#20/40 sand + 5,100# 16/30 sand

\ in 366 bbls 2% KCl. Treated@ avg press

GRADE: J-55 of4000 psi w/avg rateof20.7 BPM. ISIP

WEIGHT: 24#
2250 psi. Calc. flush: 4998 gal. Actual
flush: 4998 gal.

DEPTH LANDED: 282' 7/27/94 4714'-4867' Frac zone as follows:

HOLE SIZE:12-l/4" 54,380# 16/30sand in 421 bbls 2% KCl.
Treated @avg press of 3530 psi w/avg

CEMENT DATA: 190 sxs Class "G" cement rateof29 BPM. ISIP 2350 psi. Calc.
flush: 4714 gal. Actual flush: 4704 gal.

8/10/94 Put on Production
10/29/94 Put on Injection

4-29-10 5 yr MIT

PRODUCTION CASING
CSG SIZE: 5-1/2" Cement Top@ 2040' .

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 121 jts. (5243.20')

DEPTH LANDED: 5251.20' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 272 sxs Super "G" & 180 sxs 50/50 POZ.

CEMENT TOP AT: 2040' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 149jts (4628.30')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4640.40' KB

CE @4637'

TOTAL STRING LENGTH: EOT @4647.20'

Packer @4637'

EOT@4647'

4714'-4718' D-I sds PERFORATION RECORD

7/25/94 5184'-5191' l SPF 07 holes

4854'-4857' C sds
7/25/94 4998'-5002' l SPF 04 holes
7/27/94 4862'-4869' l SPF 04 holes
7/27/94 4854'-4857' l SPF 03 holes

4862'-4869' C sds 7/27/94 4714'-4718' l SPF 04 holes

4998'-5002' B-2 sds

5184'-519l' A-3 sds

-
SN@4640'

EOT @4647'
\ PBTD @5221'

TD @6030'
Monument Fed. 43-11j-9-16
2127' FSL & 693' FEL
NESE Section ll-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31002; Lease #U-096550



SpudDate: 10/09/93 ÌVÍOnument Federal 12-12 J-9-16
Put on Production: 12/09/93 Initial Production: 20 BOPD,
Put on Injection: 10/28/94 InjectionWellbore 15 MCFD, 10BWPD
GL: 5542' KB: 5552' Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 11/17/93 5029'-5244' Frac sone as follows:

GRADE J-SS
29,250#20/40 sand + 20,000# 16/30

WEIGHT 24#
saud in 432 bb1sfrac fluid. Treated@
avg press of2250 psi wlavg rate of 30.5

LENGTH: 6 jts. (224.86')
BPM ISIP 2200 psi. Calc. flush: 5025

DEPTH LANDED: 277' KB
gal Actual flush: 4956 gal

12/09/93 Put on Production

HOLE SIZE 12-1/4" 10/28/94 Put on Injection

CEMENTDATA 150sxs Class"G" cmt, est 5 bb1semt to surf 4-29-10 5 yr MIT

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT 15.5#

LENGTH 132jts.(5723.70')

DEPTH LANDED: 5777.59'

HOLE SIZE 7-7/8"

CEMENT DATA: 220 sxs Hifill & 290 sxs 50/50POZ

CEMENT TOP AT 4185' per CBL

TUBING
SIZE/GRADE/WT: 2-7/8" / J-SS/6,5#

NO. OF JOINTS: 159 jts (4921 20')
SEATING NIPPLE: 2-7/8" (1 10')

SN LANDED AT 4922.30' KB

2 7/8" x 2 3/8" cross over
CementTop @4185'

PACKER 4929,l0'KB

TOTAL STRING LENGTH. EOT@4930'

Packer@4929'
EOT@4930'

PERFORAT10N RECORD

11/15/93 5024'-5033' I JSPF 4 holes

5024'-5033' B2 sds
11/15/93 5225'-5229' I JSPF 4 holes
11/15/93 523T-5244' 1 JSPF 7 holes

5225'-5229' A3 sds

5237'-5244' A3 sds

NEWFIELD SN@4922'

PBTD @$732'

Monument Fed. 12-12J-9-16
1980' FNL & 660' FWL

SWNW Section 12-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31410;Lease #U-096550
LCN



ATTACHMENTE-!
SpudDate:ll/03/93 ÌVÍOnument Fed. 14-12J-9-16
Put on Production: 12/18/93
Put on Injection: 10/28/94 Initial Production: 70 BOPD,

GL: 5487' KB: 5497, Injection Wellbore NM MCFD, 20 BWPD
Diagram

SURFACECASING FRACJOB

CSG SIZE: 8-5/8" 12/06/93 5070'-5078' Frac zone as follows:

GRADE: 1-55 25,446#20/40 sand in 286 bbls 2% KC1.

WEIGHT: 24# h Treated @avg press of 234 I psi w/avg

| rate of 17.4 BPM. ISIP 3578 psi. Calc.
LENGTH: 7 jts. (271.17') - - flush: 5070 gal. Actual flush: 5030 gal.

DEPTH LANDED: 279' KB 12/09/93 409T-4308' Frac zone as follows:

HOLE SIZE: 12-1/4" 41,300#20/40 sand in 457 bbis 2% KCl.

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bb1scmt to surf.
Treated@ avg press of2527 psi w/avg
rateof 19BPM. ISIP 1606 psi. Calc.
flush: 4097 gal. Actual flush: 4050 gal.

04-08-10 SYR MIT

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 131jts. (5718.17')

DEPTH LANDED: 5727.17'

HOLE SIZE: 7-7/8"

CEMENT DATA: 220 sxs Lead cement & 260 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 129jts (4002.65')

SEATING NIPPLE: 2-7/8" (1.12')

SN LANDED AT: 4013.77' KB

2 7/8" x 2 3/8" CROSSOVER: 4014.52' KB

PACKER: 4020.72' KB

SIZE/GRADE/WT.: 2-3/8" / J-55 / 4.5#
Packer @4020'

NO. OF JOINTS: 31 jts (960.38')

PACKER: 4987.90' KB
4097'-4104'

SEATINGNIPPLE:2-3/8"(l.10') 4299'-4308' PERFORATION RECORD

SN LANDED AT: 4989.00' KB 12/06/93 5070'-5078' 2 SPF 16holes
TOTAL STRING LENGTH: EOT @4989.00' 12/08/93 4299'-4308' 06 holes

Packer @4987' 12/08/93 4097'-4104' 05 holes

5070'-5078'

2 7/8" SN @4013'

TD@5750'
Monument Fed. #14-12j-9-16

660' FSL & 660' FWL
SWSW Section 12-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31411; Lease #U-035521-A

LCN



ATTACHMENTER
Greater Monument Butte C-14-9-16

Spud Date: 7/13/2011 Wellbore Diagram
Put on Production: 8/24/2011

GL: 5538' KB: 5550' FRAC JOB

8/10/2011 5523-5583' Frac CPI, CP2 and CP3, sands as

SURFACE CASING
fenoWS:

Frac with 75484#20/40 sand in 326 bbis

CSG SIZE: 8-5/8"
Lightning 17 fluid; 640 totalbb1s fluid to

GRADE: J-55
recover.

8/19/2011 4804-4928' Frac Bl and B2, sands as follows:
WEIGHT: 24# Frac with 34712#20/40 sand in 204 bb1s

LENGTH: 7 jts. (314.35')
Lightning 17 fluid; 404 totalbbls fluid to

DEPTH LANDED: 324.67' KB

recover.

8/19/2011 4619-4651' Frac Dl and D2, sands as follows:
HOLE SIZE: 12-1/4" Frac with 49445#20/40 sand in 217 bb1s

CEMENT DATA: 160sxs Class "G" cmt
- - Lightning 17 fluid; 418 total bbls fluid to

recover.

3965-3967' 8/19/2011 3965-4117' Frac GB2 and GB4, sands as follows:
Frac with 36776#20/40 sand in 175 bbIs

PRODUCTION CASING
4114-411T Lightning 17fluid; 344totalbb1sfluidto

recover.
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 139jts. (6022.78') -Includes Shoe Joint

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6040.39' KB

CEMENT DATA: 250 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 29'

4619-4621'
4647-4651'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 174 jts. (5502.8')

TUBING ANCHOR: 5512.8' KB

NO. OF JOINTS: 2 jts. (63.2')
4804-4806'

SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 5578.8' KB

NO. OF JOINTS: 2 jts. (63.1') 4922-4925'
4927-4928'

NOTCHED COLLAR: 5643' KB

TOTAL STRING LENGTH: EOT @5643' KB'

SUCKER RODS

POLISHED ROD: 1 ½" x 30' Spray Metal Polished Rod
Anchor@5513' PERFORATION RECORD

SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 8' Pony Rod, I 18 5523-5524'
-7/8" 4per Guided Rods (2950'), 97 - 3/7" 4per Guided Rods (2425'), 5529-5530' 3965-3967' 3 JSPF 6 holes
5 - l½" Weight Bars (125'), 5 - 1" x 4' Stabilizer Bars (20') 5567-5568' 4114-4117' 3 JSPF 9 holes

PUMP SIZE:2 ½ x l¾" x 21' x 24' RHAC
5575-5577' 4619-4621' 3 JSPF 6 holes
5582-5583 4647-4651' 3 JSPF 12holes

STROKE LENGTH: 144 4804-4806' 3 JSPF 6 holes

PUMP SPEED: 5 SPM EOT @5643' 4922-4925' 3 JSPF 9 holes
4927-4928' 3 JSPF 3 holes
5523-5524' 3 JSPF 3 holes
5529-5530' 3 JSPF 3 holes
5567-5568' 3 JSPF 3 holes
5575-5577' 3 JSPF 6 holes
5582-5583' 3 JSPF 3 holes

@D6 5958'

Greater Monument Butte C-14-9-16
51T FSL & 2103' FEL (SW/SE)

Section 11, T9S, Rl6E
Duchesne, Utah

API # 43-013-50544; Lease #UTU-096550
JKP 9/27/20



ATTACHMENTE-l3

GMBU B-14-9-16
Spud Date: 10/09/2011

PWOP: 12/07/2011 Wellbore Diagram
GL: 5505' KB: 5518'

FRAC JOB

SURFACECASING
11/18/2011 5529-5705' FracCP1&CP3,sandsasfollows:

Frac with 50271#20/40 white sand in 625 bbis
CSG SIZE: 8-5/8" lightning 17 fluid; 841 bb1stotal fluid to

GRADE: J-55
recover.

11/28/2011 5115-5247' Frac A3 & LODC, sands as follows:
WEIGHT: 24# Frac with 74870#20/40 white sand in 586 bbls
LENGTH: 7 jts. (314.98') lightning 17 fluid; 706 bb1stotal fluid to

DEPTH LANDED: 328.30' KB
recover.

HOLE SIZE: 12-1/4" 11/28/201I 4657-4953' Frac B2, C-Sand & D1, sands as follows:

CEMENT DATA: 160 sxs Class "G" cmt 4
bhls

li
h5 0 wu

64 bbls total
fluid to recover.

I1/28/2011 4076-4l8T Frac GB2, GB4 & GB6, sands as follows:
4076-4077' Frac with 99881#20/40 white sand in

4081-4082' 591 bbls lightning 17 fluid; 686 bbls total

PRODUCTION CASING
fluid to recover.

CSG SIZE: 5-1/2"

GRADE: J-55
4137-4139'
4144-4145'

WEIGHT: 15.5#

LENGTH: 143 jts. (6040.15') 4185-4187'

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6059.66' KB

CEMENT DATA: 225 sxs Prem. Lite II mixed & 455 sxs 50/50 POZ. 4657-4658'

CEMENT TOP AT: 47'

4807-4808'
4812-4813'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182 jts. (5666.1')
4948-4949'
4951-4953' PERFORATION RECORD

TUBING ANCHOR: 5679.1' KB

NO. OF JOINTS: 1 jt. (31.3')
5704-5705' 3 JSPF 3 holes

SEATINGNIPPLE: 2-7/8"(l.l')
5115-5116 9 F 3h es

SN LANDED AT: 5713.2' KB 5144-5145'
5556-5557 3 JSPF 3 holes
5551-5552' 3]SPF 3holes

NO. OF JOINTS: 2 jts. (60.6') 515 l-5152' 5544-5545' 3 JSPF 3 holes

NOTCHED COLLAR: 5774.8' KB 5158-5159' 5529-5530' 3 JSPF 3 holes
5246-5247' 3 JSPF 3 holes

TOTAL STRING LENGTH: EOT @5775' 5173-5174' 5173-5174' 3 JSPF 3 holes
5158-5159' 3JSPF 3holes

5246-5247' 5151-5152' 3JSPF 3holes
5144-5145' 3JSPF 3holes
5115-5116' 3JSPF 3holes
4951-4953' 3 JSPF 6 holes

SUCKER RODS 5529-5530' 4948-4949' 3 JSPF 3holes

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 5544-5545' S
SUCKER RODS: 1 -7/8" x 4' Pony Rod, 1 -7/8" x 6' Pony Rod, I -7/8" x 8' 5551-5552' 4657-4658' 3 JSPF 3 holes
Pony Rod, 71 - 7/8" 4per Guided Rods (1775'), 143 - ¾" 4per Guided Rods 5556-5557' 4185-4187' 3 JSPF 6 holes
(3575'), 12 -7/8" 8per Guided Rods (300') 4144-4145' 3 JSPF 3 holes

PUMP SIZE: 2-l/2" x 1-3/4" x 20' x 24' RHAC
Anchor @5679' 8 8

SS o

STROKE LENGTH: 144" 4076-4077' 3 JSPF 3 holes

PUMP SPEED: 5 SPM -
5692-5693'
5697-5698'
5704-5705'

EOT @5775'

NEWFIELD
PBTD@6014'

GMBU B-14-9-16 TD @6077'

730'FSL & 731' FEL (SE/SE)
Section 11, T9S, R16E
Duchesne County, Utah

API #43-013-50580; Lease # UTU-096550



ATTACHMENTE-lg
Greater Monument Butte S-11-9-16

Spud Date: 12/4/10
Put on Production: 1/5/11

Wellbore Diagram

GL: 5612' KB: 5624' FRAC JOB
12/27/10 5722'- 5739' Frac CP2 sands as follows:

SURFACE CASING Fracwith50,456#20/40sandin309bb1s
Lightning 17 fluid.

CSG SIZE: 8-5/8" 12/28/10 5225'- 5278' Frac A1 & A3 sands as follows:

GRADE: J-55 Frac with 35,079#20/40 sand in 232 bb1s
Lightning 17 fluid.

WEIGHT: 24# 12/28/10 5029' - 5105' Frac B .5 & B2 sands as follows:

LENGTH: 7 jts. (297.17') Frac with 15,052#20/40 sand in 135 bb1s

DEFTH LANDED: 307.02'
Lightning 17 fluid.

12/28/10 4795'-4893' Frac DI & D2 sands as follows:
HOLE SIZE: 12-1/4" Frac with 39,227#20/40 sand in 240 bbls

CEMENT DATA: 160 sxs Class "G" emt Lightning 17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55
4795'-4800'

WEIGHT: 15.5#

LENGTH: 146 jts. (6188.29') 4889'-4893'
HOLE SIZE: 7-7/8"

DEYTH LANDED: 6244.55'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 Poz 5029'-5032'
CEMENT TOP AT: 316 '

5102'-5105'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5225'-5227'

NO. OF JOINTS: 184 jts (5697.5')

TUBING ANCHOR: 5707.5'

NO. OF JOINTS: I jts (30.0')
5250'-5252'

SEATING NIPPLE: 2-7/8" (1,1')

SN LANDED AT: 5740.3' KB

NO. OF JOINTS: 2 jts (62.9') 5267'-5269'

TOTAL STRING LENGTH: EOT @5805'

SUCKER RODS 5273'-5278'
POLISHED ROD: 1-1/2" x 30'

SUCKER RODS: I - 7/8" = 2' pony rods; I - 7/8" = 4' pony rods; 1-
7/8" = 6' pony rods; 1 -7/8' = 8' pony rods; 223 - 7/8" = 5575' 8 per
guided rods; 4 - 1 ½" = 100' weight bars

PUMP SIZE:2 ½ xl 3/4 x 20' x 24' RHAc Anchor @5708'
STROKE LENGTH: 144

PUMP SPEED: 5 SPM
PERFORATION RECORD

5722'-5728' 5733'-5739' 3 JSPF 18 holes
5722'-5728' 3 JSPF 18 holes

5733'-5739' 5273'-5278' 3 JSPF 15 holes
5267'-5269' 3 JSPF 6 holes
5250'-5252' 3 JSPF 6 holes

EOT @5805' 5225'-5227' 3 JSPF 6 holes
5102'-5105' 3 JSPF 9 holes
5029'-5032' 3 JSPF 9 holes

NEWFIELD PBTD @6200 '
4889'-4893' 3 JSPF 12 holes
4795'-4800' 3 JSPF 15 holes

TD @6255'

Greater Monument Butte 8-11-9-16
1992' FSL & 2015' FEL (NW/SE)

Section 11, T9S, Rl6E
Duchesne Co, Utah

API # 43-013-50279; Lease # UTU-096550
VC



ATTACHMENTE-/5
GMBU L-ll-9-16

Spud Date: 11/17/2011

PWOP: 01/06/2012 Wellbore Diagram
GL: 5612' KB: 5625'

FRAC JOB

12/11/2011 5852-6156' Frac CP2, CP4 & CP5 sands as follows:
SURFACE CASING Fracwith39614#20/40whitesandin502bb1s

CSG SIZE: 8-5/8" lightning 17fluid; 706 bb1stotal fluid to

GRADE: J-55
recover.

12/20/2011 5331-5513' Frac A1 & LODC, sands as foHows:
WEIGHT: 24# Frac with 130621# 20/40 white sand in 1022

LENGTH: 7 jts. (317.35') bbls lightning 17fluid; 1149bb1stotal fluid to

DEPTH LANDED: 330.6T KB
recover.

12/20/201l 4890-5147' Frac B1, D1 & D3, sands as follows:
HOLE SIZE: 12-1/4" Frac with 90164# 20/40 white sand
CEMENT DATA: 160 sxs Class "G" cmt in 663 bb1slightning 17 fluid; 779 bb1stotal

fluid to recover.

4382-4385, 12/20/2011 4382-4389' Frac GB6, sands as follows:
Frac with 40863# 20/40 white sand in

4388-4389' 319 bb1slightning 17fluid; 495 bbis total
fluid to recover.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147jts. (6300.89') Includes Shoe Joint (44.56')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6321.42' KB
4890-4891'

CEMENT DATA: 236 sxs Prem. Lite II mixed & 438 sxs 50/50 POZ.

CEMENT TOP AT: 67, 4970-4971'

4979-4981'

TUBING 5144-5147'
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 196 jts. (6110.5')
PERFORATION RECORD

TUBING ANCHOR: 6123.5' KB
5331-5332' 6152-6156' 3 JSPF 12 holes

NO. OF JOINTS: 1 jt. (31.2') 5337-5338' 6084-6086' 3 JSPF 6 holes
SEATING NIPPLE: 2-7/8" (1.1') ,

5852-5853' 3 JSPF 3 holes
5343-5344 5512-5513' 3 JSPF 3 holes

SN LANDED AT: 6157.5' KB 5347-5348' 5503-5505' 3 JSPF 6 holes
NO. OF JOINTS: 1jts. (31.3') 5347-5348' 3 JSPF 3 holes

5343-5344' 3 JSPF 3 holes
NOTCHED COLLAR: 6189.9' KB 5337-5338' 3 JSPF 3 holes
TOTAL STRING LENGTH: EOT @6190' 5503-5505, 5331-5332' 3 JSPF 3 holes

5144-5147' 3 JSPF 9 holes
5512-5513' 4979-4981' 3 JSPF 6 holes

4970-4971' 3 ]SPF 3 holes
4890-489 l' 3 JSPF 3 holes
4388-4389' 3 JSPF 3 holes

SUCKER RODS 4382-4385' 3JSPF 9holes

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod

SUCKER RODS: 1 -7/8" x 6' Pony Rod, 81 -7/8" 8per Guided Rods (2025'),
157- ¾" 4per Guided Rods (3925'), 5 - 1 ½" Sinker Bars (125'), 5 - 1" Guided 5852-5853'

Rods (20')

PUMP SIZE:2 ½" xl ¾" x 24' RHAC

STROKE LENGTH: 144"

PUMP SPEED: 5 SPM 6084-6086'

Anchor @6124'

6152-6156'

EOT@6190'

NEWFIELD
PBTD @6274'

GMBU L-11-9-16 a TD @6335'

2011'FSL & 2006' FEL (NW/SE)
Section 11,T9S, R16E
Duchesne County, Utah

API #43-013-50682; Lease # UTU-096550

CS



ATTACHMENTElb
Greater Monument Butte R-ll-9-16

Spud Date: 11/15/2011 Wellbore Diagram
Put on Production: 12/29/2011

GL:5570' KB:5582, FRAC JOB

12/13/2011 5771-6000' Frac CP3, CP4 and CPS, sands as

SURFACE CASING
follows:
Frac with 49967#20/40 white sand in

CSG SIZE: 8-5/8" 646 bb1sLightning 17 fluid; 842 total
bb1sfluid to recover.

GRADE: J-55 12/19/2011 5620-5678' Frac CP1 and CP2, sands as follows:
WEIGHT: 24# Frac with 24942# 20/40 white sand in

LENGTH: 7 jts. (317.45')
313 bb1sLightning 17fluid; 491 total

DEPTH LANDED: 330.77' KB

bbls fluid to recover.

12/19/2011 5016-5229' Frac B2 and A3, sands as follows:
HOLE SIZE: 12-1/4" Frac with 49322#20/40 white sand in

CEMENT DATA: 160 sxs Class "G" cmt
409 bb1sLightning 17 fluid; 528 total

4148-4149' bb1sfluid to recover.
4158-4160'

12/19/2011 4704-4894' Frac Dl and C-Sand, sands as follows:
Frac with 60203#20/40 white sand in
479 bb1sLightning 17 fluid; 591 total

PRODUCTION CASING bb1sfluid to recover.

CSG SIZE: 5-1/2" 12/19/2011 4148-4380' Frac PBS and GB4, sands as follows:

GRADE: J-55 4372-4374, Frac with 106133#20/40 white sand in
4378-4380' 813 bb1sLightning 17 fluid; 985 total

WEIGHT: 15.5# bb1sfluid to recover.

LENGTH: 142jts. (6124.62') -Includes 44.28' Shoe Joint

HOLE SIZE: 7-7/8"

DEPTHLANDED: 6148.15'KB

CEMENT DATA: 230 sxs Prem. Lite II mixed & 435 sxs 50/50 POZ.

CEMENT TOP AT: 45'

4704-4706'
TUBING 4709-4710'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 183jts. (5705.9') 4886-4888'
TUBING ANCHOR: 5705.9' KB 4893-4894'

NO. OF JOINTS: 1jt. (31.7')

SEATING NIPPLE: 2-7/8" (l.l') / SN LANDED AT: 5740.4' KB 0 6- 0

NO. OF JOINTS: 1jt. (31.3')

GAS ANCHOR: 5772.8' KB

NO. OF JOINTS: 3 jts. (93.9') 5197-5198'
5211-5212'

BULL PLUG: 5872.5' KB 5227-5229'

TOTAL STRING LENGTH: EOT @5873' KB

SUCKER RODS

POLISHED ROD: 1 ½" x 30' Polished Rod

SUCKERRODS: 1-7/8"x2'PonyRod,1-7/8"x8'PonyRod,74 PERFORATION RECORD
- 7/8" 8per Guided Rods (1850'), 148- ¾" 4per Guided Rods (3700'),
5 - I ½" Weight Bars (125'), 5 - 1" x 4' Stabilizer Bars (20') 5620-5621' 4148-4149' 3 JSPF 3 holes

PUMP SIZE: 2 ½ xl ¾" x 20' x 21' x 24' RHAC 5668-5669' 4158-4160' 3 JSPF 6 holes

STROKE LENGTH: 225 max
es

PUMP SPEED: 5 SPM Anchor @5706' 4704-4706' 3 JSPF 6 holes
4709-4710' 3 JSPF 3 holes

5771-5772' 4886-4888' 3 JSPF 6 holes
,

4893-4894' 3 JSPF 3 holes
5821-5822 5016-5017' 3 JSPF 3 holes
5856-5857' 5036-5038' 3 JSPF 6 holes

,
5197-5198' 3JSPF 3holes

EOT @S873 5211-5212' 3 JSPF 3 holes
5227-5229' 3 JSPF 6 holes
5620-5621' 3 JSPF 3 holes

NEWFIELD 5993-5994 5668-5669' 3 JSPF 3 holes

p- 'r's'4"610Y
J h

5771-5772' 3 JSPF 3 holes

Greater Monument Butte R-11-9-16 . .
TD @6165 5821-5822' 3 JSPF 3 holes

799' FSL & 2047' FWL (SE/SW) 5856-5857' 3 JSPF 3holes

Section 11,T9S, Rl6E
5993-5994' 3 JSPF 3holes
5998-6000' 3 JSPF 6 holes

Duchesne County, Utah
API # 43-013-50579; Lease #UTU-096547

JKP



ATTACHMENTE
Jonah Fed H-14-9-16

Spud Date: 10/29/08
Put on Production: 12/23/08 Wellbore Diagram

GL: 5575' KB: 5587'

SURFACE CASlNG FRAC JOB

CSG SIZE: 8-5/8" 12/10/08 5545-5554' Frac CP1 sds as follows:
w/ 45,729 20/40 sand in 463 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 Cement top @42' pressure of 2398 psi @ ave rate of25.6 BPM. ISIP 2072 psi.Actual flush:
WEIGHT: 24# 5040 gals.

LENGTH: 8 jts (318.74') 12/10/08 5100-5160' Frac Al & A3 sds as follows:

DEPTH LANDED: 330.59' KB
w/ 69,623#20/40 sand in 578 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1905psi @ave rate of25.1 BPM. ISIP 2299 psi. Actual flush:

HOLE SIZE: 12-1/4" 4595 gals.

CEMENT DATA: 1- 160, sxs Class "G" cmt, est 3 bbls cmt to surf. 12/10/08 4794-4824' Frac C sds as follows:
w/ 45,238# 20/40 sand in 435 bb1sof Lightning 17fluid. Treatedw/ ave
pressure of 1953 psi @ave rate of23.3 BPM. ISIP 2032 psi. Actual flush:

- - 4288 gals.

11/24/08 4634-4658' Frac D1 sds as follows:
w/ 47,138# 20/40 sand in 435 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2131 psi @ave rate of 23.2 BPM. ISIP 2239 psi. Actual flush:

PRODUCTION CASING
4578 gals.

CSG SIZE: 5-1/2,, 3/12/12 Parted rods: updated rod & tubing detail

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 15 I jts (6045.76')

DEPTH LANDED: 6059.01'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite and 425 sx 50/50 poz

CEMENT TOP AT: 42'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 178 jts (5487.7')

TUBING ANCHOR: 5499.7' KB

NO. OF JOINTS: 2 jts (61.91')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5564.40' KB

NO. OF JOINTS: 2 jts (62.00')

TOTAL STRING LENGTH: EOT @ 5627.95'

4634-4644'

SUCKER RODS
4654-4658' PERFORATION RECORD

12/10/08 4634-4644' 4 ]SPF 40 holes

POLISHED ROD: 1- 1½" x 30 Polished rod
4794-4802'

12/10/08 4654-4658' 4 JSPF 16holes

SUCKER RODS: 1-2', 1-8' 7/8" pony rods, 218- 7/8" 8per guided rods, 4-1 ½" 12/l0/08 4794-4802' 4 JSPF 32 holes

weight bars 4810-4824' 12/10/08 4810-4824' 4 JSPF 56 holes

PUMP SIZE: RIH w/ CDI 2 ½" xl ¾" x 16' x 20' RHAC rod pump 12/10/08 5100-5106' 4 JSPF 24 holes

STROKE LENGTH: 122
5100-5106' 12/10/08 5136-5160' 4 JSPF 96 holes

PUMP SPEED, SPM: 5
12/10/08 5545-5554' 4 JSPF 36 holes

5136-5160'

Anchor @5500'

5545-5554'

SN @5564'

EOT@5628'

IO UUtiWW
PBTD@6017'

PBTD @6017'

Jonah H-14-9-16
TD @6077'

1899' FNL & 1909' FEL

SW/NE Section 14-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-34012; Lease # UTU-096550 TW 04/14/09

HC



ATTACHMENTE-I
Jonah Fed I-14-9-16

Spud Date: 10/28/08
Put on Production: 12/17/08 Wellbore Diagram

GL: 5575' KB: 5587'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/9/08 5576-5594' Frac CPI sds as follows:

GRADE: J-55 50,690#20/40 sand in 472 bbls of Lightning 17 fluid. Treated w/ ave
Cement top @64

.
pressure of 1937 psi @ave rate of23.1 BPM. ISIP 2139 psi. Actual flush:

WEIGHT: 24# 5040 gals.

LENGTH: 7 jts (316.06') 12/10/08 5106-5152' Frac A1 & A3 sds as follows:

DEPTH LANDED: 326.06' KB
60,419#20/40 sand in 514 bb1sof Lightning 17 fluid. Treatedw/ ave

pressure of 2180 psi @ave rate of 23.lBPM. ISIP 2427 psi. Actual flush:
HOLE SIZE: 12-1/4" 4599 gals.

CEMENT DATA: 160 sx Class 'g' cmt 12/10/08 49664982' Frac B2 sds as follows:
55,874# 20/40 sand in 494 bb1sof Lightning 17 fluid. Treated w/ ave

Casing Shoe @326' pressure of 1944psi @ave rate of23.1 BPM. ISIP 2040 psi. Actual flush:
- - 4410 gals.

12/10/08 4102-4110' Frac GB2 & GB4 as follows:
40,929#20/40 sand in 391 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1862 psi @ave rate of23.2 BPM. ISIP 2019 psi. Actual flush:

PRODUCTION CASING
4032 gals.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 159jts (6278.9')

DEPTH LANDED: 6095.70'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite and 425 sx 50/50 poz

CEMENT TOP AT: 64'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 180jts (5532.40')

TUBING ANCHOR: 5544.40' KB

NO. OF JOINTS: 1jt (30.85')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5578.05' KB

NO. OF JOINTS: 2 jts (61.8 l')
TOTAL STRING LENGTH: EOT @5641.41'

15 k i 4102-4110'

SUCKER RODS
TiÌ 62 4140-4146' PERFORATION RECORD

12/9/08 5576-5594' 4 JSPF 72 holes

POLISHED ROD: 1 ½" x 26' polished rod 2 i i 2 4966-4982' 12/9/08 5134-5152' 4 JSPF 72 holes

SUCKER RODS: 1-2', 4', 6', 8' x 7/8" pony, 218-7/8" guided rods (8 per) 4-1 12/9/08 5106-5112' 4 JSPF 24 holes

1/2:" wt bars shear coupler 5106-5 I 12' 12/9/08 4966-4982' 4 JSPF 64 holes

PUMP SIZE: 1 ½" x 1 ¾" x 16' x 20' RHAC rod pump - CDI 12/10/08 4140-4146' 4 JSPF 24 holes

STROKE LENGTH:
5134-5152, 12/10/08 4102-4110' 4 ]SPF 32 holes

PUMP SPEED, SPM:
Anchor @5544'

5576-5594'

SN @5578'

EOT@5641'

Jonah I-14-9-16 / \
TD @6092'

1919' FNL & 1900' FEL

SW/NE Section 14-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-34013; Itase #



ATTACHMENTE-/9
Jonah Federal T-11-9-16

Spud Date: 09/25/2009 Wellbore Diagram
Put on Production: 11/02/2009

GL:5503' KB:5515' FRAC JOB
11-03-09 5283-5299' Frac LODC sands as foHows:

SURFACE CASING
Fracwith 16631#20/40sandin 106bbls

Cement Top @62' Lightning 17 fluid.

CSG SIZE: 8-5/8" 11-03-09 5143-5185' Frac Al & A3 sands as follows:

GRADE: J-55
Frac with 90329#20/40 sand in 544 bbls

WEIGHT:24#
Lightning 17fluid.

11-03-09 4847-4999' Frac B2, C & B.5 sands as follows:
LENGTH: 7 jts. (307.66') Frac with 60136#20/40 sand in 370 bb1s

DEPTH LANDED: 319.51'
Lightning 17 fluid.

HOLE SIZE: 12-1/4"
11-03-09 4696-4703' Frac D1 sands as follows: Frac with

14128#20/40 sand in 124 bb1sLightning

CEMENT DATA: 160 sxs Class "G" cmt 17fluid.

11-03-09 4184-4Z22' Frac GB6 sands as follows: Frac with
27979#20/40 sand in 223 bb1sLightning
17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2,,

4184-4186'

GRADE: J-55
4192-4197'

WEIGHT: 15.5#

4200-4202'

LENGTH: 134 jts. (5994.88')
4219-4222'

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6028.13'

CEMENT DATA: 250 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ. 4696-4703'

CEMENT TOP AT: 62'

4847-4849'

TUBING 4855-4858'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4928-4930'
NO. OF JOINTS: 179jts (5700')

TUBING ANCHOR: 5712'
4993-4999'

NO. OF JOINTS: 1 jts (31.5')

SEATING NIPPLE: 2-7/8" (1.1') 5143-5145'

SN LANDED AT: 5746.3' KB 5153-5155'
NO. OF JOINTS: 2 jts (61.5') 5164-5170'
TOTAL STRING LENGTH: EOT @5809'

5179-5185'

SUCKER RODS 5283-5289'
POLISHED ROD: 1-1/2" x 30'

SUCKER RODS: I - 2' x 7/8", 1-8' x 7/8" pony rods, 207 -7/8,,

5296-5299'

8per guided rods, 4 - 1 ½" weight bars

PUMP SIZE:2 ½ xl ¾ x 17' x 24' RHAC

STROKE LENGTH: 144

PUMPSPEED: SPM6
PERFORATION RECORD

5296-5299' 3 JSPF holes
$283-5289' 3 JSPF holes

Anchor @5712'
5179-5185' 3 JSPF holes
5164-5170' 3 JSPF holes
5153-5155' 3 JSPF holes

SN @5746' 5143-5145' 3 JSPF holes
4993-4999' 3 JSPF holes
4928-4930' 3 JSPF holes

EOT @5809' 4855-4858' 3 JSPF holes
4847-4849' 3 JSPF holes

NEWFIELD
4696-4703' 3 JSPF holes

-
PBTD @6006' 4219-4222' 3 JSPF holes

4200-4202' 3 JSPF holes

/ \ TD @6030' 4192-4197' 3 JSPF holes

Jonah Federal T-11-9-16
4184-4186' 3 JSPF holes

709' FSL & 725' FEL
Section 11, T9S, R16E

Duchesne Co, Utah
API # 43-013-34080; Lease # UTU-096550

LCN



ATTACHMENTERD
Spud Date: 5/22/98 IO nah Unit #8 -14

Put on Production: 6/22/98
Initial Production:159 BOPD,

GL: 5607' KB: 5617' Wellbore Diagram 133 MCFPD, 34 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 6/13/98 5046'-5072' Frac A-3 sand as follows:

GRADE: J-55
l14,000#20/40 sand in 565 bb1sViking
I-25 fluid. PerfBrokedown @3823 psi.

WEIGHT: 24# Casing Shoe @291' Treated@ avg press of 1875 psi, w/avg
rateof 30 BPM. ISIP: 2350 psi, 5-min

LENGTH: 7 jts. (290') 2100 psi. Flowback on 12/64 choke for 3
DEPTH LANDED: 291' hours and died.

HOLE SIZE: 12-1/4" 6/16/98 4749'-4759' Frac C sand as follows:

CEMENT DATA: 120sxs Premium cmt, est 1-1/2 bb1sto surf.
I13,994# of20/40 sand in 546 bbls
Viking 1-25 fluid. Perfs Brokedown @
3032 psi. Treated@ avg press of 2000
psi w/ avg rate of 28 bpm. ISIP: 2250 psi,
5-min 2000 psi. Flowback on 12/64"
choke for 3-1/2 hours and died.

6/18/98 4114'-4135' Frac GB sand as follows:
96,580#20/40 sand in 475 bbis Viking I-

PRODUCTION CASING 25 fluid. Perfs brokedown @3387 psi.
Treated@ avg press of 1850psi w/avg

CSG SIZE: 5-1/2" rateof 24.5 BPM. ISIP 1850 psi, 5-min

GRADE: J-55 1535psi. Flowback on 12/64" choke for
2-1/2 hours and died.

WEIGHT: 15.5#
7/9/2010 Workover. Updated rod and tubing detail.

LENGTH: 133jts. (5677') Cement Top@ 2566' " "
NOTE: The LA-14-9-16 runs diagonally across

DEPTH LANDED: 5688' KB this well location which places the

HOLE SIZE: 7-7/8" beginning jointsat a 1992' depth and
renders placement of the anchor at a

CEMENT DATA: 320 sk Poz Type III mixed & 310 sxs Class G deeper depth.

CEMENT TOP AT: 2566' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 127jts (1992.0')

TUBING ANCHOR: 5020'

NO. OF JOINTS: 1jt (62.5')

SEATING NIPPLE: 5-1/2" (1.10')

SN LANDED AT: 5086'

NO. OF JOINTS: 2 jt (62.5')

TOTAL STRING LENGTH: EOT @5152'

SUCKER RODS

POLISHED ROD:

SUCKERRODS:55-¾"guidedrods,97-¾"guidedrods,4-¾"guidedrods,4- PERFORATION RECORD
1 ½" weight bars 6/13/98 5046'-5072' 2 JSPF 52 holes

PUMP SIZE:2-1/2" x 1-1/2" x 16 RHAC 6/15/98 4749'-4759' 4 JSPF 40 holes

STROKE LENGTH: 9
6/17/98 4114'-4119' 4 JSPF 20 holes
6/17/98 4132'-4135' 4 JSPF 12 holes

PUMP SPEED, SPM: ?

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 4114'-l9'
4l32'-35'

4749'-59'

Anchor @5020'

5046'-72'

SN @5086'
o5p

351'
PBTD @5635'

Jonah Unit #8-14 TD @5700'

1882 FNL 773 FEL
SENE Section 14-T9S-Rl6E
Duchesne Co, Utah
API #43-013-32054; Lease #U-096550 ML 7/22/10



ATTACHMENTFal
Jonah 0-12-9-16

Spud Date: 12-2-10 Wellbore Diagram
Put on Production:1-8-11

FRAC JOB
GL: 5548' KB:5560'

12-39-10 5740-5835' Frac CP2 & CP3 sands as

SURFACE CASING follows:Fracwith39638#20/40
sand in 274bb1sLighting 17 fluid.

CSG SIZE: 8-5/8" 1-4-11 5292-5302' Frac A3 sands as

GRADE: J-55 follows:Frac with 30535#20/40 sand in
267bb1sLightning 17 fluid.

WEIGHT: 24# 1-4-11 4243-4341' Frac GB6, GB4 & PB7 sands as

LENGTH: 7jts. (301.18') follows:Frac with 60639#20/40 sand in

DEPTH LANDED: 313.03'
521bb1s Lightning 17fluid.

HOLE SIZE: 12-1/4"

CEMENT DATA: 160sxs Class "G" cmt

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 148jts.( 6278.0')
HOLE SIZE: 7-7/8"

DEPTH LANDED: 6291.25'
CEMENT DATA: 300sxs Prem. Lite II mixed & 400sxs 50/50 POZ.

CEMENT TOP AT:200'

4243-4246'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4272-4274'

NO. OF JOINTS: 185jts (5796.0')

TUBING ANCHOR: 5808.0'
4284-4386'

NO. OF JOINTS: I jts (31.4')

SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED: 5842.2' KB 4293-4295'

NO. OF JOINTS: 2jts (62.8')

TOTAL STRING LENGTH: EOT @5907'
4336-4341'

5292-5302'

SUCKER RODS
PERFORATION RECORD

POLISHED ROD: 1-1/2" x 30' 5740-5743' 5832-5835' 3 JSPF 9holes

SUCKER RODS:1-2 x 7/8" pony rods, 1-4 x 7/8" pony rods, 1-8 x 7/8"
5822-5824' 3 JSPF 6holes

pony rods, 1-8 x 7/8" pony rods, 227-x 7/8" 8 per guided rods, 4- 1 ½» Anchor 5808' 5740-5743' 3 JSPF 9holes

weight bars 5292-5302' 3 JSPF 30holes

PUMP SIZE:2 ½ xl ¾'"'x 20"x 24" RHAC 5822-5824' 4336-4341' 3 JSPF 15holes

STROKE LENGTH:144
4293-4295' 3 JSPF 6holes

PUMP SPEED; SPM 5
4284-4286' 3 JSPF 6holes

5832-5835' 4272-4274' 3 JSPF 6holes
4243-4246' 3 JSPF 9holes

EOT @5907'

NEWFIELD
PBTD@6248'

Jonah 0-12-9-16
SL: 1965'FNL & 645 'FWL (SWINW) TD @6730'

Section 12, T9S, Rl6
Duchesne Co, Utah

API # 43-013-34142; Lease # USA UTU-096550



SpudDate: 10/12/64 C & O Govt. 1-12-9-16
Put on Production: 12/10/64 Initial Production:480 BOPD,0 BWPD

GL: 5456' KB: 5468' Proposed Injection
Wel1bore Diagram

SURFACE CASING FRAC JOB

CSG SIZE. 10 3/4" 12/64 507 I -5074' Frac zone as follows:

WEIGHT 32 75# 13,900# sand + 3150# glass beads in 721

LENGTH 8 jts (217')
bbis lease crude oil. Treated @avg press
of 3850 psi w/avg rate of 37 BPM,

DEPTII LANDED 229' Casing Shoe@229 12/64 4893'-489T Frac zone as follows:

HOLE SIZE 12-1/4" 13,900# sand + 1575#glass beads in 721

CEMENT DATA 135 cu. ft ldeal Type Il bbis lease crude oil. Treated@ avg press
of4000 psi w/avg rate of29 BPM.

5/20/73 5071'-5105' Frac zone as follows:

PRODUCTIONCASING 16,500# 10/20 sand in 381 bbis frae fluid.

CSG SIZE. 5-1/2" / 17#/ N-80 Treated @avg press of 2300 psi wlavg
rate of 6 BPM.

LENGTH 41 jts. (1253.85')
5/21/73 4752'-4766' Frac zone as follows:

CSG SIZE 5-1/2" / 15.5# / J-55
14,000# 10/20 sand in 381 bb1sfrac tluid.

LENGTH 127 jts (3927 00') Treated @avg press of 3500 psi tvlavg

CSG SlZE S-l/2" / 17# / N-80 rateof 16 BPM.

LENGTH I jt (20.00') 6/18/99 Pump change.Update rod and tubing details

DEPTH LANDED $200 00' 5/13/03 Tubing leak Update rod and tubingdetails.

HOLESIZE. 7-7/8" 08/29/06 Pump Change.Update rod & Tubing details

CEMENT DATA 315 cu. ft 50/50 POZ + 75 sxs 50/50 POZ. 3/9/12 TubingLeak:Updatedrod & tubingdetail.

CEMENT TOP AT 4750' per CBL

TUBING
SIZE!GRADE/WT 2 7/8" / J-55 / 6.5#

NO OF JOINTS. 154 jts (4755.6')

TUBINGANCHOIL 4767.6' KB

NO OF JOINTS. 8 jts (250.2')

SEATINGNIPPLE 2 7/8"(1 10')

SN LANDED AT 5020.6' KB

NO OF JOINTS I jts Perf sub (4')

NO OF JOINTS 1jts (30 9')

TOTAL STRINGLENGTH EOT @5057'

Cement Top@ 4750 Packer@4702
4752'
4766' PERFORATIONRECORD

12/64 5074' 4 SPF 04 holes

4893' 12/64 5071' 4 SPF 04 holes

489T 12/64 4897' 4 SPF 04 holes

12/64 4893' 4 SPF 04 holes

05/93 5105' 3 SPF 03 holes

05/93 5095' 3 SPF 03 holes
05/93 5086' 3 SPF 03 holes

507 i 05/93 4766' 3 SPF 03 holes

5074 05/93 4752' 3 SPF 03 holes

5086

5095

Top of till @5130

PBTD@Sl41'

NEWFIELD SHOE@5200'

/ \ TD@S2l2'

C&O Gov't. 1-12-9-16
1905 FSL & 660 FWL

NWSW Section 12-T9S-RI6E
Duchesne Co, Utah

API #43-013-15111 Lease #U-03552I A JL



ATTACHMENTESS
Pan American #1FR-9-16

Spud Date: 1/5/06 Initial Production: BOPD,
Put on Production: 2/9/06 Wellbore Diagram MCFD, BWPD
GL: 5529' KB: 5541'

SURFACE CASING FRAC JOB

CSG SIZE: 10 3/4" / 32.75# 2/6/06 5038'-5080' Frae Al&3 sands as follows:
70,448#20/40 sand in 562 bb1sLightning 17

DEPTII LANDED: 309' frac fluid. Treated@ avg press of 1933psi

HOLE SIZE: 15,, w/avg rate of24.9 BPM. ISIP 2050 psi. Calc

\/ flush: 5036 gal. Actual flush: 5040 gal.
CEMENT DATA: 230 sxs cement.

. 2/6/06 4742'-4750' Frac C sands as follows:
HOLE SIZE to 6000': 10" 34,710#20/40 sand in 390 bb1sLightning 17

frac fluid. Treated@ avg press of 1978psi
w/avg rate of24.8 BPM. ISIP 1980psi. Calc
flush: 4740 gal. Actual flush: 4746 gal.

2/6/06 4300'-4314' Frac PB10 sands as follows:
35,142#20/40 sand in 348 bbis Lightning 17
frac fluid. Treated@ avg press of 1820 psi

PRODUCTION CASING w/avgrateof24.8BPM.ISIP2060psi.Calc
CSG SIZE: 5-1/2" flush: 4298 gal. Actual flush: 4326 gal.

GRADE: J-55 2/6/06 4044'-4110' Frac GB6 sands as follows:
WEIGHT: 15.5# 67,736#20/40 sand in 511 bb1sLightning 17

frac fluid. Treated@ avg press of 1805 w/
LENGTH: 132 jts. (5479.96') Cement Top@ 1290' avg rate of24.9 BPM. ISIP 1820 psi. Calc
DEPTH LANDED: 5477.96' KB flush; 4042 gal. Actual flush: 3906 gal.

HOLE SIZE: 7-7/8"
12/13/06 Pump Change: Rod & Tubing detail updated.

CEMENT DATA: 300 sxs Prem. Lite II mixed & 500 sxs 50/50 POZ.

CEMENT TOP AT: 1290'

4044'-4066'

TUBING 4094'-4098'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4104'-4110'

NO. OF JOINTS: 157jts (4995.27')

TUBING ANCHOR: 5007.27' KB

NO. OF JOINTS: 3 jts (96.02')

SEATING NIPPLE: 2-7/8" (1.10') 4300'-4314'

SN LANDED AT: 5106.09' KB

NO. OF JOINTS: 2 jts (62.92')

TOTAL STRING LENGTH: EOT @5170.56' KB

4742'-4750'

PERFORATION RECORD
SUCKER RODS

2/1/06 5064'-5080' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 22' polished rod
2/1/06 5038'-5046' 4 JSPF 32 holes

SUCKER RODS: l-8',1-6', 1-4', 1-2' x ¾" ponies, 99- ¾" scrapered rods, 88-
2/6/06 4742'-4750' 4 JSPF 32 holes

¾" plain rods, 10- ¾" scrapered rods, 6-1 ½" weight rods 2/6/06 4300'-4314' 4 JSPF 56 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC w/SM plunger Anchor @5007' 2/6/06 4104'-4110' 4 JSPF 24 holes
2/6/06 4094'-4098' 4 JSPF 16 holes

STROKE LENGTH: 86" 5038'-5046, 2/6/06 4044'-4066' 4 JSPF 88 holes

PUMP SPEED, SPM: 5 SPM

5064'-5080'

SN@Sl06' EOT@517l'

PBTD @5434'

I SWigdtWWW

Pan American #1FR-9-16

SHOE @5478'

663' FNL & 663' FWL

NW/NW Section 13-T9S-R16E

Duchesne Co, Utah Tw 01-19-07

API #43-013-10822; Lease



Goates Fed. #1-11-9-16
SpudDate: 7/22/1964 luitial Production: 393 BOPD
Put on Production:8/23/1964 WeilboreDiagram
GL: 5565' KB: 557T

SURFACE CASING FRAC JOB

CSG SIZE:9-5/8" 4/14/64 4624'-4631' Frac as follows:

GRADE J-SS 250 gal Acid mud.
Casing Shoe @228'

WEIGHT 32.2# I10 bbi code oil preflush,16,725#20/40sand
in 100bbis crude oil with 4200# glassbeads.

LENGTH 7 jts. (218') Treated@avg pressof3800 pai wlavgrate of

DEPTHLANDED:228' 27 BPM

HOLE SIZE,12.1/4" 1/10/95 4764'-4789' Frac C-SD sand as follows:

CEMENTDATA 200 sacks emt 48,400# 16/30 sand in 315 bbis gel water
Treated@avg press of4700 psi w/avgrateof

PRODUCTIONCASING 20.5 BPM. Screenedout w 6.5#conc. on

CSG SIEE: 5-1/2,,
perfs, flow back

GRADE.1-55
8/08/01 Rod Job, Updatedrod and tubingdetails.

WEIGHT IS.S#
5/10/02 Pumpchange. Updatedrod and tubingdetails.

LENGTH 156 jts. (4847)
5/19/03 5606'-5798' Frae CP3,4, and 5 sands as follows:

80,164# 20/40sandin 627 bbis Vikingl-25

DEPTHLANDED:485T fluid. Treated@ avg pressof3530 psi w/avg

HOLESI2E. 7-7/8,,
rateof 14,5 BPM, ISIP 1900psi. Cale
llush:1361 gal. Actual flush:1218gal

CEMENTDATA. 240 sacks emt 5/19/03 5491'-5550' Frae CPI,and 2 sands as follows:

CEMENTTOP AT 3756' per CBL 90,183# 20/40sand in 707 bbis Viking1-25

CSG SIZE: 4,,
fluid. Treated@avg press of3531 psi w/avg
rateof 14.4BPM. ISIP 1800psi Calc

GRADE,J-SS CementTop@ 3756' - - flush:1338gal, Actual flush: 1176gal.

WEIGHT 10 46# $/20/03 5048'-Sl48' Frac A1,3, and LODC sands as follows:

LENGTH: 1263')
56,695#20/40 sand in 485 bbls Viking[-25
tluid.Treated@ avg press of3353 psi wlavg

DEPTHLANDED:5910' rateof14BPM,ISIP2160psi Calc

HOLE SIZE -4 3/4"
4076'-4085' flush:1236gal Actual flush:1092 gaL

CEMENTDATA 140 sacks emt
4130'-4134. 5/21/03 485T-4928' 3Frac2 M0ndæ2Msnd3sas fb

V ing 1.25

4" LinerTop @4649, 4138'-414 l' fluid Treated@avg press of3674 psi w/avg
415T-4164' rate of 14,3BPM. ISIP2120 psi. Cale

flush 1180 gal Actualflush: 1008 gal.

TUBING
5/22/03 4618'-4631' Frac Di sands as follows:

Anchor4605.16' 20,325#20/40 sand in 243 bbis VikingI-25

SIZE/GRADE/WT 2-7/8" / I-SS / 6.5# 2 4618'-4631, fluid Toa g avg p2r of 4C7akpsiw/avg

NO OF JOINTS 146 jts (4593 16')
4" Liner Top @4649 flush:4616gal Actualflush:4578 gal

TUBINGANCHOR 4605 16'
5/22/03 4076'-4164' Frac GB sands as follows:

59,119#20/40 sandin 462bblsVikingI-25

NO OF JOINTS, 2 jts (62 92') fluid Treated@ avgpress of L876 psi w/avg

SEATINGNIPPLE 2,7/8"(I 10')
4670' SOUEEZE rateof 18BPM, ISIP2040 psi. Cale

SN LANDEDAT. 4671 35' KB
SN @4671.85' flush:4074gal Actualflush 3990gal

4764'-4776'

NO OF JOINTS I jt (31 46') 4783'-4789'
\/6/09 Tubing Leak Updatedrod & tubingdetails.

TOTAL STRINGLENGTH EOT @4803.49' W/ 12' KB 5 ½" SHOE @485T
EOT @4803 49'
485T-4860' PERFORATIONRECORD

SUCKER RODS :2 4888'-4890'
:S 4894'-4898. 6/14/64 4624'-4631' 1JSPF Bholes

4924'-4928, 1/09/95 4764*-4776' 4 JSPF 48 holes

POUSHED ROD 1-1/4"x 2T SM
1/09/95 4783'-4789' 4 JSPF 32 holes

5020' SQUEEZE 4/28/03 4670' SQUEEZEHOLES
SUCKER RODS 6-1 1/2" wt rods, 129-3/4"scrapered rods, 52-3/4" plain rods, 5048'-5064' 4/28/03 5020' SQUEEZE HOLES
1-8', 1-2', 2-6' x 3/4" pony rods 5080'-5084' S/5/03 5790'-5798' 4 JSPF 32 holes

PUMP SIZE 2-1/2" x 1-1/2" x 16' RHAC 5090'.5098' 5/5/03 5682'-5686' 4 JSPF 16 holes
5/5/03 5664'-5666' 4 JSPF 8 holes

STROKE LENGTH: 64 5133'-$13T 5/5/03 5640*-5652' 4 JSPF 48 holes

PUMP SPEED, SPM 8 SPM
5145'-51483 5/5/03 5614'-5619' 4 JSPF 20 holes

5/5/03 5606'-5610' 4 JSPF 16holes

$49l'-550T Sil9/03 5539'-5550' 4 JSPF 44 holes
5539'-5550, 5/19/03 5491'-5507' 4 JSPF 64 holes

5/19/03 5145'-5148' 4]SPF 28holes
55 5/19/03 5133'-5137' 4 JSPF 28 holes
$640'-5652. 5/19/03 5090'-5098' 4 JSPF 48 holes
$664'-5666, 5/19/03 5080'-5084' 4 JSPF 48 holes
5682'-5686. 5/19/03 5048'-5064' 4 JSPF 64 holes

5790'-5798, 5/19/03 4924'-4928' 4 JSPF 16 holes
5|l9/03 4894'-4898' 4 JSPF 24 holes
5/19/03 4888'-4890' 4 JSPF 24 holes
5/19/03 4857'-4860' 4 JSPF 12 holes

NEWFIELD PBTD@5894 RE-PERF 5/22/03 4618'-4631' 2JSPF 26holes
5/22/03 4157'-4164' 4]SPF 40holes

4" SHOE@5910> 5/22/03 4138'-4141' 4 JSPF 40 holes

Goates #1-11-9-16 ,

5/22/03 4130'-4134' 4 JSPF 16holes

793' FSL & 2088' FWL
TD @5912 5/22/03 4076'-4085' 4 JSPF 36 holes

SESW Section l l-T9S-RI6E
Duchesne Co, Utah
API #43-013-15789;Lease#U-096547 DF



Jonah Fed LA-14-9-16
Spud Date: 12/19/2008
Put on Production: 1/27/2009 Wellbore Diagram

GL: 5606 KB: 5618'

SURFACE CASING FRAC JOB

CSG SIZE 8-5/8" 1/20/09 5130-5142' Frac A3 sds as follows:

GRADE: J-55 49,252#20/40 sand in 460 bbis of Lightning 17 fluid. Broke@ 2780 psi

Treated w/ ave pressure of 2065 psi w/ ave rate of22.9 BPM ISIP 2290

WEIGHT 24# psi Actual flush 4624 gals.
Cement top @104'

LENGTH 7 jts (31S 79') 1/20/09 5020-5026' Frac A.5 sds as follows:

DEPTH LANDED 326.79' KB
24,7 I l#20/40 sand in 367 bbis of Lightning 17 fluid. Broke@ 4040 psi
Treatedwlavepressureof2423psiwlaverateof22.9BPM ISIP2411

HOLE SIZE 12-1/4" psi. Actual flush 4515 gals.

CEMENT DATA 160 sx class 'g' cmt 1/20/09 4809-4819' Frac C sds as follows:
24,955#20/40 sand in 350 bbis of Lightning 17 11uid. Broke@ 3045 psi
Treated w/ ave pressure of2300 psi w/ ave rateof23.0 BPM ISlP 3472

- - psi. Actual flush: 4221 gals.

1/20/09 4161-4170' Frac CB6 sds as follows:
55,178#20/40 sand in 477 bbis of Lightning 17 fluid. Broke@ 3936 psi
Treated w/ ave pressure of 1800 psi w/ ave rate of23.2 BPM ISIP t734

PRODUCTION CASING
psi. Actual flush: 3738gals.

1/20/09 4094-4105' Frac GB4 sds as follows:
CSG SIZE: 5-1/2' 69,186#20/40 sand in 552 bbis ofLightning 17 fluid. Broke@ 2614 psi

GRADE J-55 Treated wl ave pressure of 2200 psi wl ave rate of23.1 BPM ISIP 1915

WEIGHT: 15.5#
psi. Actual flush; 4007 gals.

LENGTH: 158 jts (6228.67')

DEPTH LANDED: 6045.44, 03/03/2010 Pump Maintenance. Update rod and tubing
details.

HOLE SIZE 7-7/8"

CEMENT DATA: 280 sx primlite and 415 sx 50/50 poz

CEMENT TOP AT 104'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 162 jts (5107.3')

TUBING ANCHOR: 5107.3' KB

NO. OF JOINTS: 1 jt (31.63')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT 5141.8' KB

NO. OF JOINTS: 2 jts (63.1')

TOTAL STRING LENGTH: EOT @5206'

SUCKER RODS
PERFORATION RECORD

1/20/09 4094-4105' 4JSPF 44holes

POLISHED ROD: 1 ½" x 26' polished rod
: 4094-4105'

1/20/09 4161-4170' 4 JSPF 36 holes

SUCKER RODS 1-2', 6' x 7/8" pony subs, 201-7/8" guided rods (8 per), 4-1 1/20/09 4809-48 19' 4 JSPF 40 holes

½" weight bars, shear coupler i 4161-4170' 1/20/09 5020-5026' 4 JSPF 24 holes

PUMP SIZE: 1 ½" x 1 ¾" x 20' RHAC central hydraulic pump 1/20/09 5130-5142' 4 JSPF 48 holes

STROKE LENGTH: 175" T 4809-4819'

PUMP SPEED, SPM 0

C 5020-5026'

Anchor @5107'

SN @514] '
i 5130-5142'

EOT @5206'

MB=&'¥HS:5WE
PBTD @6004'

Jonah LA-14-9-16
TD @6045'

1906' FNL & 732' FEL

SE/NE Section 14-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-34164 ; Lease #



MulichemAnalyilcal-- ATTACHMENTF multi-chenT
1553 East Highway 40
Vemal,UT84078 { A HALLIBURTONSERVICE

Water AnalysisReport
Production Company: NEWFIELDPRODUCTION Sales Rep: Danen Beds
Well Name: JIF Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/1&2012 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WM Brine ChemistryConsortium (Rice University)

H2S in Water (mg/L): 70.00 Manganese (Mn): 0.10 Silica (SiO2):
Noles:
P=1.7

(PTB = Pounds per Thousand Barrels)

Calaum Banurn Sulfate Iron lion Gypsum Celesute Halite Zinc
Calbonate Sulfide Carbonate CaSO4 2H2O STSO4 NaCI Sulfide

70 14 0.12 3.22 1.72 3.15 2.64 0.16 0.13 0.06 0.00 0.00 0.00 0.00 0.00 0.00 11.01 0.21
95 157 0.13 3.59 1.49 3.11 2.42 0.16 0.24 0.09 0.00 0.00 0.00 0.00 0.00 0.00 10.48 0.21

121 300 0.24 5.98 1.31 3.06 2.34 0.16 0.42 0.14 0.00 0.00 0.00 0.00 0.00 0.00 10.12 0.21
146 443 0.37 8.45 1.18 3.00 2.32 0.16 0.60 0.16 0.00 0.00 0.00 0.00 0.00 0.00 9.83 0.21
172 585 0.51 10.74 1.09 2.95 2.36 0.16 0.78 0.18 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.21
197 728 0.68 12.66 1.02 2.91 2.44 0.16 0.96 0.19 0.00 0.00 0.00 0.00 0.00 0.00 9.42 0.21
223 871 0.87 14.16 0.99 2.88 2.56 0.16 1.14 0.20 0.00 0.00 0.00 0.00 0.00 0.00 9.29 0.21
248 1014 1.06 15.23 0.98 2.87 2.70 0.16 1.31 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.19 0.21
274 1157 1.27 15.97 0.99 2.88 2.87 0.16 1.47 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.13 0.21
300 1300 1.49 16.43 1.01 2.90 3.05 0.16 1.63 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.08 0.21

Hemihydrate Anhydrale Calciurn Zinc Lead Mg Ca Mg
CaSO4 0 SH2 CaSOd Fluoride Carbonale Sulfide Sibcate Silicate

SI PTB PTB SI PTB SI PTB SI PTB SI

70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.29 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 12.44 0.12 0.00 0.00 0.00 0.00 0.00 0.00

121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.15 0.08 11.79 0.12 0.00 0.00 0.00 0.00 0.00 0.00
146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.49 0.18 11.26 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 0.79 0.22 10.81 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 1.07 0.25 10.44 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 1.33 0.26 10.14 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 1.55 0.26 9.90 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 1.75 0.26 9.69 0.12 0.00 0.00 0.00 0.00 0.00 0.00
300 1300 0.00 0.00 0.00 0.00 0.00 0.00 1.92 0.27 9.53 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulfide

Multi-Chem- A Halliburton Service Friday, January 20, 2012
i thics Commitrnent Page 1 of 3 Excel/ence



---I-- ATTACHMENTF multi-chem
1553EastH Ohway40

A HALLIBURTONSERVICE
These scales have positive scaling potential under final temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate

2 0.6 e a
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0 0 0 0
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Zinc Carbonate
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H ATTACHMENTF multi-chenT
Vernal, UT 84078 A HALLIBURTONSERVICE

Unitsof Measurement: Standard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: MichaelMcBride
Well Name: WALTON1-11-9-16 Lab Tech: Gary Palermon
Sample Point: Trealer
Sample Date: 7f23/2012 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA··219712 Brine ChemistryConsortium (Rice University)

99I??.a Den i kni) 1 000 (tygntiurn Acetic Aci I
H: rigtn ( 6 rop on c Aci (

??I??I.a ed ( g/L) I n ( e) .30 gyngic d H O
99.2.inas ( ) ing (gn) O Isobygrig Acid ( )

issolired O2(rng/I.) 0 00 I..ead (Pb : 0 I¯Iygrigg(f)
!? i.n_q Agtnon H rorning gr}

H2S in Water (mg/L): 20.00 Manganese (Mn): 0.16 Silica (Sio2)
Noles:

(PTB = Pounds per Thousand Barrels)

Calourn Barbirn Sulfate hon Iron Gypsarn Celestite inc
Carbonate Sulfide Carbonate CaSOA 2H2O SrSO4 Sulfide

Sl PTB PTB

210.00 60.00 1.18 21.57 0.89 8.36 2.76 0.72 1.89 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.05 0.02
200.00 60.00 1.12 21.12 0.91 8.41 2.73 0.72 1.83 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.12 0.02
190.00 60.00 1.05 20.62 0.93 8.48 2.71 0.72 1.77 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.19 0.02
180.00 60.00 0.99 20.07 0.95 8.55 2.68 0.72 1.70 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.27 0.02
170.00 60.00 0.93 19.45 0.98 8.63 2.67 0.72 1.64 0.92 0.00 0.00 0.00 0.00 0.00 0.00 8.35 0.02
160.00 60.00 0.87 18.77 1.02 8.72 2.66 0.72 1.57 0.92 0.00 0.00 0.00 0.00 0.00 0.00 8.45 0.02
150.00 60.00 0.81 18.05 1.05 8.81 2.65 0.72 1.50 0.91 0.00 0.00 0.00 0.00 0.00 0.00 8.55 0.02
140.00 60.00 0.76 17.28 1.10 8.91 2.66 0.72 1.43 0.91 0.00 0.00 0.00 0.00 0.00 0.00 8.66 0.02
130.00 60.00 0.70 16.47 1.15 9.01 2.67 0.72 1.36 0.90 0.00 0.00 0.00 0.00 0.00 0.00 8.77 0.02
120.00 60.00 0.65 15.64 1.21 9.11 2.68 0.72 1.29 0.89 0.00 0.00 0.00 0.00 0.00 0.00 8.90 0.02

Hemihydrate Anhydrale Calcium Zine Lead Mg Ca Mg
CaSO4 0 5H2 CaSO4 Fluoride Caibonate Sulfide Sihcate Silicate

Si PTB PTB SI PTB SI PTB SI

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.45 0.02 9.02 0.02 0.00 0.00 0.00 0.00 0.00 0.00
200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.36 0.02 9.15 0.02 0.00 0.00 0.00 0.00 0.00 0.00
190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.26 0.01 9.30 0.02 0.00 0.00 0.00 0.00 0.00 0.00
180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.16 0.01 9.45 0.02 0.00 0.00 0.00 0.00 0.00 0.00
170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.05 0.00 9.61 0.02 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.79 0.02 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.98 0.02 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.17 0.02 0.00 0.00 0.00 0.00 0.00 0.00
130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.39 0.02 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.62 0.02 0.00 0.00 0.00 0.00 0.00 0.00

Multi-Chem- A Halliburton Service Tuesday, July 31, 2012
| cs Commionent Page 1 of3 Excellence



-..-- ATTACHMENTF multi-chenT
1553 East Highway 40
Vemal,UT84078 A HALLIBURTONSERVICE

Water Analysis Report

These scales have positivescaling potential under initial temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

These scales have positive scaling potential under final temperatureand pressure: CalciumCarbonate BariumSulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem - A Halliburton Service Tuesday, July 31, 2012
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MullI·ChemAnalyticelu- ATTACHMENTF multi-cherri
1553 East Highway 40
Vernal, UT84078 A HALLIBURTONSERVICE

Water Analysis Report

Zinc Carbonate
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Multi-Chem- A Halliburton Service Tuesday, July 31, 2012
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Attachment "G"

Walton Federal #1-11-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
3989 4129 4059 2200 0.98 2174
4190 4363 4277 3850 1.35 3823
4589 4597 4593 3850 1.27 3820
5456 5618 5537 1770 0.76 1735
4589 4746 4668 2520 0.98 2490
5007 5084 5046 1990 0.83 1957

Minimum 1735

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion







ATTACHMENTG-!
34c4

Walter te Price, Jr. -> May 12, 194

14 equivalent to a 24.bear production of 1,073 barrels oile To apply for a

nw field destgation.

To plaes well on pumping operation ter paraffin control. nate
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ATTACHMENTG I
October 25, 1966 Ay 0 ' y N

TO: Walter T. Price, Jr. Copies: Avery Rush, Jr.
Ed Notestine

FROM: W. W. Killingsworth, Jr. Wayne Cummings
Jim Sanders

ML 4025 - WALTONFEDERAL NO. 1 Maurice Walls
706' North of South Line and E. T. Rogers '

704' Westgof East Line of T. S. Clopton
Section 11, Township 9 South, Phil Ansley
Range 16 East, J. W. Burrage
Duchesne County, Utah Harry Wright

File

This is a rework of a Green River oil well.

Pulled rods and tubing and perforated with 2 - 1/2" holes at 5,075' and

5,084' on 10-5-66.

Ran packer and broke down perforations at 5,075' and 5,084' with 500

gallons 15% acid. Pulled tubing and fraced well down casing with 73, 500 gal-

lons of 1¾ gelled acetic acid with 62,000# èand anÊ2,000 gallone with 2,000#

glass beads. Flushed with 6,500 gallons. Treated at 54 barrels per minute at

2600# to 3,000#.

Placed well back on pumping operation on 10-9-66. Pomped back treating

water and formation oil. Well pouped 95 barrels oil and 10 barrels of water

in 24 hours ending 10-15-66. Venting 50 M.C.F. of gas per day. Rework complete

10-15-66.



ATTACHMENTGl
EREC Western Region

DAILY OPERATING REPORT

WALTON FEDERAL #1-11 Operator: EREC/Western Regioin
EREC WI: 80.52%
Location: SE SE Section 11, T98, R16E

Duchesne County, Utah
Prospect: Monument Butte/Jonah Unit

09/19/96 Re-Completion
Move Basin WeH Service Rig #1 to location. Test rig anchors, replace 2 rig anchors.

09/20/96 Re-Completion
RU, Hang well off. Unseat DHP, flush rods w/40 bb1s wtr. TOOH w/rods & DHP.

ND well head, NU BOP, release tbg anchor. RIH w/2 jts tbg, tag fill @ 5081' KB.

TaHy out of hole. TIH w/bit a scrapper. SWIFN.
DC: $1,640 CC: $1,640

09/21/96 Re-Completion
Tag fill @5081' KB. Break circulation, used 60 bb1s wtr. Circulate down to 5087'

KB. Try to rotate w/tongs. RU Power Swivel, could not drBI down. TOOH w|tbg,

scrapper à drag bit. TaHy in hole w/tooth-cone bit, bit sub, SN & 160 jts 2-7/8"

tbg. Tag fill @5087' KB. DriH down for 1-1/2 hrs, made 4". Returns were glass
beads à small pieces of metal. Puu up 4 Jts. Used 400 bb1s 2% KCL wtr. SWI until
9-23-96.
DC: $2,113 CC: $3,753

09/23/96 Re-Completion
TOOH w/tbg & bit. Flush tbg w/40 bb1s 2% KCL wtr. Hydro-test in hole w/RBP,

retrieving tool, 2-3/8" x 6' sub, HD pkr, SN & 165 jts 2-7/8" tbg. Hydro-test to
5000 psi, split 1 Jt. Set BP @5073' KB, pkt @5021' KB. Press 1000 psi, ½ hr, no

loss, 23 bb1s wtr. Set BP @5073', pkr @5005' KB. (Zone 5007' - 5020'). Pumped

36 bb1s, 2.1 bpm @800 psi. ISIP = 600 psi. Set BP @5004' KB, pkr @4752' KB.

Blank zone. Press to 1000 psi, ½ hr, no loss. Used 12 bble wtr. Set BP @5004' KB,

pkr @4729' KB. (Zone 4735' - 4746'). Pumped 13 bb1s wtr, 1.7 bpm @ 1000 psi,

ISIP 675 psi. Set BP @4731' KB, pkr @4599' KB. Blank zone. Press to 1000 psi,

½ hr, no loss. Used 25 bb1s wtr. Set BP @4731' KB, pkr @4582' KB. (Zone 4589' -

4597'). Pumped 44 bb1s, could not pump into zone 1400 psi. Press down annulus

to 1000 psi, lost 200 psi @ 1 minute. Reset pkr @4507' jm. Press down annulus to
1000 psi, ½ hr, no loss. Press down tbg 1000 psi. Lost 200 psi @1 minute.

DC: $6,525 CC:



ATTACHMENTG /
EREC Western Region

DAILY OPERATING REPORT

WALTON FEDERAL #1-11
Location: SE SE Section 11, T98, R16E

Duchesne County, Utah
Prospect: Monument Butte/Jonah Unit

09/24/96 Re-Completion 4 gr - 9 7
Pump 2 bbla KCL wtr into -5089' -M. TOOH w/tbg, retrieving tool, à BP. RU

Cutter Wire Line to perf 5072' - 5078', 2 SPF; 5046' - 5054', 2 SPF; 4715' - 4719', 4

SPF; 4590' - 4595', 4 SPF. TIH w/RBP, retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-

7/8" SN & 147 Jts tbg. Set BP @4640' KB. Pkr @4505' KB. EOT @4516' KB.

Break down 4589' - 4597' w/2226 gals 2% KCl wtr. ATP = 2261 psi, ATR = 3.2 bpm,

ISIP = 1700 psi. Used53 bb1s wtr. Reset BP @4790' KB, pkr @4631' KB. Break

down 4715' - 4719', 4735' - 4746' w/2688 gals 2% KCL wtr. ATP = 2200 psi, ATR =

3.2 bpm, ISIP = 1500 psi. Used64 bb1s wtr. Release phr, circulate balls BP, release

BP. TOOH w/tbg, pkr & BP. TIH w/HD pkr, SN & 154 jts 2-7/8" tbg. Set pkr @
4923' KB. Break down 5007' - 5084' w/3276 gals 2% KCL wtr. ATP = 1110 psi,

ATR = 4.6 bpm, ISIP = 1200 psi. Used 78 bb1s wtr. SWIFN.
DC: $6,035 CC: $16,313

09/25/95 Re-Completion
RU BJ Services & Trac 5007' - 5084' w/1056 gals 2% KCL wtr & 29,760 lbs 16/30

sand. ATP = 3450 pst ATR = 13.0 bpm, ISIP = 1990 psi, 5 min = 1600 psi, 10 min =

1100 psi, 15 min = 810 psi, 27 min = O psi. Used168 bb1s wtr. Start forced closure

flow back. 1.0 bpm. End forced closure, flow back @27 min = 0 psi. Flow back 14

bb1s wtr, trace sant. TOOH w/tbg & pkr. TIH w/RBP, retrieving tool, 2-3/8" x 6'

sub, HD pkr, SN & 152 jts 2-7/8" tbg. Set BP @ 4790' KB. TOOH w/tbg, pkr à

retrieving tool. Finac 4589 - 4746' w/8904 gals 2% KCL wtr 8s 12,000 lbs 16/30

sand. ATP = 2900 pst ATR = 22.5 bpm, ISIP 2520 psi, 5 min = 1450 psi, 10 min=

1220 psi, 15 min = 1000 psi, 30 min = 390 psi. Used212 bb1s wtr. Start forced
closure flow back. 1.0 bpm. Flow back 32 bbis wtr, trace sand. 32 min = 0 psi.

TIH w/retrieving tool, 152 jts tbg. Tag sand @4593' KB. Release BP. TOOH w/tbg

& BP. SWIFN.
DC: $28,846 CC: $45,159

09/26/96 Re-Completion
TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, SN & 160 jts 2-7/8" tbg. Tag sand @
5044' KB. Could not circulate down. Hook up tbg swivel. Rotate à circulate down

to 5087' KB. (PBTD). Used 67 bb1s wtr. Set pkr @4568' KB. Made 22 swab runs.

Recovered 1 bb1 oil & 65 bb1s wtr, 1% sand. Fluid entry 250' @20 minutes. SWIFN.

DC: $1,851 CC:



ATTACHMENTGH
EREC Western Region

DAILY OPERATING REPORT

WALTON FEDERAL #1-11
Location: SE SE Section 11, T98, R16E

Duchesne County, Utah
Prospect: Monument Butte/Jonah Unit

09/27/96 Re-Completion
Made 8 swab runs. Initial fluid level @4000'. Recovered 2 bb1s oil & 10 bb1s wtr.
Release pkr, tag sand @5079', circulate down to PBTD (5087'), TOOH w/tbg & pkr.
TIH w/production string (tbg) as follows:

LENGTH DEPTH KB

1 - Notched-pinned collar .40' 5021.96'
1 - jt 2-7/8" EUE J-55 Brd 6.5# 31.79' 5021.56'
1 - Perf sub 2-7/8" x 3' 3.12' 4989.77'
1 - SN 2-7/8" 1.10' 4986.65'
14 - jts 2-7/8" EUE J-55 Brd 6.5# 440.91' 4985.55'
1 - thg anchor 2-7/8" x 5-1/2" (TRICO) 2.75' 4544.64'
144 - jts 2-7/8" EUE J-55 Brd 6.5# 4529.89' 4541.89'
KB 12.00'

ND BOP, set tbg anchor w/10" tension (12,000). Flange up well head. Tih
w/production string (rods) as follows:

1 - DHP 2-1/2" x 1-1/2" x 16' THAC w/SM plunger TRICO #1194
30 - ¾" x 25' w/2-1/2" guides
167 - ¾" x 25' D-61 Plain
2 - Pony 3/4" x 6'
1 - Polish rod 1-1/4" x 22' SM

Press test DHP & csg to 1000 psi, OK. Used 12 bb1s wtr. RDMO. Start well

pumping @6:30 PM,



ATTACHMENTG-(

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 10, 2003 Day: 01

Operation: Re-completion Rig: Pennant #11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'

n op @: 4 5901' FC
Tbg: Size: 2 3/8-2 7/8 Wt: 4.7-6.5# Grd: N-80 Pkr/EO_T@: 4091' BPISand PBTD: 5883'

PERFORATION RECORD
Perfs SPFl#shots Zone Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: August 9, 2003 SITP: 0 SICP: 0

MIRU Pennant #11. RU HO trk & circ well W/ 120 BW @250°F (no wtr loss). TOH WI rod string. ND wellhead. NU
BOP. TOH W/ production tbg. Talley, PU & TIH W/ 2 3/8 NC, 19 jts 2 3/8 4.7# N-80 tbg (W/ beveled collars) & 149 jts 2
7/8 8rd 6.5# N-80 tbg to 5378'. TOH W/ 40 jts tbg. SIFN WI EOT @4091'.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 827(con't) Starting oil rec to date: 0
Fluid losurecovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,870

AS PULLED AS PULLED Weatherford BOP $130
KB 12.00' 1 1/4" X 22' polished rod IPC wtr & truck $600
152 2 7/8 J-55 tbg (4778.16') 1-2' X 3/4" pony rod Zubiate HO trk $500

2 7/8 NC (.45') 60-3/4" plain rods Fletcher trucking $600
EOT 4790.61' W/ 12' KB 42-3/4" scrapered rods Tiger trucking $800

4-1 1/2" weight rods IPC supervision $300

DAILY C : $5,800
Workover Supervisor: Gary Dietz TOTAL WELL ST:



ATTACHMENTG

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 3, 2003 Day: 12

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: 4" WT: 11.# Liner top @: _ 4816' GS @ 5901' FCg 5883'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkry @: 4791' BP/Sand PBTD: 5883'

PERFORATION RECORD
Zone Perfs SPFl#shots & Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: August 2, 2003 SITP: 0 SICP: 0

TlH W/ rod string as follows: 4-1 1/2" weight rods, 42-3/4" scrapered rods, 60-3/4" plain rods, 1-2' X 3/4" pony rod and 1
1/4" X 22' polished rod. Leave well shut in for log evaluation. RDMOSU. Est 827 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 827 Starting oil rec to date: 0
Fluid .lost/recovered today: 0 Oil tost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $1,021

IPC trucking $400
KB 12.00' 1 1/4" X 22' polished rod RNI wtr disposal $600
152 2 7/8 J-55 tbg (4778.16') 1-2' X 3/4" pony rod Zubiate HO trk $400

2 7/8 NC (.45') 60-3/4" plain rods IPC rstbts $300
EOT 4790.61' W/ 12' KB 42-3/4" scrapered rods Marta-Co. hanger repair $100

4-1 1/2" weight rods IPC frac tbg (10 days) $4,555
IPC swb tk (2X12 dys) $960
IPC frac tks (3X12 days) $1,440

IPC supervision $300

DAILYCOST: , $10,076
Workover Supervisor: Ray Herrera TOTAL WELL COST:



ATTACHMENTG (

RESOURCES INC.
•

/0
DAILYWORKOVER REPORT

WELL NAME: Walton #1 Report Date: August 2, 2003 Day: 11

Operation: Re-completion Rig: Pennant#11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'

n egop @: __ 4816' _ GS @_ _ 5901' FC @ 5883

Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrg @: 4783' BP/Sand PBTD: 5883'
PERFORATION RECORD

Perfs SPFl#shots Zone Perfs SPFl#shots
SQZ holes 4000' 4/4 5013' 3/3

4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: August 1, 2003 SITP: 0 SICP: 0

TIH W/ Weatherford 5 1/2" "HD" pkr & 2 7/8 J-55 tbg. Set pkr @ 4781'. RU chart recorder and pressure test liner to
1650 psi. Held solid for 30 minutes. Bleed pressure off & release pkr. TOH W/ tbg & LD pkr. RU Schlumberger WLT &
run CBL. WLTD @ 5883', liner top @ 5814', top logged interval @ 3500'. Had 300' fair cmt outside btm of liner, then
tapered out to poor. Have good cmt to 3750' from top squeeze. RD WLT. TlH W/ pinned NC & 152 jts tbg. ND BOP.
Land tbg on flange & secure wellhead. SIFN W/ est 827 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 827 Starting oil rec to date: 0
Fluid grecovered today: Ob Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,790
liner top @4816' Weatherford BOP $130

51/2"x 4" liner hanger 5.64' Schlumberger - CBL

26 Jt's 4" 11# L-80 liner 1062.02 Zubiate HO trk $400
float collar 1.25' RNl wtr disposal $300

1 Jt's 4" 11# L-80 liner 15' IPC supervision $300
Guide shoe 1.5'

DAILY COST: 2
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTGB
RESOURCES INC,

DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 1, 2003 Day: 10

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: 4" _ WT: 11.# Liner top @: 4816' GS @ 5901' FC @ 5883'
Tbg: Size: Wt: Grd: Pkrl_EOT@: 0 BP/Sand PBTD: 5883'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2003 SITP: 0 SICP: 0

TlH WI Four Star tapered mill (3 9/32" OD), bit sub, 2 3/8 tbg, X-O & 2 7/8 N-80 tbg. RU power swivel. Con't milling out
liner hanger. After 20 minutes, had reamed remaining 2 1/2'. Swivel in hole W/ jts and dress up tool jointID's. Circ hole
clean W/ 10 BW lost. RD swivel. TOH & LD 2 7/8 and 2 3/8 N-80 tbg & mill. SIFN W/ est 827 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 817 Starting oil rec to date: 0
Fluid _losurecovered today: 10 oil lostirecovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11
liner top @4816' Weatherford BOP $130

51/2' x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11# L-80 liner 1062.02 Four Star mill $300

float collar 1.25' IPC supervision $300
1 Jt's 4" 11# L-80 liner 15'

Guide shoe 1.5'

DAILY COST: 4,926
Workover Supervisor: Gary Dietz TOTAL WELL COST:



DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 31, 2003 Day: 09

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'

: WT: __ 11,# _ Liner top @: __ 4816' _ GS @ 5901' FC @ 5883'
Tbg: Size: 2 7/8-2 3/8 Wt: 6.5#-4.7# Grd: N-80 Pkr2 @: 0 BPISand PBTD: 5883'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 30, 2003 SITP: 0 SICP: 0

Con't TOH W/ tbg fl 4719'--LD scraper/mill. TlH W/ Four Star 3 5/16" tapered mill, bit sub, 2 3/8" tbg,X-O & 2 7/8 N-80
tbg. Tag liner top @4816'. Won't go into liner freely. RU power swivel. Mill lightly on liner top. After 3 hrs made 2' into
liner. Circ hole clean W/ 20 BW loss. RD swivel. TOH W/ tbg & mill. Found mill still in gauge. SlFN W/ est 817 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 797 Starting oil rec to date: 0
Fluid _lost/recovered today: 20 Oil lost/recovered today:
Ending fluid to be recovered: 817 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,141
liner top @ 4816' Weatherford BOP $130

51/2"x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11# L-80 liner 1062.02 Four Star mill $800

float collar 1.25' IPC supervision $300
1 Jt's 4" 11# L-80 liner 15'

Guide shoe 1.5'

DAILY COST: $4,821
workoversupervisor: Gary Dietz TOTAL WELL COST:



A TACHMENTG ¡
RESOURCES INC.

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 30, 2003 Day: 08

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: 4" WT: 11.# Liner top @: 4816' 5901' 5883'

Tbg: Size: 2 7/8-2 3/8 Wt: 6.5#-4.7# Grd: N-80 Pkrl_EOT@: 4719' BPISand PBTD: 5883'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFI#shots
SQZ holes 4000' 4/4 5013' 3/3

4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 29, 2003 SITP: 0 SICP: 0

Con't TOH W/ tbg f/ 3689'--LD scraper/mill. TlH W/ 3 1/4" drag bit, bit sub, 2 3/8 tbg, X-O & 2 7/8 N-80 tbg. Went into
liner & past spot @ 4862'. Tag cmt @ 5788'. RU power swivel. Drill soft cmt to FC @ 5883'. Circ hole W/ clean
production wtr. RD swivel. TOH WI tbg & LD bit. TIH WI Weatherford scraper/mill combination (3 5/16" OD). RU power
swivel. Millthrough tight spot @4862' (2 hrs). Con't swivel in hole & found second tight spot @4904'. Millthrough in 45
mins. Con't swivel in hole past thirdliner tool jointwithout tagging,but tookweight on 4th @4978'. Circ hole clean. Lost
est 25 BW today. RD swivel & pull EOT to 4978'. SIFN W/ est 797 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 772 Starting oil rec to date: 0
Fluid grecovered today: 25 Oil lostfrecovered today:
Ending fluid to be recovered: 797 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,999
liner top @ 4816' Weatherford BOP $130

51/2"x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11# L-80 liner 1062.02 RNI wtr disposal $500

float collar 1.25' Fletcher trucking $200
1 Jt's 4" 11# L-80 liner 15' IPC supervision

Guide shoe 1.5'

DAILY COST: $4,579
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTG
DAILYWORKOVER REPORT

WELL NAME: Walton #1 Report Date: July 29, 2003 Day: 07
Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 5903'
Liner: 4" WT:_ _ 11.# _ Liner top @: 4816' GS @ 5901' FC_@_ 5883'
Tbg: Size: 2 7/8-2 3/8 Wt: 6.5#-4.7# Grd: N-80 PkrLEO_T@: 3689' BP/Sand PBTD: 4862'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 28, 2003 SITP: 0 SICP: 0

TOH W/ tbg f/ 4133'--LD setting tool. TlH W/ 4 3/4" bit, 5 1/2" casing scraper & 2 7/8 N-80 tbg. Tag liner top @ 4816'
(tbg talley). RU & rev circ hole clean. TOH W/ tbg & LD tools. Talley, PU & TlH W/ Weatherford 3 1/8" casing
scraper/mill combination, 34 jts new 2 3/8 4.7# N-80 tbg (W/ beveled collars), 2 3/8 X 2 7/8" X-O and 2 7/8 N-80 tbg.
Ease through liner top @4816' & con't TlH. Tag solid @4862'. RU power swivel. Drill approx. 1 hr without making any
hole. Recovering fine cmt in returns. Trouble W/ mill torquing up. RD swivel. Pull EOT to 3689'. SIFN W/ est 772
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 732 Starting oil rec to date: 0
Fluid lodrecovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 772 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,058
liner top þ 4816' Weatherford BOP $130

51/2"x 4" liner hanger 5.64' Weatherford tools $8,878
26 Jt's 4" 11# L-80 liner 1062.02 MartaCo- 2 3/8 collars $600

float collar 1.25' IPC - new 2 3/8 N-80 $3,980
1 Jt's 4" 11# L-80 liner 15' Machine bevel collars $400

Guide shoe 1.5' Betts cmt water $400
RNI wtr disposal $500

Four Star swivel $450
IPC supervision $300

DAILYCOST: $18,696
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTGl
IESOURCES ING.

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 28, 2003 Day: 06

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 5903'
Liner: 4" WT: 11.# Liner top @: 4816' GS @ 5901' FC 5883'
TM S 2 7/8" Wt 5# Grd: N-80 lEOT @:

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 26, 2003 SITP: SICP: 0
TlH with tbg.Tag tight spot @5787', work thru several time. Tag btm @5903'. Circulate clean w/ 2 sweeps and btms up

3X's. TOH with tbg & bit .PU & MU LINER assy as follows: 4" guide shoe, 1jt ( 15' ) 4" 11.0 # L-80 liner.Float collar,
26jt's ( 1062.02' ) 4" 11.0# L-80 liner, liner hanger ( 5.64' ) & set tool. TIH with liner on 27/8" tbg. Wash liner down to a
depth of 5901' Circulate clean. Rig up BJ cementing service. Pump fresh water spacer, 201 sks of 50/50 Poz, 3%KCL,
2% Gel. .5%EC-1,

.5% FL25 mixed @ 14.4 ppg & 1.25 yld. Dropped plug and displaced to liner top. Close setting tool.
Unstung and reversed circulated out . Recovered no cement, just gray water. Rig down BJ. TOH with tbg & setting tool,
20 jt's. EOT @ 4133'. SWIFN.
Note; Liner top located @4816' IKB

New PBTD of 5883'
New TD of 5903'

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 692 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lostirecovered today:
Ending fluid to be recovered: 732 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,177
liner top @4816' Weatherford BOP $130

51/2"x 4" liner hanger 5.64' BJ cementing $6,106
26 Jt's 4" 11# L-80 liner 1062.02 IPC supervision $300

float collar 1.25' Weatherford tools
1 Jt's 4" 11# L-80 liner 15' 1077' of 4" liner

Guide shoe 1.5' Float equipment

QT csgn

DAILY COST: $9,713
Workover Supervisor: Pat Wisener TOTAL WELL COST:



ATTACHMENTGl
W RESOURCES INC.

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 26, 2003 Day: 05

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: WT: Liner top @: FC @: GS @:
Tbg: Size: 2 7/8" Wt: 6.5# Grd: N-80 Pkr/R @: 5191' 43/4" bit to 5903'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 25, 2003 SITP: SICP: 0
TIH with 3 jt's tbg. Tag cement retainer @ 3939'. Rig up power swivel and drill out retainer and cement to a depth of

4060' ( plug top ). Circulate well bore clean. Pressure test csgn and squeezed perfs @ 4000' to 500 psi. Drill up out
composite plug @4060'. TlH with tbg to a depth of 5787'. Rig up swivel and clean out to a depth of 5903'. Note: 5903'
depth achieved with 43/4" bit. Circulate several sweeps thruhole and clean well bore clean. TOH with 22 jt's tbg for a
EOT of 5191' SWIFN
Lost est 52 bbis water during operations.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 640 Starting oil rec to date: 0
Fluid _lost/recovered today: 52 Oil lost/recovered today:
Ending fluid to be recovered: 692 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,448

Weatherford BOP
4- Star swivel $400

Varel bit $250
IPC supervision $300

IPC roustabout's $100

DAILY COST: $4,628
Workover Supervisor: Ray Herrera TOTAL WELL COST:



ATTACHMENTGH
RESOURCES INC.

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 25, 2003 Day: 04

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: WT: Liner top @: FC @: GS @:
Tbg: Size: 2 7/8" Wt: 6.5# Grd: N-80 Pkrl_EOT@: 3842' Composite2 4060'

PERFORATION RECORD CICR @: 3939'
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
500T 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 24, 2003 SITP: SICP: 0

RU Patterson WLT & run Weatherford composite BP & 4" perf gun. Set plug @4060'. Fill hole W/ 12 BW & pressure
test plug to 1000 psi. Perf 4 squeeze holes @4000'. Pump into holes @3 BPM @400 psi. Recovered approx. 15 bbls
tarry oil. RD WLT. TlH WI Weatherford CICR & setting tool. Set retainer @ 3939'. RU rig pump & pump into squeeze
holes (55 bbls). Recovering weak returns & lost completely. RU BJ Services and continue pumping @ increased rate.
After 132 bbis never regained returns. Mix & pump 100 sks 50/50 poz cmt W/ .05#lsk static free, 3% KCL, .5%

EC-1,
.2%

CD-32,
.5% FL-25, 2% gel & .5% Sodium Metasilicate (mixed @ 1.25 cf/sk yield @ 14.4 ppg=22.3 bbis slurry). Displace

W/ 21 BW (.4 bbls left in tbg). Unsting fl retainer & rev circ 1 1/2 tbg volumes. Rec 1/2 bbl cmt. RD BJ. TOH W/ tbg &
LD stinger. TlH W/ new Varel 4 3/4" bit, bit sub & N-80 tbg to 3842'. SIFN W/ est 640 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 441 Starting oil rec to date: 0
Fluid grecovered today: 199 Oil lost/recovered today:
Ending fluid to be recovered: 640 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
U A RO Pennant # 11 $2,432

Weatherford BOP $130
Betts cmt wtr $400

BJ Services - cmt $5,350
Weatherford tools/serv $4,250

RNI wtr disposal $500
Fletcher trucking $300

Patterson- plug/perf $1,638
IPC supervision $300

DAILY COST: ,/ $15,300
Workover supervisor: Gary Dietz TOTAL WELL COST:



w RESOURCES INc.

DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 24, 2003 Day: 03

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: WT: Liner top @: FC @: GS @:
Tbg: Size: 2 7/8" Wt: 6.5# Grd: N-80 Pkr/EOT @: 0 Sand/PBTD @: 5902'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3
5013' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 23, 2003 SITP: 0 SICP: 0
TIH WI bit & tbg f/ 5163' to top of fill @ 5228'. RU power swivel. Drill fill & ream tight hole to 5902'. Pumping polymer

sweeps each connection. Circ hole clean. Lost 153 BW today. TOH W/ tbg & LD bit. RU Schlumberger WLT & run RST
log fl WLTD @5797' to 3500'. RD WLT. SlFN W/ est 441 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 289 Starting oil rec to date: 0
Fluid losUrecovered today: 152 Oil lost/recovered today:
Ending fluid to be recovered: 441 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
ROD DETAIL Pennant # 11 $3,140

Weatherford BOP $130
IPC wtr & truck $300

Four Star swivel $450
Schlumberger-RST log $8,410

fPC supervision $300

DAILY COST: $12,730
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTg-¡

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 23, 2003 Day: 02

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: WT: Liner top @: FC @: GS @:
Tbg: Size: 2 7/8" Wt: 6.5# Grd: N-80 Pkrli @: _Sa.nd/PBTD@: 5087'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

4589-4597 4/g 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3
5013' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 22, 2003 SITP: 0 SICP: 0

Con't PU & TlH W/ bit, sub & 2 7/8 N-80 tbg fl 2063'. Tag fill @ 5087'. RU power swivel. Drilling hard to 5121'.
Recovered glass beads in returns. Plugged bit & unable to clear. Start TOH & tbg came clear. RU & circ hole clean.
Run back in hole & RU swivel. Drill to 5228' & still drilling slow. Circ hole clean. Did recover more glass beads, some
rubber & metal in returns. Lost 127 BW today. Hang back swivel. Pull EOT to 5163'. SIFN W/ est 289 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 162 Starting oil rec to date: 0
Fluid losurecovered today: 127 Oil lost/recovered today:
Ending fluid to be recovered: 289 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,¶

AS PULLED: AS PULLED: Weatherford BOP $130
KB 12.00' 1 1/4" X 22' polished rod Benco - anchors $950
158 2 7/8 J-55 tbg (4970.70') 2-6' & 1-4' X 3/4" pony rods Four Star swivel & trk $600

TA @ 4985.45' 153-3/4" plain rods IPC wtr & truck $400
SN @4986.55' 40-3/4" scrapered rods IPC supervision $300

1 2 7/8 perf'd sub 4-1 1/2" weight rods
1 2 7/8 J-55 tbg (31.79') 2 1/2" X 1 1/2" X 15' RHAC pmp

2 7/8 NC (.40')
EOT 5021.86'

Workover Supervisor: Gary Dietz TOTAL WELL COST: |



ATTACHMENT

DAILYWORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 22, 2003 Day: 01

Operation: Re-completion Rig: Pennant # 11

WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300'
Liner: WT: Liner top @: FC @: GS @:
Tbg: Size: 2 7/8" Wt: 6.5# Grd: N-80 Pkr/EOT_@: 2063' Sand/PBTD @: 5087'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084' 1/1
5007' 3/3
5013' 3/3

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 21, 2003 SITP: 0 SlCP: 0

MIRU Pennant #11. RU HO trk to casing & pump 100 BW @250°F. RD pumping unit & unseat rod pump. Flush tbg &
rods W/ 60 BW @250°F. Re-seat pump & strip off flow T. Filltbg W/ 2 BW & pressure test tbg to 3500 psi. Retrieve rod
string & unseat pump. TOH W/ rods. LD btm 93-3/4" plain & pump. ND wellhead & install adapter flange. Found TA @
4985' unset. NU BOP. TOH & talley production tbg--LD BHA. Talley, PU & TIH WI new Varel 4 3/4" tooth bit, bit sub & 2
7/8 8rd 6.5# N-80 tbg to 2063'. SIFN W/ est 162 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid losurecovered today: 162 Oil lost/recovered today:
Ending fluid to be recovered: 162 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBING DETAIL ROD DETAIL Pennant # 11

AS PULLED: AS PULLED: Weatherford BOP 30

KB 12.00' 1 1/4" X 22' polished rod Zubiate HO trk $675
158 2 7/8 J-55 tbg (4970.70') 2-6' & 1-4' X 3/4" pony rods IPC wtr & truck $400

TA @4985.45' 153-3/4" plain rods IPC trucking
SN @4986.55' 40-3/4" scrapered rods Randys' pump repair

1 2 7/8 perf'd sub 4-1 1/2" weight rods Randys' TA repair $400
1 2 7/8 J-55 tbg (31.79') 2 1/2" X 1 1/2" X 15' RHAC pmp Weatherford scraper $300

2 7/8 NC (.40') McConkie Varel bit $450
EOT 5021.86' IPC supervision $300

DAILYCOST:
Workover Supervisor: Gary Dietz TOTAL WELL COST:



15ummary Rig Activity Page 1 of 2

ATTACHMENT
Daily Activity Report

Format For Sundry
WALTON 1-11-9-16

7/1/2010To11/30/2010
9/14/2010 Day: 1 Recompletion

WWS #5 on 9/14/2010 - MIRUSU. Heat annulus. Can't flush rods. - MIRU Western rig #5. RU
HO trk & pump 60 BW dn annulus @ 250°F. RD pumping unit & PU on rod string. Never saw
pump unseat. RU HO trk to flush rods. Pressures up to 1000 psi. Work rod string--still can't
flush (seems very waxy). SIFN.
Daily Cost: $0
Cumulative Cost: $7,595

9/15/2010 Day: 2 Recompletion

WWS #5 on 9/15/2010 - TOOH w/ rods & tbg. Perforate A3 & A1 sands - Pump 120 BW down
csg @ 250°. Attempt flushing tbg w/o success. Tbg was flowing oil. Pump 60 BW down csg @
180°. TOOH w/ 91- 3/4" guided rods, 40- 3/4" plain rods, 46- 3/4" guided rods & 15' of 47th
rod. ND wellhead. Release TA. NU BOPs. RU rig floor. Pressure tbg & blew hole @ 2800 psi.
Flush tbg w/ 40 BW @ 250°. TOOH w/ tbg talleying. LD 1- 3/4" rod, 6- 1 1/2" weight rods &
rod pump. RU WLT. RIH w/ 3 1/4" gauge ring & tag @ 4902'. POOH w/ gauge ring. PJH w/
perf guns & perforate A3 & A1 sands. POOH w/ WL. RD WLT. SWIFN.
Daily Cost: $0
Cumulative Cost: $21,967

9/16/2010 Day: 4 Recompletion

WWS #5 on 9/16/2010 - Set RBP, PU N-80 frac tbg & set pkr. Frac A1 & A3 sands. - PU & TIH
w/ 3 1/4", bit sub, 40- jts 2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH
w/ tbg & tag scale @ 5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg &
unplugged tbg. TIH w/ 21- jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'.
Circulate well clean. RD drill equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN. -

Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set RBP @ 5137'. TOOH w/ tbg. PU
pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac crew. Frac A1 & A3 sands as
detailed. Open for immediate flowback @ approx 3 BPM. Well flowed for 1 hour & died.
Recovered 180 BW. 215 BWTR. - Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set
RBP @ 5137'. TOOH w/ tbg. PU pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac
crew. Frac A1 & A3 sands as detailed. Open for immediate flowback @ approx 3 BPM. Well
flowed for 1 hour & died. Recovered 180 BW. 215 BWTR. - PU & TIH w/ 3 1/4", bit sub, 40- jts
2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH w/ tbg & tag scale @
5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg & unplugged tbg. TIH w/ 21-

jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'. Circulate well clean. RD drill
equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN.
Daily Cost: $0
Cumulative Cost: $37,150

9/20/2010 Day: 5 Recompletion

WWS #5 on 9/20/2010 - Round trip tbg, swab & release RBP. - Check pressure on well, O psi
csg & 400 psi tbg. Release pkr & circulate well clean. Flush tbg w/ 30 BW @ 250°. LD 150- jts
N-80 tbg & BHA. TIH w/ RH, 13- jts 2 3/8" tbg & 151- jts 2 7/8" tbg. RU swab equipment.

http://www.inewfield.com/denver/SumActRot.asp?RC=152347&API--4301315792&Min...



Summary Rig Activity ATTACHMENTG |Page20f2

Made 9 swab runs w/ SFL @ surface & EFL @ 1400'. No show of sand or oil. Recovered 86
bbis. TIH & circulate 50' of sand off RBP. Latch onto & release RBP. TOOH w/ 84- jts tbg,
stopped to flush tbg w/ 40 BW during TOOH.
Daily Cost: $0
Cumulative Cost: $43,831

9/21/2010 Day: 6 Recompletion

WWS #5 on 9/21/2010 - TIH w/ tbg pressure testing & TIH w/ rods - Continue TOOH w/ tbg &
LD BHA. TIH w/ production tbg as detailed (pressure testing on way in, good 3000 psi test on
bottom). RIH w/ fishing tool on sandline & retrieve standing valve. RD rig floor. ND BOPs. Set
TA @ 4600' w/ 18,000#s tension. NU wellhead. X-over for rods. PU & prime Central Hydraulic
2 1/2" X 1 3/4" X 16' X 20' RHAC rod pump. TIH w/ rods as detailed. RU pumping unit. Fill tbg
w/ 5 BW. Stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 3:30 PM w/ 86" SL & 5
SPM. 220 BWTR. Finalized
Daily Cost: $0
Cumulative Cost: $88,348

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&API=4301315792&Min...



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @3839'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Perforate 4 JSPF @3058'

4. Plug #2 141' plug covering Trona/Mohagany Bench Formation using 26 sx Class "G"
Cement pumped under CICR and out perforations. Follow using 13 sx
Class "G" cement pumped on top of CICR

5. Perforate 4 JSPF @1450'

6. Plug #3 120' plug covering Uinta/Green River formation using 25sx Class "G" cement
pumped under CICR and out perforations. Follow using 7 sx Class "G" cement
pumped on top of CICR

7 Perforate 4 JSPF @275'

8. Plug #4 Circulate 77 sx Class "G" cement down 5 ½" casing and up the 5-1/2" x 8-5/8"
annulus

The approximate cost to plug and abandon this well is $42,000.

Walton Federal



Walton Federal #1
ATTACHMENTW-

Spud Date: 4/01/1964 1-11-9-16
GL: 5501' KB: 5513'

Proposed P& A
Initial Production: 1073 BOPD, Wellbore Diagram
100 MCFG

I Circulate 77 sx Class G Cement down 5 -l/2" casing and up the
5-l/2"x 8-5/8"annulus

SURFACE CASING Casing Shoe@ 225'

CSG SIZE: 9-5/8"
i Perforate4 JSPF 275'

GRADE: J-55

WEIGHT: 32.2#

LENGTH: 7 jts. (212')

DEPTH LANDED: 225' 7 sx Class G Cement plug on topof CICR

HOLE SIZE:12-l/4" CICR @1390' Uinta/Green River

CEMENT DATA: 225 sxs cement 25 sx Class G Cement plug below CICR 120' Plug w/0' excess

Perforate 4 JSPF 1450, (1330'-1450')

PRODUCTION CASING

CSG SIZE: 5-1/2" 13 sx Class G Cement plug on top of CICR

GRADE: J-55 CICR @2987' Trona/Mahoganv Bench

WEIGHT: 15.5# 26 sx Class G Cement plug below CICR 141' Plug w/0' excess

LENGTH: 167 jts. (5192') Perforate 4 JSPF 3058, (2917'-3058')

DEPTH LANDED: 5205'

HOLE SIZE: 7 7/8" 100' (12 sx) Class G Cement plug on topof CIBP

CEMENT DATA: 400 sacks emt, CIBP @3839'

CEMENT TOP AT: 4056' per CBL 3989'-3993'
4000' (Squeeze)
4001'-4016'

CSG SIZE: 4" 4021'-4026'

GRADE: J-55 TOC g 4056' 4031'-4035'

4071'-4087'
WEIGHT: 11# I 4090'-4094'

LENGTH: 1077' : 4097'-4100'

i 4120'-4129'DEPTH LANDED: 5901'
: 4190'-4l96'

HOLE SIZE: 4 3/4" I 4283'-428T
: 4292'-4295'CEMENT DATA: 201 sacks cmt
: 4331'-4334'

CEMENT TOP AT: ????? After squeeze : 4340'-4349'
4" Liner Top g 4816, I 4353'-4363'

2 4589'-4597'
TUBING

I 4715'-4719'SIZE/GRADE/WT: 2 7/8" / J-55 |6.5#
I 4735'

NO. OF JOINTS: 146 jts (4588.2')
: 4746'

TUBING ANCHOR: 4600.2'
4" Liner Top @4816'

NO. OF JOINTS: 2 jts (62.9')

SEATING NIPPLE: 2 7/8" (1.10') 5001'-5029'
SN LANDED AT: 4666' KB 5018-5022'

5044'-5054'NO. OF JOINTS: I jts (31') 5048-5050'
TOTAL STRING LENGTH: EOT 4796' W 12' KB 5058'-5067'

5069'-5077'
5072-5074'
5072'-5078'
5081-5083'
5080'-5088'

5 ½" SHOE @ 5205'

5456'-5472'
5525'-5528'
5531'-5535'
5538'-5540'
5556'-5559'

NEWFIELD 5: 66 28'

Walton Federal #1 1-11-9-16
- PBTD 5863'

705' FSL & 704' FEL \ TD 5903'
SESE Section ll-T9S-Rl6E
Duchesne Co, Utah
API #43-013-15792; Lease #U-096550

JL



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-398

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 11, 16, AND
18, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 100117thStreet, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:
Walton Federal 1 well located in SE/4 SE/4, Section 11, Township 9 South, Range 16 East
API 43-013-15792
State 3-16-9-16 well located in NE/4 NW/4, Section 16, Township 9 South, Range 16 East
API 43-013-33847
Federal 9-18-9-16 well located in NE/4 SE/4, Section 18, Township 9 South, Range 16 East
API 43-013-32920

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 23rd day of August, 2012.

STATE OF UTAH
DIVISION QF' IL, GAS & MINING

Brid'Í-Iill

Permitting
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Jean Sweet - Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-398

From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: Jean Sweet <jsweet@utah.gov>

Date: 8/30/2012 10:23 AM
Subject: Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-398

On 8/29/2012 1:27 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
jsweet@utah.qov

This will run Sep. 4.
Thank you
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\503F3F16...



State of Utah
DEPARTMENT OF NATURAL RESOURCES

NHCHAEL R. STYLER

GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 29, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-398

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



/30/2012) Jean Sweet - Proof for Notice of Agency Action Page 1

From: "Stowe, Ken" <naclegal@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 8/29/2012 2:42 PM
Subject: Proof for Notice of Agency Action
Attachments: OrderConf.pdf

AD# 819456
Run SL Trib & Des News 8/31/12
Cost $213.32
Thank



* * Remit to: P.O. Box 704005
She§alt£akegribune MEDIN

_
Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000819456-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING Ad Content Proof Actual Size
BIFOIIETHEDIVISIONOFOIL GASANDMINING

Client Phone 801-538-5340 Payor Phone 801-538-5340 DIPARTMENTOF NNIURÄLRESOURŒS
STATEOF UTAH

NQilŒOF A09cY ACriCN
CAUSENO, WC-398

Account# 9001402352 Payor Account 9001402352 IN THEMATTEROF THE APPLICATION OF NEWFIELD PRODUC-
TION COMPANY FORADMINISTRATIVEAPPROVAL OF CERTAIN

Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO) "gy E
ÔUNTœY,

TAN
CH

SALT LAKE CITY, UT 84114 USA SALT LAKE CITY, UT 84114 Il INJECTlON WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTEDIN THE
ABOVE ENTITLEDMATTER.

Ordered By Acct. ExeC Notice is hereby given that the Divisier of Oil, Gas md Min-
Fax 801-359-3940 try (the "Division") is commencieg an informal adiedicative

Jean kstowe proceedimg to corsider tte application of Newfield Produc-
EMail earlenerussell@utah.gOV tien Company, 1001 171¾Street, Seite 2000, Denver, Colo-

rude 80202, teleptere 303-893-0102, der administrative
approval of the following wells Iccated in Dedreste County,

Total Amount $213.32 utom,«er cerversier re a ss il i.¡ects. wens.

Greater Monument Butte Unit:
Payment Amt $0.00 Walten Federal 1 well Iccated in SE/4 SE/4, Sectier 11,

Tear Sheets Proofs Affidavits Ig 23 "2emge 16 East

State 3-16-9-16 well located in NE/4 NW/4, Sectier 16,
Amount Due $213.32 0 0 1 Township9 Scutt, Range 1ð East

API43-013-33847
Federal 9-18-9-16 well 10Cared in NE 4 SE/4, Section 18,

Payment Method PO Number Cause UIC-398/NeME Township 95ceTh, Range 16 East
APl 43-013-32920

Confirmation Notes: The proceeding will be cordtcTed in acordar<e with Utot
Admir. Ró49-10, Adninistrative Procedures.

Text: Jean Selected zores m tre Green River Formation will be tsed for
water infectice. The maximtm requested injection piessures
and rates will be determined based or fro-Tere gradient in-Ad Type Ad Size Color femiation stbmitted by Newfield Productier Company.

Legal Liner 2.0 X 62 Li <NONE> Any person desirmg to object to the application or etterwise
intervere in the proceeding, must file a written protest er re-
Tiœ of mterventionwith tte Divisionwittir fifteen days fol-
Iowing publicatier of 1tis retice. The Division's Presiding Offi-

Product Placement Position cer for the proceedmg is Brad Hill, PermittTag Mooger, at
. P.O. Box 145801, Salt Loke City, UT 84114-5801, phereSalt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices meer isoi; sas-saxo. is such a protest er retiee of inter-

vention is received, a hearing will be scheduled in acœrd-
Scheduled Date(s): 8/31/2012 arœ wim me aforemertiered administranve procederal

rules. Protestots and/or Interverers stoeld be prepared to

Product Placement Position ye''"Jrrareor me rearme newals matter affeca meir m-

Deseret News:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices Dated this 23rd day of Avgust,2012.
STATE OF UTAti

Scheduled Date(s): 8/31/2012 DIVISION OF OIL, GAS& MINING

Product Placement Position mit""eaaroger4194Ê UPAXLP
sitrib.com:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 8/31/2012

Product Placement Position
utahlegals.com:: utahlegals.com utahlegals.com
Scheduled Date(s): 8/31/2012

8/29/2012 2:41:26PM



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 29, 2012

VIA E-MAIL naclegal mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-398

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Invoice Number lavoice Date

Send Payrnents to: 35466 9/6/2012
Uintah Basin Standard www.ubstandard.corn
268 S 200 E Advertiser No. Invoice Amount Due Date

Roosevelt, Utah 84066
2080 $106.65 10/6/2012

Phone: 435-722-5131
Pa×:435-722-4140 www.vernal.SfCElvED

DIVISION OF OIL GAS & MINING SEpi 7 202
Rose Nolton &MsANO
1594 W. N.TEMPLE STE 121 oni07 OL

PO BOX 145801
SALT LAKECITY, UT 84114-5801

1 1/2% fee willbe charged to all Amount Enclosed
past due balances.

Please detach top portion and retum with your payment INVOICE

Uintah Basin Standard DIVISIONOF OIL GAS &MiNING Invoice No. 36456 9/6/2012

Date O

9/6/2012 17561 UBS UBS Legal Notice: Notice ofAgency Action: UIC 398 $106.65
Pub. Sept. 4, 2012

Sub Total: $106.65
Total Transactions: 1 Total: $106.65

SUMMARY Advertiser No. 2080 invoice No. 35456

1 1/2% fee willbe charged to all past due balances.

Thank You for your business!

Thank you for advedising with us, we appreciate your
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Walton Federal 1-11-9-16

Location: 11/9S/16E API: 43-013-15792

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and leaseholders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 225 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,205 feet. A 4 inch production liner extends from
a depth of 4,816 feet (within the production casing) to a depth of 5,901 feet. The cement bond
log demonstrates adequate bond in this well up to about 3,786 feet. A 2 7/8 inch tubing with a
packer is proposed to be set at 3,839 feet. However, it will need to be lowered, based on the
approved injection top. A mechanical integrity test will be run on the well prior to injection. On
the basis of surface locations, there are 12 producing wells, 2 P/A wells, 6 injection wells, and 1
temporarily abandoned well in the AOR. One of the producing wells is directionally drilled, with
a surface location inside the AOR and a bottom hole location outside the AOR. In addition, there
are 2 directionally drilled producing wells with surface locations outside the AOR and bottom
hole locations inside the AOR. Most of the existing wells have evidence of adequate casing and
cement for the propose injection interval. However, there are perhaps as many as six wells which
are problematic in that respect. The most problematic of these wells is the C&O Govt #1 (API#
43-013-15111) well, located approximately 0.3 mile northeast of the Walton Federal 1-11 well.
For this well the CBL (11/28/1964) demonstrates the TOC at approximately 4,886 feet. To
protect these wellbores, Newfield will not perforate the Walton Federal 1-11-9-16 above 4,964
feet (see Ground Water Protection section below).

The following discussion pertains to all UIC applications for wells located within a 0.5 mile
radius of the Jonah Unit 8-14-9-16 well (API# 43-013-32054). That well is located
approximately 0.5 mile south of the Walton Federal 1-11 well, the proposed injection well in the
current application. In the process of drilling the directional well, Jonah Federal LA-14-9-16
(API# 43-013-34164) from the existing pad occupied by Jonah Unit 8-14, on 12/25/2008
Newfield accidentally intersected the existing vertical wellbore Jonah Unit 8-14 at a depth of
1,092 feet. An application for conversion of the Jonah Unit 8-14 to a UIC injection



Walton Federal 1-11-9-16
page 2

well had been previously submitted by Inland Production Company 4/19/2000. A conversion
permit was issued 6/15/2000 by DOGM, but an MIT was never done, and an injection permit
was never issued. Subsequent to the well collision, which destroyed the wellbore integrity of the
Jonah 8-14 well, DOGM denied further consideration of the well as a UIC injection well (memo
l1/8/2010). Jonah 8-14 is currently in a temporarily abandoned status. Newfield and DOGM
agreed on a plan for monitoring the situation created by the well collision. A monitor well would
be drilled and perforated at depths which straddle the depth of the well collision. Casing and
tubing pressure gauges would be placed on both the damaged well (Jonah 8-14) and the monitor
well. Any changes in pressure or fluid level will be reported immediately to DOGM. In addition,
water samples will be taken from each well annually. The monitor well, GMBU 8-14T-9-16
(API# 43-013-50880) was completed 10/10/2012, located approximately 90 feet south-southeast
of Jonah 8-14. Prior to completion of the monitor well, it had been necessary to postpone further
consideration of the present UIC application.

Revision (07/18/2013):In preparation for cement remediation in the C&O Govt #1 well,
Newfield had a new CBL run by The Perforators, LLC on 6/18/2013. It was discovered that
cement remediation had been done by a previous operator, but the Utah DOGM was apparently
not notified, nor was an updated CBL submitted. The new CBL run for Newfield indicates
generally good cement up to a depth of 4100 feet and a higher interval of fairly good cement
between 2682 and 28 14 feet. Inasmuch as this well was the principal obstacle to granting
Newfield's requested injection interval (3,870'-5,863') in the Walton Federal 1-11 well, DOGM
is prepared to raise the permitted injection top to 3,980', which includes all existing perforations.
However, there are two active injection wells in the AOR with problematic light cement in the
correlative depth interval. Newfield will be required to regularly monitor the pressure between
the surface casing and production casing in these wells. These wells are Monument Federal 33-
11J (43-013-31451) and Monument Federal 41-14J (43-013-31408).

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 2000 feet. The requested
injection interval is between 3,870 feet and 5,863 feet in the Green River Formation. (See
Revision 07/18/2013 above) However, the top of acceptable cement bond is at about 4,886 feet
in the C&O Govt #1 well, located within the AOR, approximately 0.3 mile northeast of the
Walton Federal 1-11 well. This cement top correlates to a depth of approximately 4,864 feet in
the Walton Federal 1-11 well. For this reason, it is recommended that the top of the injection
interval be permitted no higher than a depth of 4,964 feet in the Walton Federal 1-11 well.
Information submitted by Newfield indicates that the fracture gradient for the 1-11-9-16 well is
0.76 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,735 psig. The requested
maximum pressure is 1,735 psig. The anticipated average injection pressure is l100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures



Walton Federal 1-11-9-16
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the adjacent confining intervals. Any groundwater present should be adequately protected.
Additionally, it will be required to monitor pressure, fluid levels, and water quality in the
intersected well, Jonah Unit 8-14, and the monitor well, GMBU 8-14T-9-16, as described in the
Well Integrity section above.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date: 11/14/2012 (rev.
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

-NA MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 15, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Walton Federal 1-11-9-16, Section 11, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-15792

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

4. Pressure shall be monitored between the surface casing and the production
casing on a regular basis. Any pressure changes observed shall be reported to
the Division immediately.

5. Water levels, as well as casing and tubing pressures, in both the monitor well,
GMBU 8-14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-
9-16 (43-013-32054) shall be checked and recorded on a regular basis. Also,
water samples from both wells will be collected and analyzed annually. Any
observed changes shall be reported to the Division immediately.

6. The top of the injection interval shall be limited to a depth no higher than
4,964 feet in the Walton Federal 1-11-9-16 well.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 OIL, GAS & MINING

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •



November 15, 2012
Conversion Approval - Walton Federal 1-11-9-16
Page 2

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

de Jolm Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton
Well File

N:\O&G Reviewed



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 15, 2012
Revised July 18, 2013

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Walton Federal 1-11-9-16, Section 11, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-15792

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

4. Pressure shall be monitored between the surface casing and the production
casing on a regular basis. Any pressure changes observed shall be reported to
the Division immediately.

5. Water levels, as well as casing and tubing pressures, in both the monitor well,
GMBU 8-14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-
9-16 (43-013-32054) shall be checked and recorded on a regular basis. Also,
water samples from both wells will be collected and analyzed annually. Any
observed changes shall be reported to the Division immediately.

UTAH

DNR

OIL, GAS & MINING
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 . TTY (801) 538-7458 •



Revised July 18, 2013
Conversion Approval - Walton Federal 1-11-9-16
Page 2

6. Because the cement tops are problematic in the Monument Federal 33-
11J well (43-013-31451) and the Monument Federal 41-14J well (43-013-
31408), pressure between the surface casing and the production casing in
these wells shall be monitored on a regular basis. Any observed pressure
changes shall be reported to the Division immediately.

7. The top of the injection interval shall be limited to a depth no higher than
4p64-feet revised to 3,980 feet in the Walton Federal 1-11-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

hn Rogers
Associate Director

JR/BGH/MLR/js

cc: Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton
Well File

N:\O&G Reviewed



Šundry Number: 41269 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISIONOF OIL, GAS, AND MINING U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.uNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Oil Well WALTONFED 1

2. NAMEOF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXESTO INDICATENATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8 / 8/2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACKTO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGREPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/06/2013. On 08/07/2013 Chris Jensen with the utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 08/08/2013 the casing was pressured up to 1430 Date: September 12, 2013
psig and charted for 30 minutes with no pressure loss. The well was not - ,

.

injecting during the test. The tubing pressure was 100 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2013

RECEIVED: Aug. 13,



Sµndry Number: 41269 API Well Number: 43013157920000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84062
4354484721

Witness: Date P ifi>/3 Time .

Test Conducted by: ppy
Othera Present:

WeH: Fleid: mowa ssoa

Well Location: ss/st .4 Tu tu API No:43-ei5-i£7%

.Tigm Casina Pressure

0 min (430 psig

5 ¡ 43o psig

10 ) 43o psig

15 y4 30 psig

20 gpo psig

25 JelŠO psig

30 min j gO psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: /DO psig

Resu Pas. Fall

SignatuS gona reesf
erson Conducting
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S,undry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

WALTON 1-11-9-16

6/1/2013 To 10/30/2013
8/8/2013 Day: 3 Conversion

WWS #9 on 8/8/2013 - TOOH breaking collars, set pkr - Rig up, PU on rods unseat pump,
pres up pump 75 bbls down csg. Then push tbg w/35bbis reset fill w 6 bbls test to 3000psi.
Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4
per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH
breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD
27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry gulde 2-3/8 X-N nipple 1.87
profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbls press
up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs
wait on fresh water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension.
Press up and check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bb\s dovvn csg.
Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4
slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu
on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - MIRUSu, wait
on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck,
showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up after 5 - Rig up,
PU on rods unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w
6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD
rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU
BOP RD floor. TOOH breaking collars 80 jts out. - Flush tbg w/30 bbis cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx
fill tbg w 23 bbls press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbis w packer fluid Set PKR @3945 C.E.
w 15000# tension. Press up and check in AM. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx
fill tbg w 23 bbis press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbis w packer fluid Set PKR @3945 C.E.
w 15000# tension. Press up and check in AM. - MIRUSu, wait on deadman check, no truck,
showed up after 5 - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra
jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbis down csg. Then push
tbg w/35bbis reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347&API=4301315792&MinDate...
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unseat pump, pres up pump 75 bbis down csg. Then push tbg w/35bbis reset fill w 6 bbis test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbis
down csg. Then push tbg w/35bbis reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.

- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbis press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bb\s w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly, TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods
unseat pump, pres up pump 75 bbis down csg. Then push tbg w/35bbls reset fill w 6 bbis test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbis
down csg. Then push tbg w/35bbis reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bb\s prop sx fill tbg w 23 bbis press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 e×tra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XO, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347&API=4301315792&MinDate...
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unseat pump, pres up pump 75 bbis down csg. Then push tbg w/35bbls reset fill w 6 bbis test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bb\s reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbis @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 Finalized
Daily Cost: $0
Cumulative Cost: $28,258

8/9/2013 Day: 4 Conversion

Rigless on 8/9/2013 - Conduct initial MIT - On 08/07/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/08/2013 the
casing was pressured up to 1430 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 100 psig during the test. There
was not a State representative available to witness the test. - On 08/07/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/08/2013 the casing was pressured up to 1430 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 100
psig during the test. There was not a State representative available to witness the test. - On
08/07/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/08/2013 the casing was pressured up to 1430 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 100 psig during the test. There was not a State representative available
to witness the test. - On 08/07/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 08/08/2013 the casing was pressured
up to 1430 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 100 psig during the test. There was not a State
representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $53,970

Pertinent Files: Go to File List
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Sundry Number: 41269 API Well Number: 43013157920000

Spud Date: 4/01/1964 Walton Federal 1-11-9-16 Initial Production: 1073 BOPD,
Put on Production: 05/11/1964 100 MCFG

GL: 5501' KB: 5513' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSGSlZE 9-5/8" 5/07/64 500T-5020 Frnczonensfollows: 21,006#20/40sand E2000#

8/12 beads in 500 bbi cmde oil Treated a; 3750 psiGRADE J-55
ü; 37 BPM

WEIGHT 32 2# Casing Shoe @225' 5/07/64 4735 -4746 Frac mone as follows: 20DDD# 20/40 sand + 2tM)0#
8/12 beads m 475 bbi crude oit Treated è 3700 pst <pLENGTH 7 jts (212') 32 BPM

DEPTH LANDED 225' 10/05/66 4735 -5084 Frac zone as follows: 62.000#20/40sand + 2000//
beads m 1750 bbl 1% acetic acid Treated qi 2800 psi

HOLE SlZE 12-1/4" ( 54 BPM Calc tlush 5075gal Actual flush 6500
CEMENT DATA 225 sxs cement E'

9/25/96 5007 -5084 Frac zone as follows: 29,760# 16/30 sand m 168 bbi
SN @3939' KCi Treated «, 3450 psi ä; 13 BPM, ISIP 1990 psi.
On OfTTool@ 3940' 9/25/96 4589 -4746 Frac zone as follows: 12.000# 16/30 sand 69 212 bbl

PRODUCTlON CA SING Packer @3946' KCI Treated ä; 2900 psi it: 22 5 BPM. ISIP 2520 ps!

X/N Nipple@3954- 8/I!!03 5456 -5618 Frac CP1, CP2, & CP3 sands as follows:
CSG SIZE: 5-1/2"

- EOT @3955. 120:283#20/40sand m 879 Bbis Vilung I-25 fluid
Treated ã:ava pressof3825psinlava rateof

GRADE J-SS 3989'-3993. 144 BPM ISIP 1770 psi Calc flush: |270 Gal

WEIGHT 15 5# Actual flush: 1218gal
4000' (Squeeze) 8/l2/03 4589 -459T Re-Frac D1 sands as follows:

LENGTH 167 jts (5192') 4001'-40162 20.026#20/40sand m 235 Bbis Vilang l-25 fluid
DEPTH LANDED 5205' Treated vi avg press of 3340 psi al aug rate of

402 l'-4026 17 3 BPM ISlP 3850 psi Cale flush 4587 gal
HOLE SIZE 7 7/8" TOC @4056 403 l'-4035, Actual flush. 4410 gal

CEMENT DATA 400 sacks cmt
8/13/03 4190 -4363 Frac PB7. PBIO.& PB11 sands as follows:

407 I'-4087 65,480# 20AID sand m 485 Bbis Vikmg I-25 fluid
CEMENT TOP AT 4056' per CBL Treated a) avg press of 3225 psi ni avg rate of

4090'-4094' 23 6 BPM ISIP 3850 psi, Cale Flush: 4188 gal
Acnial flush: 2142 gal (Scrcened Ouß

CSG SIZE: 4"
409T-4100'

8/13/03 3989 -4129 Frac GB2, GB4, and GB6 sands as follows:
4120'-4129= 155.102#20/40 sand m 996 Bbts Viking 1-25 kluidGRADE J-55

Treated ¼avg press of l950 psi w/ avg. rate of
WEIGHT I I# 4190'-4196' 24 5 BPM- ISIP 2200 psi Cale flush 39K7 gal

. Acinal flush 3906gal
LENGTH 107T 4283 -4287

9/20/10 Re-Completion
DEPTH LANDED 5901, 4292'-4295' 9/14/10 5018 5083 Frac Al & A3 sands as follows:

4331'-4334' 33495#20/40sand m 261 bbis Lightnmg 17 fluid.
HOLE SIZE 4 3/4 '

08/06/13 Convert to Injection Well
CEMENTDATA 201sackscmt 4340'-4349' 08/08/13 ConversionMITFinalized-updatetbgdetail

CEMENT TOP AT ©?99 Aller squeeze 435T-4363'

PERFORATION RECORD4" Liner Top @4816 4589'-459T
5/06/64 5020' 3 SPF 03 holes

4715'-4719, 5/06/64 5013' 3 SPF 03 holes
5/06/64 5007' 3 SPF 03 holes

4735' 5/06/64 4746' 3 SPF 03 holes
4746= 5/06/64 4735' 3 SPF 03 holes

TUBING 10/5/66 5075' I SPF 01 hole
10/5/66 5084' I SPF Ol hole

SIZEIGRADE/WT 2-7/8" / J-55 / 6 5# 4" Liner Top@ 48 16
08/1982 4589'-4597' 4 SPF 32 holes

NO OF JOINTS 125 jls (3927 l') 9/24/96 5072'-5078' 2 SPF 12 holes
5001'-5029' 9/24/96 5046'-5054' 2 SPF 16 holes

SEATINGNLPPLE 2-7/8"{\ l0') 5018-5022' 9/24/96 4715'-4719' 4SPF 16holes
SN LANDED AT 3939 C KB 5044'-5054. 9/24/96 4590'-4595 4 SPF 20 holes

7/24/03 4000' (squeeze)4 JSPF 4 holes
ON/OFF TOOL AT 3940 2' 5048-5050' 8/11/03 5615'-5618 4 ]SPF l2 holes
ARROW #1 PACKER CE AT 3945 71 5058'-5067. 8/I 1/03 5602'-561 l' 4 JSPF 36 holes

Sil \|03 5574'-SS78' 4 JSPF ló holes
XO 2-3/8x 2-7/8 J-55 AT 3949 2 -= 5069'-5077' 8/\l/03 5556'-5559 4 JSPF 12 holes
TBG PUP 2-3/8 J-55 AT 3949 T

5072-5074' 8/1\/03 5538'-5540 4 JSPF 8 holes
5072'-5078, 8/ti/03 5531'-5535 4]SPF 16holes

X/N NIPPLE AT 3953 9 8/l 1/03 5525'-5528' 4 JSPF 12 holes
TOTAL STRINGLENGTH EOT @3955 41

5081-5083 8/11/03 5456'-547T 4 JSPF 64 holes
5080'-50882 8/12/03 4353'-4363' 4 JSPF 40 holes

8/12/03 4340'-4349' 4]SPF 36holes
8/12/03 433l'-4334' 4]SPF 12holes

5 ½" SHOE @5205' 8/12/03 4292'-4295' 4 JSPF 12 holes
8/12/03 4283'-428T 4JSPF 16holes
8/12/03 4190-4196' 4]SPF 24holes

5456-5472, 8/13/03 4120'-4129' 4]SPF 36holes
8/13/03 409T-4100' 4 JSPF 12 holes

5525 -5528' 8/13/03 4090 -4094' 4 JSPF 16 holes

NEWFIELD "3" ""' $ÌŽ Sfi °o

5538-5540' 8/l3/03 4021-4026' 4]SPF 20holes
$556 -5559' 8/13/03 4001 -4016' 4 JSPF 60 holes

8/13/03 3989 -3993' 4 JSPF 16 holesWalton Federal 1-11-9-16 5574'-5578' 8/14/03 5080 -5088' 2 JSPF 16 holes
705' FSL & 704' FEL 5602'-5611, 8/14/03 5069 -507T 2 JSPF 16 holes

SESE Section I l-T9S-Rl6E 8/14/03 5058 -506T 2 JSPF [8 holes
5615'-56|8' 8/14/03 5044 -5054' 2 1SPF 20 holesDuchesne Co, Utah gy,4,o3 see, _segg, 2;spy se

APl #43-013-15792: Lease #U-096550 9/14/l0 5081-5083' 3 JSPF 6 holes
/ PBTD @5863, 9/l4/IO 5072-5074' 3 JSPF 6 holes

9/14/10 5048-5050' 3 JSPF 6 holes
TD@S903' 9/14/10 5018-502T 3]SPF t2holes



State of Utah
DEPARTMENT OF NATURAL RESOURCES

2 a se
MICHAEL R. STYLER

GARY R. HERBERT Executive Dimctor

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT
Cause No. UIC-398

Operator: Newfield Production Company
Well: Walton Federal 1
Location: Section 11, Township 9 South, Range 16 East
County: Duchesne
API No.: 43-013-15792
Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval
1. Approval for conversion to Injection Well issued on November 15, 2012 and amended

July 18, 2013.

2. Maximum Allowable Injection Pressure: 1,735 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,980' - 5,863')

5. Water levels, as well as casing and tubing pressures, in both the monitor well, GMBU 8-
14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-9-16 (43-013-32054)
shall be checked and recorded on a regular basis. Also, water samples from both wells will
be collected and analyzed annually. Any observed changes shall be reported to the
Division immediately.

6. Because the cement tops are problematic in the Monument Federal 33-1lJ well (43-0.13-
31451) and the Monument Federal 41-14J well (41-013-31408), pressure between the
surface casing and the production casing in these wells shall be monitored on a regular
basis. Any observed pressure changes shall be reported to the Division immediately.

7. Any subsequent wells drilled within a ½ mile radius of this well shall have production
casing cement brought up to or above the top of the unitized interval for the Greater
Monument Butte Unit.

Approved by: y, 3 - i
Jo n ogers Date
A iate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne County DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple,Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &



Sundry Number: 42886 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING U-096550

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:
FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WALTONFED 1

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013157920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXESTO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAMEApproximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
SUBSEQUENT REPORT

Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/20/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL
DRILLING REPORT

Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above reference well was put on injection at 9:45 AM on Accepted by the

09/20/2013. Utah Division of
Oil, Gas and Mining

Date: November 04, 2013

By:

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/24/2013

RECEIVED: Sep. 24,


